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Introduction 



Machines can listen and respond to our spoken commands. Voice- 
actuated typewriters, sound-controlled toys, and interactive video 
games can all be built today without great expense. Imagine a 
battery-powered computer that can distinguish words; imagine 
building it for less than one hundred dollars! Consider using a 
TRS-80 computer to recognize words without any extra hardware 
or modifications. These are all possible and are explained here. 

This book is composed of various practical applications of 
voice recognition technology. From the high school student seeking 
a science project, to the handicapped person, to the computer 
hobbyist, to the serious experimenter, there is information here for 
alL 

You should approach this book from your own vantage point 
Chapter 1 is a general overview of speech and the problems it 
presents to machine recognition. Chapter 2 describes devices that 
are commercially available for attachment to microcomputers. This 
chapter is good for the nontechnical person seeking off-the-shelf 
equipment to recognize verbal commands. Chapter 3 details two 
simple sound control projects, neither of which requires great 
electrical knowledge. Chapters 4 through 10 are programs 
(software) for the TRS-80 Model I, Level II, computer with a 16K 
memory. The programs accept sound input through the cassette 
recorder and require no external hardware (though a hand-held 
microphone would be useful). These programs could easily be 
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adapted to any microcomputer that allows BASIC access to input 
data from the cassette port 

Chapter 4 provides a visual display of a spoken word. The 
TRS-80 Model III, Level II, 16K computer is slightly different from 
the Model I, but can use the software in Chapters 4 through 10 if the 
expression "=255" is changed to "> 200" every single time it 
appears in a program listing. Chapter 5 is a demonstration that 
allows the computer to recognize a word from a vocabulary of five. 
Chapter 6 allows for hands-off operation of a printer. A severely 
handicapped person could produce printed copy using this program, 
a computer, and a printer. Chapter 7 provides a simple method for 
voice control of external devices using a standard microcomputer 
no difficult wiring is required. Chapter 8 provides an example of fast 
speech recognition. Chapter 9 is an educational program aimed at 
about a fourth grade level; it draws a map and asks questions about 
the directional relationships of the states. Chapter 10 is an animated 
game with sound output and voice control. Chapter 11 provides 
software for a voice-operated printer, though it requires the use of 
the Voxbox peripheral unit. 

Chapters 12 through 16 are more technical and deal with 
construction of a complete computer system, the Recognizer, which 
has been built and tested Chapter 12 is an elementary refresher 
course in practical electronics and electrical constructioa Chapter 
13 explains the operation of the 1802 microprocessor and its in- 
struction set Chapter 14 details the construction of the Recognizer. 
Chapter 15 explains in great detail one program which works with 
the Recognizer, and Chapter 16 explains an even better program. 

All the information in this book (except Chapter 2, for which I 
thank the manufacturers) was generated in my house with limited 
equipment 

I would like to thank my wife Annelle for her patience and 
support (and also for pulling our infant daughter Ember off the 
computer innumerable times). 
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Chapter 1 
Spoken Words 



Speech and noise are often difficult to separate. On a street, in the 
office, or at a party, people frequently find it troublesome to distin- 
guish spoken words from background sounds. Volume is sometimes 
the characteristic used to separate desired speech from undesired 
noise. Consider the case of four people in an automobile, two in the 
front seat and two in back. Each pair can carry on a conversation 
while ignoring the talk between the others. Volume is the primary 
means of separation. A similar situation exists when communicating 
in a sporting arena; the nearest person produces loud sounds most 
of the time, but noise is clearly competitive with the sounds of 
interest. 

REMOVING NOISE 

Mechanical control of these variables is possible, but each 
method has limitations. The simplest and most often chosen method 
uses an insensitive microphone. It must be placed very close to the 
mouth of the person whose speech is to be recognized. The insensi- 
tive microphone will tend to ignore sounds more than a few feet 
away, thus cancelling out distant noise. The extremely close prox- 
imity of this pickup to the lips (the instructions for many units 
specify that the microphone should "almost touch the lips") pro- 
vides good separation between noise and the desired sound to be 
distinguished by the computer. However, holding the microphone 
near the mouth defeats one of the desired characteristics of voice 
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control— hands-off capability. Although a headset can be used to 
free your hands, such constraints do not allow you to enter a room 
and talk to the computer from any position. 

Another method of separating noise from speech involves the 
use of an amplifier with automatic level control. The automatic level 
control can use a threshold value below which all sounds will be 
ignored and above which all sounds will be amplified This will 
eliminate the noise until speech is uttered (or some other sound 
breaks the threshold level). If you do not use an automatic level 
control, the noise will be present when the amplifier is on, and it will 
cloud the information available for deciphering the spoken word 
Automatic level control systems can also use filters to eliminate 
low-frequency or high-frequency components from the sounds 
being amplified Using such a system complicates the input 
mechanism considerably, and leaves the designer with many vari- 
ables that may be difficult to anticipate and deal with. Building a 
device for use in a home, for example, would require knowledge of 
expected noises. The smooth, even sound of a forced-air heating 
system would be more easily ignored than the sudden popping of a 
pine log in a fireplace. Clearly, automatic level control alone is not 
sufficient to separate voice from noise. 

Yet another possibility involves the use of a computer to 
eliminate random, non-regular noise while passing sounds of regu- 
lar frequencies and volume levels. Software to accomplish such 
goals would be complex, and many assumptions would be neces- 
sary. 

VOLUME AND SPEECH 

Inflection, the emphasis placed on certain syllables, is another 
tool available for use in volume considerations of sound Any dictio- 
nary will show the proper place for emphasis on a given word 
However, people do not always follow these rules. The emphasis on 
any given syllable will vary not only from person to person, but also 
from time to time in the speech of a single persoa 

If the first syllable in a word were always given strong em- 
phasis, it would be easy to tell where one word stops and another 
begins. Detecting inflection is possible and is a good task for a 
computer. Inflection, being a stronger emphasis on one part of a 
word than others, is easier to detect by ear than by machine. The 
Recognizer designed for this book cannot distinguish syllables from 
one another; thus it cannot look at al the syllables and quantify the 



loudest one as the point of inflection. It must also be recalled that 
more than one spot in a word may receive emphasis. 

The difference between the non-emphasized portion of speech 
and the rest of the word is rather small on a quantitative basis. The 
waveform of a word is so rugged that odd spikes may appear 
seemingly at random throughout the considered specimen. To view 
such differences and put them into terms that can be handled by 
electrical apparatus requires equipment such as that illustrated in 
Fig. 1-1. The speech considered must be viewed as an alternating 
current waveform, the power of which is to be measured on an 
average— but continuing— basis. The electrical wave representing 
the sound must be passed through a full- wave rectifier bridge (to 
convert it to a rough form of direct current) and a capacitor must be 
placed across it to smooth the wave out. This smoothing prevents 
one spike of high magnitude but short duration from outranking 
several spikes which are less high, though higher than average. The 
value of the capacitor cannot be chosen without knowledge of how 
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Fig. 1-1. Block diagram of speech recognizer. 



much power is delivered from the amplifier, and how much 
smoothing out is desired. 

Once the smooth waveform is obtained, it must be placed into a 
form that a computer can recognize, that is a digital format A device 
know as an analog-to-digital converter is required to accomplish 
this task. Such devices are moderately complex. They are also 
expensive. 

Volume drop is another phenomenon that makes voice recogni- 
tion difficult Just as certain portions of a word are stressed, other 
portions are left unstressed or nearly silent. When the word "mi- 
crocomputer" is spoken, there is a trailing off and near pause after 
the "micro-" and before the "-computer". This volume drop trails off 
into the area of noise, giving a recognizer the problem of deciding 
whether the word has ended or not Volume alone fails as a criteria 
for use by the sophisticated recognizer because it is not sufficient to 
determine word ending. 

Figure 1-2 is a view of the electrical waveform generated by an 
amplifier when the word "Michael" is spoken. "Michael" will be 
used often when representations of a word are made in this book. 
The vertical axis in Fig. 1-2 is the magnitude (volume) of the spoken 
word The horizontal axis represents time with the total being equal 
to about one second. Starting at the left is a low volume wave lasting 
for about one-tenth of a second; this is the "mmm" sound For about 
three-tenths of a second a much louder wave appears; this is the "i" 
sound This rapidly tapers off into an area of no volume. This volume 
drop, as mentioned earlier, occurs in many words but is not readily 
apparent as the word is spokea After the silent spot comes a 
medium volume burst of high frequency pulses; they represent the 
"ch" sound They taper off and are followed by a brief volume drop. 
Last is a high volume, lower frequency brust with a slow taper at the 
end, representing the "ael" sound This lasts for a total of about 
two-tenths of one second 

If the word is said more slowly, a very similar pattern will 
appear, but each segment will be longer. The frequencies within 
each segment will not change. Each segment followed by a volume 
drop tapers off. The beginning edge of a segment may be tapered or 
sharp. The waveform is rather symmetrical about a center line, 
meaning that what occurs above the center line may be seen below 
that line. Figure 1-3 shows the same word after going through a 
bridge rectifier, but before being smoothed with a capacitor. At this 
point the volume levels are more apparent, and the frequency 
characteristic is still visible. Figure 1-4 shows the waveform after 
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capacitor smoothing; the volume elements of the word are now 
more readily visible. 

DURATION 

Duration is another quantity available for consideration when 
attempting to decode sounds. The length of different words varies, 
unfortunately, from person to person and from time to time with the 
same persoa The spoken length of a word cannot be obtained 
intuitively by merely looking at the spelled word length "Stop," for 
example, is as long or longer than "forward, " because the "o" is held 
for a significant time in "stop." 

Duration can be difficult to ascertain because of the volume 
drops which occur between syllables in many words. Determining 
the length of a word requires a knowledge of when the word begins 
and when it ends. One often-used method for making such a deter- 
mination requires that words be spoken one at a time (isolated) with 
a significant time gap before and after the word A recognition unit 
can start counting time when adequate volume is detected, and quit 
counting time after a significant volume drop occurs. Two items 
arise for consideration at this point. How much time is too great for 
a volume drop? If time has been counted from the commencement of 
adequate volume until some point after sound has disappeared, how 
is the last volume drop subtracted from the total time? A rough 
number to use for separation is one-half second; it provides an 
adequate gap which assures the word is reliably finished Subtrac- 
tion of the extra time is easily accomplished through a computer 
program, a task which could prove more difficult to do with hard- 
wired circuitry. 

For a system which does not continuously attempt recognition, 
a noticeable time delay is introduced by the "volume drop for 
one-half second" method Consider a simple system which listens 
to commands to operate a radio-controlled toy. Assume the comput- 
ing process to take no time (a false assumption, as it will require 
time); there will be a delay of one-half second after a command 
(stop," for example) has been issued before the command can be 
executed In other words the entire word must be taken in before it 
can be determined what the word means. This is slow, but it 
simplifies the process of understanding what has been said 

Using length alone obviously limits the vocabulary available, 
as merely five to ten length ranges exist for words. Slurring more 
words together as they are commonly spoken would provide a 
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greater capability, but effective verbal control with a 25-word 
slurred sentence would be impractical. 

Length can be used in sophisticated systems to aid in noise 
eliminatioa If a sound exists at a consistent volume level for too 
long a period of time, then it must be some form of noise. This noise 
can be stored and subtracted from any potential word being heard A 
key problem here is the same one faced before— just how much time 
a steady sound must exist to be considered not part of a word. 

LENGTH AND VOLUME COMBINED 

Length and volume together can be used to create a simple, 
though somewhat limited, recognition system. Taking a sound and 
amplifying it are necessary for any system. The system roughed out 
in Fig. 1-5 could be used to control a television or lights in a room. It 
would have a command recognition involving only two responses, 
but would be relatively free from false operations. The amplifier 
must be adjusted so that ordinary talking and room sounds will not 
exceed the threshold required for recognition attempts. To operate 
the system requires raising your voice, at which point the timer will 
start. If the sound coming from the amplifier is sufficiently loud, it 
will go through the rectifier and be converted into rippled direct 
current; then it will be smoothed by the capacitor (chosen to hold 
the signal up for short word drops) and operate the timer. If the 
sound is too short, the timer will reset and nothing will happea If it 
is of fair length (the word "on," for example), and it goes away, then 
the first output will be activated If it is longer (for example, the 
words "turn off slurred together), then the second output will be 
activated The advantages of such a system include simplicity (no 
computer) and microphone independence. Noise is separated from 
the desired commands by the requirement that the user shout. This 
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forces the separation. The microphone need not be close to the user 
and can be placed in any convenient location. 

SYSTEM DEFINITIONS 

A speaker-trained, voice-dependent, isolated- word recognizer 
sounds more involved than it actually is. A device that is speaker- 
trained must be taught by the person who is to use it. Voice depen- 
dence is another way of saying that the machine should only respond 
to one person's voice. Before running off to purchase one of these 
devices to use as a key for your front door, note that this is not the 
purpose of being voice dependent. Voice-dependent systems are 
more easily designed than voice-independent systems; they will 
work for the person who trains them, and they may also work for 
someone else who has a similar sounding voice. A voice-dependent 
system to open your front door could be built with a high degree of 
selectivity, but a sore throat could leave you locked out until spring! 
Isolated-word systems can respond to only one word at a time, and 
that word must be preceded and followed by a period of silence, in 
order that the recognizer may know what it is trying to recognize. 

Aspeaker4ndependent f word-isolated system still requires that 
the word under consideration be preceded and followed by a period 
of silence, but it does not require training and it should respond to 
the voice of any person. Such systems in use now usually have a 
small vocabulary and operate over a phone line (you call them up and 
speak a number in response to a question). They have several 
"templates" of different voice characteristics in their memory sys- 
tem and they attempt to fit the caller into a category as fast as 
possible so they can then recognize what is uttered. Different 
categories are needed because the duration of speech and frequency 
response of a Southern male may be significantly different from the 
duration and frequency of a Northern female. This type of recog- 
nizer usually attempts to put the caller into the proper category, and 
then acts much the same as a speaker-trained system. 

A continuous recognizer is the most sophisticated type. It at- 
tempts to understand what it is hearing while it is being spoken to. 

A sound-controlled switch is merely a device that responds to 
the presence of high volume sound. These devices can be used for 
on-off switches so that they are on when the sound occurs and off 
when it disappears. An alternate type latches on when the high level 
sound occurs, and it must be manually reset. 

A sound-controlled switch with logic is merely a simple switch 
that can be used for some form of sequential control. The logic can 
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be nothing more than a stepping relay. For example, a four-step 
sound-controlled switch could cause a toy to go forward, then right, 
then left, then stop. Each sound would cause the toy to perform the 
next step in the sequence. 

A limited recognition sound-controlled switch utilizes some 
technique other than volume (usually length) to provide greater 
selectivity than a sound controlled switch. Such a device can distin- 
guish a few commands, such as "go" and "stop," based solely on 
length and volume. The selectivity is not exclusive; such a switch 
will enter the "go" mode if "a" is pronounced, or the "stop" mode if 
"help" is pronounced. In other words, any sound which is loud 
enough and of the proper length will cause the device to operate. 

A limited recognition sound-controlled switch with logic al- 
lows for more deliberate and unlimited control. Using two variable 
length commands and a stepping switch to advance from point to 
point, you can obtain precise control. Consider a case where the two 
commands are "go" and "activate;" the "go" command could be used 
to advance a stepping relay and illuminate an indicator light that 
shows what you want the toy to do. The command "activate" could 
then be used to cause the selected function to be performed. For 
example, a toy might have four lights, indicating forward, right, left, 
and stop. The command "go" could cause the lights to move sequen- 
tially from forward to right to left to stop. When the light indicating 
what you want the toy to do is illuminated, you could then speak the 
command "activate." This will cause the toy to perform the action 
that you have selected. 

Numerous devices are available commercially that adapt to 
various microcomputers for the purpose of recognizing speech. In 
Chapter 2 these units will be described, their features listed, and 
suppliers given. 

FREQUENCY 

Because many frequencies are found in speech, a method can 
be used to detect frequencies and their presence or absence. A filter 
in an electrical circuit is much the same as a filter in an air condition- 
ing system; it allows some things to go through while stopping 
others. There are several types of filters available; two major 
categories are active and passive. Active filters use electronic com- 
ponents such as integrated circuits or transistors, and they require 
the application of power in order to perform their duty. Passive 
filters are composed of elements such as capacitors and inductors, 
and they work without an external power source. Active filters are 
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more easily designed to pass desired frequencies and block unde- 
sired frequencies than are passive filters. They are also more 
economical. 

The type of filter which will be of concern to the recognition 
builder is the bandpass filter. Several criteria must be assigned 
when a filter is designed. There must be a center frequency known 
as the pass frequency. The bandwidth determines what other fre- 
quencies will be allowed to go through. Important as bandwidth is 
the attenuation level outside the bandwidth. Theoretically, all fre- 
quencies will be passed; some will meet with more resistance than 
others. This resistance must be set to a particular value so that 
electronic components beyond the filter will ignore frequencies 
outside the approved bandwidth. Decisions must be made regarding 
the number of frequencies of interest, and the bandwidth of each. 
The narrower the bandwidth, the more difficult the filter is to build. 
The more filters you use, the more information your machine has 
available to make recognition decisions. 

Frequencies readily available are those from 500 to 3,000 
hertz. Frequency is measured in a quantity known as hertz. One 
hertz is one cycle per second. One cycle per second is a way of 
describing the phenomenon that occurs when a voltage starting at 
zero goes positive, then back to zero, then negative, and then back 
to zero.This occurrence (zero to positive to zero to negative to zero) 
is known as a cycle. If this cycle occurred one time during a second it 
would be said to have a frequency of one hertz. If it occurred 500 
times during one second, then it would have a frequency of 500 
hertz. This cycle does not have to occur five hundred times to have a 
frequency of five hundred hertz; it must merely occur fast enough so 
that if it lasted for one second, 500 cycles would occur. 

Inexpensive microphones and amplifiers do not have excellent 
frequency pass characteristics. To expand the range would require 
costly equipment; the merit of this is doubtful, at least until the 
information in the available band is fully utilized. Telephone lines do 
not significantly exceed this range and would therefore not provide 
any better information to a unit which could handle more. 

DIGITAL VOICE 

Voice produces an alternating waveform that is well balanced. 
Although this wave is fairly symmetrical about a center line, it 
varies in amplitude (volume) and shape of pulse (Fig.|l-6). 

To handle this wave using digital electronics, it must be di- 
gitized. A Schmitt trigger circuit will do this by rendering a positive 
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Fig. 1-6. Diagram of a rectified smoothed wave. 

output when the input exceeds an arbitrary level and rendering a 
ground (negative) output when it falls below the trigger level (Fig. 
1-7). 

The places where a wave goes from high to low or low to high 
through the center line are called zero crossings . Zero crossings may 
be counted, inasmuch as they provide another clue to the informa- 
tion stored within the spoken word. The total number of zero 
crossings are related to frequencies involved and duration of 
speech. 

SLURRING, A TASK FOR CONTINUOUS SYSTEMS 

Slurring is a common attribute of speech. People in general 
conversation do not leave space between words, but slur all words 
and sentences together. Some people speak very rapidly and leave 
less space between words than they do between syllables. This 
slurring effect makes it difficult to pick a single word out of spoken 
conversation for detectioa 

Continuous recognition is the process whereby words not spo- 
ken by themselves are processed. An effective continuous system 
must take the individual sounds of words, phonemes, and recognize 
them while words are being spoken. These phonemes must be put 
together and pieced into words. Possibly this could be done by one 
microprocessor with sophisticated software or by several— one 
gathering and holding the information while the others examine it, 
not concerned about getting a little behind or having to stop pro- 
cessing to listen. Key words may be used by a recognizer to help 
understand what filler words were used but poorly understood. For 
example, we might even hear someone say, "I went ta town and 
drove my card, which needed gasulane." Given the previous sen- 
tence, it would not be difficult to surmise that the proper statement 
would be "I went to town and drove my car, which needed gasoline." 



ORITHMS 

How right is right? When comparing an unknown word against 
samples, how good must the comparison be? As it gets close to 



Fig. 1-7. Digital version of wave in Fig. 1-6. 

being perfect, there will be more correct answers. Matches will 
occur less frequently. If the acceptable range is lowered, a word will 
be identified more often, but the wrong words will be identified 
more often also. 

Any recognition system requires an algorithm upon which to 
base its operation. An algorithm is a method or "game plan" upon 
which decisions are made. Some compromise between complexity 
of hardware and software is usually made, though a designer with a 
particular skill in one area might base his system primarily upon the 
fundamentals with which he felt the most comfortable. Obviously 
one could utilize volume, duration, frequency, zero crossings, 
pauses, context, and various human samples to establish a system. 
Each of these variables contains variables and decisions which can 
be made. Only the more elemental systems will be detailed here; 
moving beyond that is beyond the scope of the concepts presented 
here. 
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Chapter 2 
Commercial Recognizers 



Among the devices commercially available to attach to microcom- 
puters is the Voxbox recognizer for the TRS-80 microcomputer. 
This unit, sold by Radio Shack, allows words or phrases to operate 
the computer. It attaches to the expansion interface or to the card 
edge connector at the rear of a Model I machine. It can accept up to 
32 words or phrases, each with a length less than one and two- 
tenths seconds. The device is an isolated-word, speaker-trained 
device. To operate the system, you need a Model I TRS-80 with 
Level II BASIC and at least 16K of RAM. The Voxbox recognizer 
includes a push-to-talk microphone that must be held almost at the 
lips for recognition to occur. Each word or phrase must begin with at 
least one-tenth of a second of continuous speech. The end of the 
word is indicated by the first silence of at least one-tenth of a 
second The unit operates from its own power supply, included It is 
recommended for use primarily as entertainment Physically the 
box is about the size of a paperback book and is colored the same as 
the computer. At the rear of the Voxbox is a card edge connector 
which is pin for pin identical to the one at the rear of the keyboard 
unit With a printer attached at this connector and with the proper 
software, it is possible to type by talking (see Chapter 11). 

The Voxbox recognizer works best in a quiet room where 
background noise is not present Like most recognizers, this one 
can be fooled easily. The goal is to achieve understanding. It will 
recognize and do so with an accuracy of better than 90 percent, with 
reasonable effort on the part of the user. 
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Software is included in the purchase, along with instructions to 
aid in individually written programs. A machine-language driver 
must first be loaded, and this must occur after the question MEM- 
ORY SIZE is requested by the computer The memory size must be 
set in order that the driver program will be loaded into the highest 
part of the RAM memory, away from the area in RAM where most 
BASIC programs are stored. After the driver is loaded, a program 
written in BASIC may be loaded into the computer. Three programs 
are included: Inventory Demonstration, Lunar Lander, and Voice 
Plotter. The Inventory Demonstration program allows you to enter 
and correct data numbers by verbal command. Nothing happens 
with these numbers other than appearing on the video display, but it 
is an interesting way of indicating the device potential. The Lunar 
Lander program is a game wherein data for a space craft landing is 
entered and altered by voice command. The game lacks sophistica- 
tion, but the effect of verbal entry makes it fascinating. The Voice 
Plotter program gives a graphic representation of the frequencies 
and energy in any spoken word. This word picture visibly dem- 
onstrates how very differently the same word is pronounced by 
different people, or by the same person twice. 

In all of these programs there is a training mode and an 
operating mode. In the training mode, each desired word must be 
pronounced one or more times. The 32 word vocabulary allows for 
32 entries; that can be 32 different words or 16 words twice or four 
words eight times or any other combination totaling no more than 
32. The advantage of training more than once on each word is that 
such training increases the probability of a correct match in the 
operating mode. The words spoken may be in any language (they 
don't even have to be words), but they must be repeatable. The 
operate mode takes whatever sounds are input and compares them 
with the learned patterns in memory. If there is an acceptable 
comparison, the computer declares a match. A recognition parame- 
ter is available in the driver software and it may be changed to 
increase or decrease the flexibility of the match. It should be noted 
that the Voxbox recognizer is speaker-trained and for that reason 
will usually not respond to the same words spoken by another 
person. Complete details are provided in the documentation to 
enable you to write your own programs. 

DIGITAL SPEECH PROCESSOR 

The lowest priced recognition unit I have found is the Digital 
Speech Processor by Design Solution, Inc. This unit works with any 
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Model I Level II TRS-80 system, though a Level II with disk drive is 
recommended to "reduce voice image loading times." To quote 
from Design Solution's literature: 

"Experiment with Digital Speech Synthesis and recognition 
using a BASIC editor program provided with this system Speech is 
entered, digitized, and stored in memory or on disk files. Vocabul- 
ary files are constructed using Digital core images of your voice. 
Labeled and indexed sounds, words, and phrases are then available 
for use in your basic programs. Different vocabulary files can be 
loaded for different BASIC programs, etc. . . . Experiment with data 
compression from BASIC by increasing and decreasing sample 
rates. Develop your own voice recognition programs. Simulate low 
pass, bandpass, and high pass filters. This is truly a software man's 
dream come true. Enter a string of numeric data and let your 
TRS-80 repeat it to you. Let your TRS-80 dictate data files for error 
checking, etc. 

"The Digital Speech Processor lends itself totally to music 
synthesis. Its internal D/A [digital-to-analog] converter and your 
software can create almost any imaginable waveform. Modify 
timbre, attack/decay, and pitch, all from software. 

"The Digital Speech Processor has a self-contained condensor 
microphone for voice or music input. The DSP also features a 2-inch 
speaker and amplifier for output of speech and music. Extended 
features include input active and modulation level prompting indi- 
cators and an auxiliary output for your external amplifier, stereo, 
tape recorder, etc. . . ." 

A 40-conductor cable is required but not supplied for connec- 
tion to the TRS-80. This is available from Radio Shack in the form of 
a 40-conductor ribbon cable (part #278-771) and two edge connec- 
tors (part #276-1558). 

COGNIVOX 

The Cognivox recognizer produced by Voicetek, is another 
unit available at the low end of the cost spectrum It is also an 
isolated-word, speaker-trained system Cognivox can handle a 32- 
word vocabulary and can provide voice response as well as recogni- 
tion. Each word must be spoken by the user three times in the 
training mode. Word length must be greater than 150 milliseconds 
and less than three seconds. Software is provided on a cassette tape 
rather than as a listing. Software available includes two sophisti- 
cated speech-operated video games, as well as utilities— such as a 
talking calculator, vocal memory dump, and so forth. This unit can 
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be used to generate or study music. It works on the TRS-80 without 
the expansion interface. The producer states that is uses a "novel 
speech processing technique based on the time domain signal and 
proprietary non-linear pattern matching techniques." 

Cognivox can be purchased for many systems, including 
Rockwell's AIM-65, the PET/CBM, the Apple II, Exidy's Sorcerer, 
and the TRS-80. A version is also available for any Z-80 central 
processing unit with a parallel I/O port available for interfacing. 

VET-2 

Scott Instruments produces a voice entry terminal, the VET-2 
which is designed for data entry where keyboard entry proves 
inefficient Available for the Apple II or TRS-80, this unit interfaces 
with off-the-shelf software or programs written in BASIC, 
Integer-BASIC, Applesoft BASIC, or machine code. With the Apple 
II computer only, the VET-2 may be used in "parallel" with the 
keyboard— a key may be pressed or the name for that key may be 
spoken This Keyvet feature enables the user to run existing 
software under voice control without modifying the software. It 
should be noted that some programs may have memory conflicts 
with the VET-2; also, the Keyvet feature does slow execution time 
(normally not noticeable). Therefore, every application may not 
work. This unit along with an Apple II computer would enable a 
severely handicapped programmer to return to work and use his 
voice, instead of the keyboard It could also be used with off-the- 
shelf Apple peripherals to aid handicapped people in performing 
tasks which used to require human assistance. 

The VET-2 handles a 40-word vocabulary, though it has a 
provision for adding additional multiples of 40 on disk, and these can 
be linked to provide a larger vocabulary. Memory space utilized for 
the 40-word vocabulary is about 4,600 bytes, while the control 
software uses about 6, 000 bytes— for a total of about 10. 6K bytes of 
memory utilized within the microcomputer. Like the other units, 
this one has a training mode and a run mode, though there is great 
flexibility in the training mode (words can be changed or retrained 
at any time without losing the resident program). With a properly 
chosen vocabulary and certain prompting features, this unit can be 
used by several people with high accuracy. VET-2 utilizes fre- 
quency, zero crossings, and amplitude as quantities to consider in 
recognizing voice. 

Three outstanding people shared their expertise in speech 
sciences, electronics, and computing to develop this device. Dr. 
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Brian Scott, president of Scott Instruments, obtained his Doctorate 
degree under the advisory of Dr. Ronald A. Cole at the University of 
Waterloo, Canada, specializing in the theory and application of 
speech perception. R. Gary Goodman received his Ph.D. in Com- 
puter Science from Stanford University. Among his accomplish- 
ments was the design of the language used by HARPY, the first 
1,000-word continuous speech recognition system. Lee Hardesty 
obtained his Bachelor's degree in Mathematics at North Texas 
State University. He pursued interests which led to skill in elec- 
tronics and establishment of a business that provided hardware and 
consultation for research and commercial enterprises. This combi- 
nation of talents enables the VET-2 to respond in a manner similar 
to the way the human mind functions. 

This device is the most expensive considered here, but it is 
much less costly than most commercial units and has been commit- 
ted to serious purposes, such as aids for the severely handicapped 

AIDS FOR HANDICAPPED PEOPLE 

One promising area for these machines is in the field of aids for 
handicapped people. Voice control can allow persons to program or 
operate computers with all the skill of non-disabled people. People 
with severe lack of motor control can use voice control. (However, 
physical control is necessary to turn on computers and load the 
software necessary for voice control.) The ability to link the voice 
software to other software is needed if the recognizer is to perform 
any useful task. Output control is needed to operate real-world 
equipment. 

An example of such a system might be an electrically con- 
trolled wheelchair being driven by a quadriple amputee. With a 
headset he could give verbal commands which would then be sent 
by radio to a nearby microcomputer. The microcomputer could 
process the command and execute the appropriate output, perhaps 
sending a radio command to the wheelchair ordering motion in some 
specific direction. The fallibility of any such system and all of its 
components must be considered before undertaking such a task. 
Such a wheelchair would need to move very slowly in order that 
time would be available to process commands and try again should 
an error occur. Electrical interference of the drive motors could 
affect the radio transmissions or the local logic decoding controls. 
This interference (caused by brushes on the motors) could cause 
numerous problems in the electronic circuits if control and motor 
circuits are served from the same battery source. Electrical inter- 
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ference from the computer itself is significant, and could affect the 
radio transmissions. The wheelchair would have to have backup 
failsafe devices, such as bumper switches to stop operation in the 
event of object contact. Failure of the operator to maintain voice 
control is a distinct possibility, a cough or excitement could change 
the voice pattern and render such recognition devices temporarily 
useless. 

Although several cautions have been noted, control of many 
devices is feasible. A TRS-80 Model I, Level II, with 16K of 
memory and the additions of a Voxbox and an output controller 
(available from Radio Shack) would be capable of controlling 
appliances, lights, or any number of electrical items. (See 
SOURCES for robot arm suppliers.) 

UNINTERRUPTIBLE POWER SUPPLY 

When committing a recognizer to serious applications, the 
problem of maintaining a reliable power supply becomes significant. 
In business and industry there are many computer applications that 
are considered to be so critical that computer failures cannot be 
tolerated. Computers that handle airline reservations, for example, 
cause chaos if they lose their memory or foul transactions in prog- 
ress. Electric utilities are not in a position to provide the absolutely 
reliable service so essential to these operations. Although the local 
power company does not wish to drop a computer that is controlling 
a wheelchair, they have miles of power lines that can be faulted by 
car accidents, squirrel misjudgements, falling trees, lightning, and a 
host of other uncontrollables. The only solution is to install a UPS, 
or uninterruptible power supply. A UPS unit is basically an inverter 
that takes direct current electricity and converts it into alternating 
current of the proper frequency and voltage. UPS systems have a 
battery to provide the energy when power lines fail. Such systems 
must be sized to handle the computer and all necessary peripherals 
for the desired period of outage time. The greater the power 
supplied and the longer it must be provided, the more the unit will 
cost. The units are measured in watts, an electrical quantity which 
is the same as the product of amps and volts. One supplier of these 
units is Sun Research, Inc. (Box 210; New Durham, NH 03855; 
phone (603) 859-7110. (For commercial recognizers; see 
Sources.) 
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Chapter 3 
Easily Constructed Sound Controls 



A simple hardware device is the voice-operated switch. Such a 
switch merely causes some action to occur when it detects sound A 
simple switch, latching a relay on, is shown in Fig. 3-1. The mi- 
crophone takes sounds and converts them to a weak electrical 
signal. This signal is amplified by the Darlington transistor, Ql. The 
transistor is normally turned off and will turn on when positive 
voltage is applied to the base. When the transistor is oft no voltage 
is developed across Rl. When a sufficiently loud sound occurs, a 
small wave of energy leaves the microphone, and during positive 
portions of the wave cycle it turns the transistor on. When the 
transistor is on, voltage is developed across the potentiometer. 
This positive voltage goes to the gate lead of the SCR, or silicon- 
controlled rectifier. The reason for the potentiometer is that the full 
six volts of the battery (minus a small loss in the transistor) appears 
across the resistor, and this high voltage would damage the SCR if 
applied to the gate lead When the SCR gate lead is made more 
positive than the cathode by about 1. 5 volts, it goes into conduction 
and passes current It will continue to pass current (whether voltage 
is present at the gate or not) until the current path is somehow 
broken externally. When the SCR is passing current, the relay coil 
will energize and its normally open contact will close, allowing 
some item to be controlled (a light, for example). To turn the light 
off will require opening SI, which will open the current path through 
the SCR and allow it to cease conducting. When the switch is closed, 
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Fig. 3-1. Voice-operated switch schematic. 

the device will be prepared to operate again upon the next sufficient 
sound. 

The usefulness of a one-time latched switch is limited It could 
be used to turn on lights at the sound of a car horn, or lights in a 
building upon the clapping of hands or the sound of a shrill whistle. 
The requirement of physical involvement to manually reset the 
sound recognizer severely restrains the useful applications. 

Adding logic to the sound switch makes it more useful. To keep 
the concept simple, relay logic is used instead of electronics. The 
logic system will allow the sound switch to operate four lights in 
sequence. The first loud sound will illuminate lamp number one. 
The next sound will operate lamp two, then three, then four. The 
fifth sound will reset the system and the sixth wound will start over 
again by lighting lamp number one. 

It is first necessary to understand the diagrams before explain- 
ing the system Figure 3-2 shows the coil and contact symbols. The 
round circle represents a relay coil, the number or letter inside that 
circle is used to represent that relay. If proper voltage is applied 
across that coil, it is assumed that the relay will pick up. Contacts 
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Fig. 3-2. Illustration of relay coil 
and contact symbols. 
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"COIL" 



1(1) ± K2) 



are drawn in the position they would be found if their relay coil were 
de-energized The labeling I (1) indicates the relay coil and contact 
used The part of the label outside the parenthesis defines the relay 
coil controlling the contact The label component within paren- 
thesis tells which contact is being used and is primarily intended to 
show how many contacts are utilized 

Our simple sound-controlled switch perceived sound only one 
time, and then latched its relay in the energized position, requiring 
the physical operation of a switch to return to the ready positioa To 
circumvent this seal-up characteristic, two relays have been used 
(see Fig. 3-3) , IA and I. A contact of IA, IA(1) closes upon energiza- 
tion of coil IA, This causes relay coil I to be energized and its 
normally closed contact 1(1) opens, resetting the electronics of the 
sound switch and de-energizing coil IA, which in turn drops coil L 
Contact 1(2), normally open, will briefly close and then open during 
this operation. Contact 1(2) is the initiating contact used by the logic 
counter circuit shown in Fig. 3-4. 

Consider the diagram in Fig. 3-4. Starting in the reset position, 
all relay coils are de-energized. Upon receipt of an appropriate 
sound, the sound-switch causes contact 1(2) to close. 1(2) of course 
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Fig. 3-3. Anti-seal-up system and relay logic output. 
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will quickly open, but the situation needs to be studied in slow 
motion. Current will flow upward through 1(2), 3(2), 2(2), 1(2), and 

A, energizing relay A. Remember that relay coil A has been ener- 
gized; that causes contact A(3) to make up and allows light number 
one to come on (see Fig. 3-3). A(l) makes up, providing another 
path from positive to the coil of relay A Contact F(l), coill, contact 
2(1), and A(l) provide an alternate voltage path for current to the 
coil of A. Relay coil 1 will not be energized until contact 1(2) drops 
out, for 1(2) is shorting out coil 1. When contact 1(2) opens up, coil A 
will continue to be energized through the F(l), 1, 2(1), A(l) path. 
The two six volt coils, 1 and A are in series with a 12-volt supply, 
thus they both receive the necessary energy to operate. Lamp 
number one will stay lit until the next operation of 1(2). 

Upon the next closure of 1(2), a path is established from 1(2) 
through 3(2), 2(2), 1(3), and A(2) to coil B. B energizes, lighting 
lamp number two and creating the path F(l), 2, 3(1), and B(l) to coil 

B. When 1(2) opens, coil 2 energizes and drops coil 1 by opening 
contact 2(1) which in turn drops relay coil A, turning off light 
number one. The process continues. 

Upon the next closure of 1(2), a path is established from 1(2) 
through 3(2), 2(3), and B(2) to coil C. This illuminates lamp number 
three and sets up the C coil holding path F( 1) , 3, 1(1) , C(l) , C. When 
1(2) opens, coil 2 is dropped by 3(1) and this also drops B which 
turns lamp number two off. Lamp number three is now sealed on. 

Upon the next closure of 1(2), a path is established from 1(2) 
through 3(3), and C(2) to coil D. D(3) closes and lamp number four 
lights. A path is established through F(l), 1, 2(1), and D(l) to hold D 
energized Upon the opening of 1(2), relay 1 is energized, dropping 
coil C and light number three. 

Upon the closure of 1(2) a path is created through 1(2), 3(2), 
2(2), 1(3), and D(2) to coil E. E(2) energizes coil F which causes 
F(l) to open, dropping coils 1, D, and E. If 1(2) remains closed very 
long, coil A will be energized and the sequence will restart If 1(2) 
drops out promptly, no coils will be energized and the circuit will be 
ready to commence counting at the next sound. 
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Chapter 4 
Sound Plot 



It is not necessary to buy or build complex peripheral devices for 
the purpose of experimenting with voice recognitioa An ordinary 
TRS-80 Model I can be used if a tape recorder and the proper 
software are available. Any computer which allows software control 
of the cassette input port can operate as a voice recognizer. 

A cassette recorder will function as an amplifier if it is in the 
record mode and if the amplifier output is taken through the ear- 
phone jack. For TRS-80 users this means removing the plugs from 
the aux and mic jacks and depressing the small lever in the left rear 
of the tape compartment while depressing the record and play 
buttons. Of course one could place a cassette in the recorder rather 
than depress the lever in the rear of the tape compartment, but 
there is no purpose served by recording on the tape and most 
recorders will stop when the tape reaches the end 

All the programs from here through Chapter 10 have been 
written BASIC for a TRS-80 with no external equipment (besides 
a tape recorder). For the "80" computer the port is latched and it 
must be reset each time the data value is high. The entire operation 
is so slow in BASIC that no more than 30 or 40 bits of information 
can be input per second, and this information is nothing more than 
volume or absence of volume data Surprisingly, much can be done 
with such limited informatioa As with most systems, the closer one 
tets to the microphone, the better the results will be. 

The Sound Plot program that follows takes a spoken word and 
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displays its representation in bar graph form on the video screea It 
first asks for a word, then displays the representation along with an 
indicator line (so that the graph can be accurately transferred to 
paper, if desired). Next there is a time delay followed by a question 
requiring the depression of the Enter key. Without this required 
depression, it would be easy to make a noise and erase the existing 
plot before it had been adequately considered This program is 
useful for "grooming" a recognition vocabulary; it allows you to see 
how closely two similar words appear. With this knowledge, it is 
possible to select a vocabulary that will be most easily distin- 
guished by the machine. This is also a useful tool for examining 
speech patterns and considering algorithms that would enhance 
speaker-independent recognitioa 

Following the operation of this program, line 10 clears the 
video screea Line 20 clears space for an array named SND with 
dimensions of six rows by 30 columns. This numbering system is 
slightly deceptive, for the computer starts counting at zero instead 
of one. This program does not need so large an array; it is a 
carryover from earlier development attempts. Line 25 moves pro- 
gram control to line 1000. Lines 1000 through 1020 print instruc- 
tions on the video screen. Line 1030 moves program control to line 
30 and line 32 sets the variable Y equal to zero. Line 40 causes X to 
equal the value found at input port number 255. Input port number 
255 is the cassette input; if you are using a computer other than the 
TRS-80 model I, this statement would have to be changed to match 
the reality of that system. Line 50 tests to see if sound was found at 
the input port; if sound was greater than the threshold value, the 
number input will be 255, otherwise it will be 127. If sound is found, 
the program jumps to line 65; otherwise it goes to line 60 and loops 
until sound is detected. Line 65 clears the video screen again. Line 
70 resets the input port— without this statement the program would 
go to 255 upon the first detection of sound and remain at that value. 
Line 80 causes row 1 column to be filled with the value of X, which 
happens to be 255 on the first pass. Each future time this statement 
is passed, the row will continue to be 1 but the column will assume 
whatever value Y has taken oa Line 90 examines the cassette port 
again, assigning the value received to X. Line 100 advances the 
count of Y. Line 110 tests to see if Y is equal to 31, a number beyond 
the range allowed for at the time when the array was set up. If Y is 
equal to 31, then the program jumps to line 200; otherwise, it 
advances to line 120, which jumps back to line 70 and continues the 
loop. 
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Lines 210 and 211 set variables equal to zero. Line 220 pulls the 
value found in row 1 column out of the array and lets it equal to the 
variable C. Lines 230 and 240 test the value of C. Since C must be 
either 255 or 127, those are the numbers tested If 255 is found, D is 
made to equal nine. D will be set on the video screen in a later step, 
and it must be noted that nine will produce a trace higher on the 
screen than will ten; therefore nine corresponds to 255, the number 
input representing a higher volume sound Line 250 increments the 



1 1 CLEAR SCREEN, SET UP ARRAY SPACE 



1 000 LIST INSTRUCTIONS FOR RECORDER SETUP | 



30 REQUEST INPUT 




65 CLEAR SCREEN AND STORE 
SOUND DATA IN AR RAY 



200 SET INITIAL VALUES FOR VARIABLES 



& 



220 PRINT ONE POINT ON THE SOUND GRAPH 




500 TIME DELAY 



285 PRINT INDICATOR SCALE BENEATH GRAPH 




Fig. 4-1. Flowchart for Sound Plot program. 
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value of B for the next pass of this loop. Line 260 places a small 
square on the screen, one position of the bar graph Line 270 
increments F, the variable which determines which position is to be 
printed on the video screea Line 280 causes the program to escape 
this loop when the array values are nearly exhausted Lines 285, 
286, 287, 600, and 610 are used to print a broken line beneath the 
graph which may be used for visual examination of the exact spacing 
of high and low sounds found in the word tested Line 290 jumps to 
220 and causes the loop to continue. Lines 500 and 510 generate a 
time delay. Line 515 requires depression of the Enter key to 
continue. Line 520 returns control to line 30 and the process is 
completed 

A flowchart for this program is given in Fig. 4-1. 

SOUND PLOT PROGRAM LISTING 



10 CLS 

20 DIMSND(6,30) 

25 GOTO 10 00 

30 PRINT"SAY A WORD" 

32 Y=0 

*t0 X=INP(255) 

50 IF X=255 THEN 65 

60 GOTO <t0 

65 CLS 

70 OUT255,00 

80 SNDC1/Y)=X 

90 X=INP(255) 

100 Y=Y+1 

110 IF Y=31 THEN 200 

120 GOTO 70 

200 PRINT 

210 B=0 

211 F=0 

220 C=SNDCl,B) 

230 IF C=255 THEN D=9 

2*f0 IF C=127 THEN D=10 

250 B=B+1 

260 SETCF,D) 

270 F=F+1 

280 IF F=30 THEN 500 

285 G=G+1 

286 IF G=2 THEN 600 

287 SET(F,12;> 
290 GOTO 220 

500 FOR X=l TO 1000 

510 NEXT X 

515 INPUT"CONTINUE";A 

520 GOTO 30 

600 G=0 

610 GOTO 290 

1000 PRlNT"REMOVE 'AUX* AND , MIC» PLUGS FROM TAPE RECORDER" 

1010 PRINT"PUSH LITTLE BUTTON IN TAPE COMPARTMENT AT LEFT REAR" 

1020 PRINT"OR INSERT TAPE AND DEPRESS 'PLAY' AND 'RECORD' BUTTONS" 

1030 GOTO 30 
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Chapter 5 
Sound 



Sound represents a true example of speaker-dependent voice rec- 
ognition. In this program five words are learned by the computer. 
The five words are: "goodbye," "hello" "Michael/' "go," and 
"Annabelle." Figure 5-1 illustrates these five words in my voice. As 
in the previous program, input is through the cassette recorder. 
This program will not work well unless the lips of the operator are 
almost touching the microphone of the recorder. The program first 
exhibits a learning mode during which it will ask for each word to be 
spoken (one at a time). Next it will request that one of the learned 
words be spoken. The program will determine which word was 
spoken. When in the running mode (recognizing spoken words), 
there will be a gap of several seconds between speaking and recog- 
nition. This time delay is a result of the numerous comparisons and 
decisions being made by manipulations in the BASIC language. 

It would not be difficult to expand the vocabulary or the number 
of passes on each word, but the recognition time will increase 
significantly with each addition. It is not necessary to use the words 
provided. For example, "adios" could be spoken in place of "good- 
bye," but the word "goodbye" would be displayed on the screen 
when "adios" was spoken. To change the word list, each word must 
be changed in two places as follows: 

goodbye lines 30 and 470 

hello lines 80 and 480 

Michael lines 140 and 490 

30 



"HELLO" 



"GOODBYE" 



"MICHAEL" 



"GO" 



"ANNABELLE" 



Fig. 5-1. Plot of five selected words. 



go 
Annabelle 



lines 200 and 495 
lines 260 and 497 
Remember when changing vocabulary that similar sounding 
words are difficult to distinguish. Even excellent recognizers have 
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10 CLEAR SCREEN 
SET UP ARRAY SPACE 



30 REQUEST "GOODBYE" 




YES 



500 STORE SOUND 



80 REQUEST "HELLO- 




YES 



500 STORE SOUND 



140 REQUEST "MICHAEL" 




Fig. 5-2. Flowchart of Sound program. 
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500 STORE SOUND 



200 REQUEST "GO" 




500 STORE SOUND 



260 REQUEST "ANNABELLE" 




500 STORE SOUND 



320 REQUEST UNKNOWN WORD 




Fig. 5-2. Continued from page 32. 
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370 CLEAR SCREEN 
PRINT "RECOGNIZING" 



500 STORE SOUND 



i 



380 SET UP FIRST WORD TO BE COMPARED 



1000 OBTAIN COMPARISON SCORE 



I 



400 LET E1 EQUAL COMPARISON SCORE 



I 



410 SET UP SECOND WORD TO BE COMPARED 



1000 OBTAIN COMPARISON SCORE 



410 CONTINUE COMPARISONS 



465 CLEAR SCREEN 



I 



470 CHECK FOR HIGHEST COMPARISON 
SCORE AND PRINT WORD 
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Fig. 5-2. Continued from page 33. 
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difficulty with words like "bog" and "dog." Although the manipula- 
tions in this program consume considerable time, the program itself 
does not occupy much memory. Because this program is small, it 
would be easy to adapt to games or other programs. 
Figure 5-2 is a flowchart of the program. 

SOUND PROGRAM LISTING 

10 CLS 

20 DIMSND(6,30) 

30 PRINT"SAY GOODBYE 11 

35 P=l 

«f0 X=INP(255) 

50 IF X=255 THEN 70 

60 GOTO hO 

70 GOSUB 500 

80 PRINT" SAY HELLO" 

90 P=2 

100 X=INPC255) 

110 IF X=255 THEN 130 

120 GOTO 100 

130 GOSUB 500 

l*f0 PRINT "SAY MICHAEL" 

150 P=3 

160 X=INP(255> 

170 IF X=255 THEN 190 

180 GOTO 160 

190 GOSUB 500 

200 PRINT" SAY GO" 

210 P=*f 

220 X=INP(255) 

230 IF X=255 THEN 250 

2*f0 GOTO 220 

250 GOSUB 500 

260 PRINT" SAY ANNABELLE" 

270 P=5 

280 X=INPC255) 

290 IF X=255 THEN 310 

300 GOTO 280 

310 GOSUB 500 

320 PRINT"SAY ONE OF THE TRAINED, BUT DESIRED WORDS" 

330 P=6 

3«f0 X=INP(255> 

350 IF X=255 THEN 370 

360 GOTO 3^0 

370 CLS 

371 PRINT"RECOGNIZING" 

372 GOSUB 500 
380 B=l 

390 GOSUB 1000 
if00 E1=E 
<*10 B=2 

**20 GOSUB 1000 
«*30 E2 = 2 
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***fO b=3:Gosubiooo:E3=e 

<*50 B=<KGOSUB1000tE«*=E 

<*60 B=5:GOSUB10Q0:E5=E 

*f65 CLS 

*t70 IFE1.E2ANDE1.E3ANDE1.E**ANDE1.E5 PRINT"GOODBYE" 

^80 IFE2.ElANDE2.E3ANDE2,E*fANDE2.E5 PRINT lf HELLO ,f 

<t90 IFE3.ElANDE3,E2ANDE3.E*fANDE3.E5 PRINT"MICHAEL" 

**95 IFE4.ElANDE**.E2ANDE*f.E3ANDE*+.E5 PRINT"GO tf 

**97 IFE5.E1ANDE5.E2ANDE5.E3ANDE5.E4 PRINT ,f ANNABELLE ,f 

*+98 GOTO 1510 

500 Y=0 

510 SND(P,Y)=X 

520 Y=Y+1 

530 OUT255,00 

5^0 IFY=31 THEN RETURN 

550 X=INPC255) 

560 GOTO510 

1000 Y=0 

1005 E=0 

1010 IF SNDCejY^SNDCBjY) THEN E=E+1 

1020 Y=Y+1 

1030 IF Y=31 RETURN 

10*+0 GOTO 1010 

1510 GOTO 320 
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Chapter 6 
Listening Typewriter 



The Listening Typewriter program enables you to control a printer 
(or interfaced typewriter) by voice. The program is very reliable, 
easy to operate, and does not require a microphone close to the 
speaker. It can be used by a severely physically disabled person 
who can see and utter sound under intelligent control. 

The program must be loaded and put into the RUN mode, the 
same as any BASIC program. Your cassette recorder must be set up 
to receive sound, as explained in the instructions which the program 
displays. After getting through the instructions (which require 
depressing the Enter key) the program operates entirely by voice. 
The letters of the alphabet are sequentially flashed at the top of the 
screen. After Z comes the words "SPACE" and "PRINT." When a 
desired letter appears, the operator must make a sound ("now," 
"stop," "go," or any utterance) and the letter (or space) will be 
added to the message line at the bottom of the screen. As soon as 
the letter appears on the message line, this request will appear in 
the center of the screen: "DO YOU WISH TO CANCEL THIS 
LETTER?" If the character added to the message line is not de- 
sired, make a sound and it will disappear; otherwise it will become a 
permanent path of the message in a few seconds. The letters will 
continue to cycle until another repeats this cycle. 

If the cycle is stopped when "PRINT" is at the top of the 
screen, the message "LETS PRINT" will appear at the very bottom 
of the display while "SAY STOP TO CANCEL THE PRINT OP- 
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5 PRINT INSTRUCTIONS 



2130 ADVANCE WHEN READY 



i 



2140 PRINT INSTRUCTIONS 



i 



2265 ADVANCE WHEN READY 



i 



2267 PRINT INSTRUCTIONS 



I 



2360 ADVANCE WHEN READY 



2370 TIME DELAY 



2385 PRINT STAR AT 
END OF MESSAGE LINE 



20 ESTABLISH ARRAY SPACE 



30 PRINT LETTER "A" 
AND PREPARE FOR SUBROUTINE 



i 



1500 SET UP ARRAY 



1800 PRINT ARRAY ON PRINTER 



i 



1810 CLEAR SCREEN OF OLD 
INFORMATION 



i 



1530 TIME DELAY FOR PRINTER 



Fig. 6-1. Flowchart of Listening Typewriter program. 
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30 PRINT LETTERS, ONE AT A TIME 

AND GO TO SUBROUTINE AT 

LINE NUMBER 500 



392 PRINT "PRINT" 



1060 PRINT "LET'S PRINT" 
AND TIME DELAY 



I 



PRESENT? 



DELAY OVER? 




1060 DISPLAY CANCEL PRINT 
QUESTION 




1 


f 




^/iioo 


^\ NO 
SOUND ^y te 


./1140 TIME ^y fr 



NO 



YES 



1200 CLEAR PRINT MESSAGES 



1220 TIME DELAY 



YES 



© 



Fig. 6-1. Continued from page 38. 



39 



© 




580 PRINT LETTER ON MESSAGE 
LINE AND ADVANCE MESSAGE COUNT 




YES 



•© 



NO 



587 STORE LETTER IN ARRAY 



590 TIME DELAY 

1 



610 PRINT "DO YOU WISH TO 
CANCEL THIS LETTER?" 




Fig. 6-1. Continued from page 39. 
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690 REMOVE LETTER 
FROM SCREEN 



705 TIME DELAY 




670 CLEAR MESSAGE 



c 



I 



RETURN 



3 



Fig. 6-1. Continued from page 40. 

ERATION" will appear in the center. If another noise is uttered, the 
print operation will be cancelled and the cycle will continue. If not 
cancelled, the message line will be printed and cleared off the video 
screen in preparation for the next line of information. Before the 
characters cycle again there will be a delay of about eight seconds; 
this is to allow any printer noises to subside before the program 
begins "listening" again. 

It will be noticed that a star exists at the right end of the 
message line. When the message reaches that point, it will be 
printed wheter a print command is issued or not. 

It is possible to obtain excellent results using this program, but 
it is rather tedious and can become frustrating. After practice, the 
time delays could be shortened considerably to decrease the 
tedium. The delay locations are: 

Delay between letters line 550 

Delay for letter cancellation line 660 

Delay after "PRINT" line 1040 
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Delay for print cancellation line 1150 

Delay after printing message line 1530 

Delay after instructions line 2370 

Delay after "LETS PRINT" line 1070 

Where the program statement begins with IF, the number after the 
equal sign should be decreased to decrease the delay and increased 
to increase delay. Should the statement begin with FOR, then the 
number after TO should be decreased to decrease delay and in- 
creased to increase delay. 

This program could be improved in several ways, one of which 
would be to include numbers as well as letters. The word 
"NUMBER" could be added to the sequence and it could trigger a 
mini-sequence of numbers upon request. Rather than sequencing 
through all the letters every time, it would be feasible to sequence 
through five groups (each of which contained five or six letters) and 
command the group to stop. The group could then sequence until a 
letter was chosen, thus requiring two voice commands per letter. 
This would prevent the operation from ever being more than eleven 
spaces away from a desired letter as opposed to the maximum of 28 
spaces with the Listening Typewriter program. 

Figure 6- 1 indicates the program flow. 

LISTENING TYPEWRITER PROGRAM LISTING 

5 0=832 

10 CLS 

11 GOTO 2000 

15 PRINT@89V , * M 

20 DIMP$(100) 

30 PRINT@90/'A » 

i»0 A$s»A" 

50 GOSUB500 

60 PRINT390,"B" 

70 A$="B» 

SO GOSUB500 

90 PRINT^^C" 

100 A$="C" 

110 GOSUB500 

120 A$="D" 

130 PRiirrggo/'D" 

l*f0 GOSUB500 

150 A$="E" 

160 PRINTilOO/'E" 

170 GOSUB500 

180 A$="F» 

190 rRINT@90, M F w 

200 POSUB500 

203 A$="G» 

206 PRINT<390 # M G M 

209 GOSUB500 

212 A$="H" 

215 PRINT^O/'H" 

218 C-CSU r 500 

1'21 A$r"I» 

22b PRINTED,"!" 

227 GOSUB500 
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230 A$="J" 

233 PRINT^O/'d" 

236 GOSUB500 

239 A$="K" 

2^+2 PRINTED, "K" 

2*45 GOSUB500 

2**8 A$="L" 

251 rRINT^gO/'L" 

254 GOSU3500 

257 A$="M" 

260 FRINTGgO/'M" 

263 GOSUB500 

266 A$="N" 

269 PRINTQ90,»N" 

272 GOSUB500 

275 A$="0" 

278 PRINT(a90,"O" 

281 GOSUB500 

28^ A$=»P» 

287 PRINT@90, ,f P" 

290 GOSUB500 

293 A$="Q" 

296 PRINT@90/'Q" 

299 GOSUB500 

302 A$="R" 

305 PRINT@90/«R" 

308 GOSUB500 

311 A$as" 

31** RINT@90,"$" 

317 COSUB500 

320 A$="T" 

323 PRINT@90,"T" 

326 C-OSUB500 

329 A$HU n 

332 PP!NT@90 / "U» 

335 GOSUB500 

338 A$="V" 

3*fl PRINTiaVV 1 ' 

3W GOSUB500 

3^7 A$="W" 

350 PRINTS 90/^" 

353 GOSUB500 

356 A$=*'X" 

359 PPINTQgO/'X" 

362 GOSUB500 

365 A$="Y" 

368 PRINTS, »Y" 

371 POSUB500 

37** A$="Z" 

377 PRINT@90,"Z" 

380 GOSUB500 

383 A$=» « 

386 PRINT^gO/'SPACE" 

389 GOSUB500 

392 PRINTQ90, "PRINT » 

395 GOSU81000 

398 GOTO 30 

500 Y=0 

510 OUT255,00 

520 Y=Y+1 

530 S=INPC255) 

5<t0 IF S=255 THFN580 

550 IF Y=20THEN RETURN 

560 GOTO 520 

580 PRINTGD,A$ 

585 D=D+1 

586 IF D=89**THEN 1500 

587 N=N+1 

588 P$CN)=A$ 
590 FORY=1T0200 
600 NEXT Y 

610 PRINT@576 / ,t DO YOU WISH TO CANCEL THIS LETTLR?" 

620 Y=0 

625 OUT255,00 
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630 $=INP(255) 

6*t0 IFS=255 THEN 690 

650 Y=Y+1 

660 IFY=100 THEN 670 

665 GOTO 630 

670 PRINT9576/' 

675 PETUP.N 

690 PRINTCKD-lV* " 

695 P$CN)=" » 

700 D=D-1 

702 N=M-1 

705 FOR Y=lTO100 

706 NEXT Y 
710 GOTO 670 
1000 Y=0 

1010 OUT255,00 

1020 S=INF(255> 

1025 Y=Y+1 

1030 IF £=255 THFN 1060 

10U0 IF Y=25 THEN PETURII 

1050 GOTO 1020 

1060 PPINT^gOS/'LFT'S *RINT" 

1070 FORY=l TO 200 

1080 NEXT Y 

1090 PPINT9576,"SAY STOP TO CANCEL THF PRINT ^PFPATION" 

1100 Y=0 

1110 OUT255>00 

1120 S*INP<255) 

1130 IF Ss255 THEN 1200 

ll*tO Y=Y+1 

1150 IF Y=100 THEN 1500 

1160 GOTO 1120 

1200 PRINTQ576," 

1210 PRINT@905," " 

1220 FORY=l TO 100 

1230 NEXT Y 

12^0 RETURN 

1500 GOTO 1600 

1510 0=832 

1520 PRINT(3832/» 

1525 PRINT@576, W " 

1530 FOR Y=l TO SOD 

15<t0 NEXT Y 

1550 RETURN 

1600 B$=P$C1> 

1603 C$=P$C2) 

1606 D$=P$C3> 

1609 E$=P$(<0 

1612 F$=P$C5) 

1615 G$=P$C6) 

1618 H$=P$C7) 

1621 I$=P$C8) 

I62<t J$=P$C9) 

1627 K$=P$O0) 

1630 t$=P$Cll) 

1633 M$=P$C12) 

1636 N$=P$C13) 

1639 0$=P$Cl<0 

16**2 0$=PSC15) 

I6*t5 R$=P$C16) 

16*tS S$=P$C17) 

1651 T$=P$C18) 

165*f U$=P$09) 

1657 V$=P$C20) 

1660 V'$=P$C20 

1663 X$=P$C22) 

1666 Y$=P$C23) 

1669 Z$=P$C2<0 

1672 A1$=P$C25) 

1675 B1$=P$(26) 

1678 C1$=P$C27> 

1681 D1$=P$C28> 

168<t E1$=P$C29) 

1687 F1$=P$C30> 



44 



1690 G1$=P$(30 

1693 H1$=P$(32) 

1696 I1$=P$C33) 

1699 dl$=P$C34) 

1702 K1$=P$(35) 

1705 L1$=P$(36) 

1708 M1$=P$C37) 

1711 N1$=P$C38) 

1714 01$=P$(39) 

1717 P1$=P$<40) 

1720 01$=P$(41) 

1723 R1$=P$C42) 

1726 S1S=P$C43) 

1729 T1S=P$(44;> 

1732 U1$=P$(45) 

1735 V1$=P$(46) 

1738 W1$=P$(47) 

1741 X1$=P$(48) 

1744 Y1$=P$C49) 

1747 Z1$=P$C5H) 

1750 A2$=P$C51) 

1753 B2$=P$C52) 

1756 C2$=P$C53) 

1759 D2$=P$C54) 

1762 E2$=P$C55) 

1765 F2$=P$C56) 

1768 G2$=P$C57) 

1771 H2$=P$C58) 

1774 I2$=P$(59) 

1777 vJ2$=P$(60) 

1780 K2$=P$(61) 

1783 L2$=P$(62) 

1786 M2$=P$(63) 

1800 LPRINTB$;C$;D$;E$;F$;G$;H$;!$;J$;K*;L$;M$;N$;OS;0$;R$;S$; 

T$;U$;V$;W$;X$;Y$;Z$;Al$;Bl$;Cl$;Dl$;El$;Fl$;Gl$;Hl$;Il$;dl$;Kl 

$;Ll$;Ml$;Nl$;01$;Pl$;fU$;Rl$;Sl$;Tl$;Ul$;Vl$jWl$;Xl$;Yl$;Zl$;A2 

$;B2$;C2$;D2$;E2$;F2$;G2$;H2$;I2$;J2$;K2S;L2$;M2$ 

1803 FOR QR-1 TO 63 

1804 P*(QB)-"" 

1805 RBXT OR 
1810 GOTO 1510 

2000 PRINT"THIS VOICE CONTROLLED PRINTER PROGRAM RFHUIRES THAT" 

2010 PRINT"YOUR PRINTER BE ON NOW." 

2020 PRINT 

2030 PRINT"REMOVE ANY TAPE FROM THE CASSETTE." 

2040 PRINT"REMOVE THE 'AUX» AND 'MIC* PLUGS FROM THE RECORDER. " 

2050 PRINT 

2060 PRINT"PUSH THE LITTLE CATCH AT THF LEFT RE*R OF THE TAPF" 

2070 PRINT"COMPARTMENT WHILE DEPRESSING THE 'PLAY* AMD 'RECORD'" 

2080 PRINT"BUTTONS." 

2090 PRINT 

2100 PRINT"WHEN THIS HAS BEEN COMPLETED, THE RECORD MFOW'IS"" 

2110 PRINT"SHOULD BE PUNNING WITH ONLY ONE PLUG CFAR) INSERTED." 

2120 PRINT 

2130 INPUT"PRESS ENTER FOR THF PEST OF THF INSTRUCTION*"; AR 

2140 CLS 

2150 PRINT"LETTERS WILL FLASH IN ALPHABETICAL FFnUFNCF AT TE" 

2160 PRINT"l*PPER CENTER OF THF SCREEN. WHEN YOU SFE A LFTTFP" 

2170 PRINT"THAT YOU DESIPE TO HAVE PRINTED, SA* 'GO'." 

2180 PRINT 

2190 PRINT"THAT LETTER WILL BE DISPLAYFD ON A MESSAGE LINE AT" 

2200 PRINT"THE BOTTOM OF THE SCREEN. A MESSAGE WILL THEN APPEAR" 

2210 PRINT"NEAR THE CENTER OF THE SCREEN. THE MESSAGE READS, 'DO 

2220 PRINT"YOU WISH TO CANCEL THIS LETTER?' IF YOU REPLY, 'YES'" 

2230 PRINT"THE LETTER WILL BE REMOVED AND THE SEQUENCE CONTINUE." 

2240 PRINT"REMAIN SILENT AND THE LETTER WILL BECOME PART OF THE" 

2250 PRINTLINE TO BE PRINTED." 

2260 PRINT 

2265 INPUT"DEPRESS ENTER TO SEE THE REST OF THE INSTRUCTIONS";RT 

2267 CLS 

2270 PRINT"AFTER »2» IS DISPLAYED COME THE WORDS 'SPACE' AND" 

2280 PRINT"'PRINT». 'SPACE' IS USED TO INSERT A SPACE AND" 

2290 PRINT" 'PRINT* CAUSES THE LINE TO BE TRANSFERRED TO THE PRINTER" 

2300 PRINT 
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2310 PRINT"THERE WILL BE A STAR AT THE END OF THE MESSAGE LINE," 

2320 PRINT" IF YOU ATTEMPT TO SET A LETTER IN PLACE OF THE STAR," 

2330 PRINT"THE LINE WILL AUTOMATICALLY BE PRINTED," 

23<t0 PRINT 

2350 PRINT"DEPRESS ENTER, WAIT ABOUT TEN SECONDS AND THE" 

2360 INPUT"PROGRAM WILL BEGIN"; RT 

2370 FOR Y=lTO3500 

2380 NEXT Y 

2385 CLS 

2390 GOTO 15 
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Chapter 7 
Radio Control 



The Radio Control program is designed to provide sound control of 
a simple radio-operated toy. A small quantity of hardware must be 
constructed and modified to utilize this piece of software. 

The most economical radio-controlled toys have a controller 
with one button. When that button is depressed, the toy ceases 
forward motion and some kind of pointer turns indicating the direc- 
tion of motion in which the toy is prepared to go. When this 
directional indicator reaches the desired point, the button is re- 
leased and the toy starts to travel in that direction. This program 
allows the cassette recorder to function as the input device through 




=-9V 




R = 5-VOLT RELAY (D.C.) 
Fig. 7-1. Output controller via video display. 
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CLEAR SCREEN 



PRINT INSTRUCTIONS AT TOP 




NO 



PRINT "ON" IN LARGE LETTERS 
ACTIVATE SQUARE 



TIME DELAY 




CLEAR "ON" AND DEACTIVATE SQUARE 



PRINT"OFF"IN LARGE LETTERS 



TIME DELAY 




SOUND? ^ N0 fr l 



CLEAR "OFF' 



I 



Fig. 7-2. Flowchart of Radio Control program. 
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which sounds are taken and utilized for control of the toy. When a 
sound of sufficient volume is detected, the word "ON" appears in 
giant letters across the screen and the pushbutton on the toy 
controller is pressed by the computer. When another sound is 
detected, the word "OFF" appears and the button is released. 

The question which immediately comes to mind is, "How does 
the computer push the button?" There lies the significant value of 
this system; there is an easy method by which output control may be 
gained from the video monitor of any computer. A simple photo- 
resistor (part #276-116, available at Radio Shack) in series with the 
coil of a relay (see Fig. 7-1) will cause the relay to operate when 
exposed to light and release when exposed to darkness. This photo- 
cell will control the relay when placed against the video monitor and 
exposed to light or darkness. The Radio Control program turns a 
square on and off to correspond with the words "ON" and "OFF." 
This square is located in the lower right-hand corner of the monitor. 
You can attach the photoresistor in any manner that seems feasible 
(such as tape) but it should not receive undue amounts of room light. 

In the program you may notice that the square as well as the 
large words are generated using POKE statements. These provide 
for greater speed of display and less statement lines than would be 
necessary for the SET statement. When typing a program contain- 
ing POKE statements, it is wise to save the listing on tape before 
running because errors could destroy the program. To put it another 
way, 30 minutes of typing can disappear when you run the program if 
something was POKED in the wrong place. 

It is necessary to take the contacts of our relay and wire them 
in parallel with the contacts of the single pushbutton on the toy 
controller. This should prove to be simple, but a soldering iron will 
be required. 

Of course, you could set up an entire row of photoresistors (or 
phototransistors) and control many squares. Controlling items in 
the real world is not limited to computers with costly output ports; 
anyone can gain physical control of the world in this manner. 

Figure 7-2 is a flowchart of this simple program. 

RADIO CONTROL PROGRAM LISTING 



10 CLS 

20 PRINT"ASSURE THAT YOUR VIDEO PICKUP UNIT IS IN PLACE." 

30 PRINT"SET UP THE CASSETTE RECORDER TO RECEIVE SOUND.' 1 

<+0 PRINT , "ON t WILL FUNCTION LIKE 'BUTTON PUSHED'." 

50 PRINT !M OFF f WILL FUNCTION LIKE 'BUTTON RELEASED'." 

60 OUT255.00 
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70 X=INP(255) 

80 IFX=255 THEN 100 

90 GOTO 60 

100 FORY=16248 TO 16255 

110 POKE Y,191 

120 NEXT Y 

130 FOR Y=16312 TO 16319 

140 POKEY, 191 

150 NEXT Y 

160 FOR Y=16376 TO 16383 

170 POKEY, 191 

180 NEXT Y 

190 POKE15700,191 

200 FOR Y=15701 TO 15704 

210 POKEY, 131 

220 NEXT Y 

230 POKE15705,191 

240 POKE15708,191 

250 POKE15709,140 

260 POKE15710,176 

270 POKE15713,191 

280 POKE15764,191 

290 POKE15769,191 

300 POKE15772,191 

310 POKE15775,191 

320 POKE15777,191 

330 POKE15828,191 

340 POKE15833,191 

350 POKE15836,191 

360 POKE1584l,191 

370 POKE15892,191 

380 FORY=15893 TO 15896 

390 POKEY, 176 

400 NEXTY 

410 POKE15839,191 

420 POKE15897,191 

430 POKE15900,191 

440 POKE15903,131 

450 POKE15904,140 

460 POKE15905,191 

470 FORY=l TO 100 

480 NEXT Y 

490 OUT255,00 

500 X=INP(255) 

510 IF X = 255THEN 530 

520 GOTO 490 

530 CLS 

540 POKE15700,191 

550 FOR Y=15701 TO 15704 

560 POKEY, 131 

570 NEXT Y 

580 POKE15705,191 

590 POKE15708,191 

'600 FOR Y=15709 TO 15713 

610 POKEY, 131 

620 NEXT Y 

630 POKE15716,191 

640 FOR Y=15717 TO 15722 

650 POKEY, 131 

660 NEXT Y 

670 POKE 15764,191 

680 POKE 15769,191 

690 POKE15772,191 

700 FOR Y=15773 TO 15776 
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710 POKE Y,176 

720 NEXT Y 

730 POKE 15780,191 

740 FOR Y=15781 TO 15784 

750 POKEY, 176 

760 NEXT Y 

770 POKE15828,191 

780 POKE15833,191 

790 POKE15836,191 

800 POKE15844,191 

810 POKE15892,191 

820 FOR Y=15893 TO 15896 

830 POKEY, 176 

835 NEXT Y 

840 POKE15897,191 

850 POKE15900,191 

860 POKE15908,191 

870 FOR Y=l TO 100 

880 NEXT Y 

890 OUT255,00 

900 X=INPC255) 

910 IF X =255 THEN 930 

920 GOTO 900 

930 CLS 

940 GOTO 100 
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Chapter 8 
High-Speed-Recognition 



To some people the time delay for recognition proves to be objec- 
tionable; for others, the problem of speaker-dependence is unac- 
ceptable. If there are but a few commands in need of recognition, it 
is possible (easy even) to move away from speaker dependence and 
toward high-speed recognition. 

The first step toward such recognition software is to reduce 
the commands to the least possible number. Voice recognition must 
be acknowledged as the most sensitive program function; therefore 
the vocabulary must be built around it, not the reverse. Use the 
Sound Plot program to select words that are distinctly (and repeata- 
bly) different. Speak each potential word several times and record 
the results on paper. A sample group of words may be viewed in Fig. 
8-1. Notice that there are differences for each word spoken by the 
same person. 

Search for similarities and differences. An algorithm must be 
built around these qualities. For the sample program of this chapter, 
words "up," "down," and "fire" were selected. "Attack" was too 
different from the other three. The recognition software awaits 
sound; if that sound lasts for less than seven units of time, the word 
is declared to be "up." If it lasts longer than seven units but less than 
14, the word is declared to be "down." If it lasts longer than 14 units 
of time, the word is declared to be "fire." 

To summarize the process: select a vocabulary. Be flexible; 
"up" could be "raise," "lift," "pull up," "move higher," or many 
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UP 



UP 



DOWN 



DOWN 



JL" 



FIRE 



FIRE 



ATTACK 



ATTACK 




Fig. 8-1. Plot of several test words. 

other statements. Use the Sound Plot program to determine which 
choices are best. Compare the chosen words and find easily distin- 
guished differences. Keep the algorithm simple so that recognition 
will be rapid. 

Following is a program listing for a high speed recognition 
program. Remember that programs need not be long and complex to 
perform interesting tasks. 

HIGH-SPEED RECOGNITION PROGRAM LISTING 



10 CLS 
20 Q=0 

25 OUT 255,00 

26 Z=INP(255) 

27 IF Z>200 THEN 30 

28 GOTO 26 

30 FOR D=l TO 30 

h0 OUT255,00 

50 X=INP(255) 

60 IF X>200 THEN 500 

70 NEXT D 

80 IF Q>7 GOTO 1000 

90 IF Q>14 GOTO 1500 

95 PRINTQ 



100 PRINT"FIRE" 
110 FOR W=l TO 80 
120 NEXT W 
130 GOTO 20 
500 Q=Q+1 
510 GOTO 70 
1000 PRINT"UP" 
1010 GOTO 110 
1500 PRINT"DOWN" 
1510 GOTO 110 
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Chapter 9 
U.S.A. 



U.S.A. is a fully sound-controlled game. Designed primarily for 
teaching directional skills to students at about the fourth grade 
level, the game can defeat most adults at the difficult level. The easy 
version of the game displays a map of the continental United States 
with each state's initials placed on the map. Questions are asked 
about the relative position of one state to another (north, south, 
east, or west) and an answer must be given before the next question 
is displayed. The computer keeps score and displays that score 
after each question. If an erroneous answer is given, the correct 
response will be displayed. No question requires difficult decisions, 
and the positions involved are clean nothing is "northeast" or 
southwest." 

The difficult version of the game is like the simple one, except 
that the names of the states are not given on the map. After all the 
questions have been answered, a reward phrase of some type will 
be displayed, depending upon the number of correct answers and 
the version of the game played. 

After the game has been loaded and the cassette recorder has 
been set to receive sounds, type RUN and then depress Enter. The 
keyboard will not be used again. Instructions will be presented; 
making any sound will cause the program to advance. A training 
mode will be entered and the words requested will be "north- 
bound," "southward," "east," and "go west." More instructions will 
be given; to advance, you must utter any sound. A question will be 
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2 SET UP VARIABLE VALUES 
SET UP ARRAY SIZE 



7500 PRINT INSTRUCTIONS 
ON SCREEN 



7557 GO SUB 6300 




6300 TIME DELAY 

REQUEST TRAINING ON 

"NORTHBOUND" 




6500 DISPLAY STAR AND 
STORE WORD "PICTURE" IN ARRAY 



6350 REQUEST "SOUTHWARD" 
TRAINING 



I 



Fig. 9-1. Flow diagram of U.S.A. program. 
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1 6500 STORE WORD PI CTURE 

T zz: 

6400 REQUEST "EAST* TRAINING 

i 



6600 STORE WORD PICTURE 

i _ 



6450 REQUEST "GO WEST" 
TRAINING 



6500 STORE WORD PICTURE 



7560 DISPLAY INSTRUCTIONS 
ON SCREEN 



"7628 x 
SOUND 



^PRESEN-n/NO 



YES 



12 PRINT NAMES 
OF STATES AND MAP 




7640 PRINT MAP ONLY 



Fig. 9-1 . Continued from page 55. 
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1 



10005 PRINT QUESTION 



I 



6600 LISTEN FOR SOUND, 

DECODE IT-GO TO APPROPRIATE 

SCORING SUBROUTINE 12,600; 

12,800; 12,400; OR 12,200 AND 

RETURN FOR NEXT QUESTION 



10045 CONTINUE QUESTIONS 
AND OBTAIN ANSWERS 



13000 BASED ON SCORE AND VERSION 
PLAYED, DISPLAY "REWARD PHRASE" 



Fig. 9-1. Continued from page 56. 

asked about playing the difficult or easy version of the game. 
Remaining silent for a few seconds will result in the easy version; 
talking will cause the program to jump to the difficult version. Then 
the map will be displayed and a question will be asked at the bottom 
of the screen. The answer should be one of the trained phrases. A 
star will be displayed to indicate that recognition is in progress (it 
takes several seconds to perform this manipulation in the BASIC 
language) . When the computer has determined what was said, it will 
print a letter, "N," "S," "E," or " W"-for north, south, east, or west. 
Do not rest at this point, if the letter that comes up is not the one 
requested, say "no" and that answer will be cancelled. The com- 
puter will await your response and try again. Do not make a sound 
when the letter appears if it is the answer desired; otherwise, the 
computer will erase it, and you will have to answer again. When the 
answer has been recognized and accepted, it will be checked for 
accuracy. If it is wrong, the correct answer will be displayed fol- 
lowed by the present score. If correct, the present score will be 
displayed. Then the next question will be asked. There are about 25 
questions. 

It is quite probable that a better selection of directional words 
can be found than the ones given; if so, the lines which should be 
changed are: 
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Northbound line 6307 

Southward line 6350 

East line 6400 

Go West line 6450 

When you use the Sound Plot program it is possible to select 
words which are different enough to allow for easy recognition. 
When training, remember to speak clearly without abnormal inflec- 
tion and stay close to the microphone. For the computer to recog- 
nize a word, it must "hear" a word just as it was spoken during the 
training section. 

Figure 9-1 is a flowchart of this program. 

U.S.A. PROGRAM LISTING 



2 A$ 


r»HUMAN M 


3 DIKSND€5,30) 


k D$ 


=»n» 


5 GOTO7500 


10 


CLS 


11 GOTO 15 


12 CLS 


13 GOSUB8000 


15 


GOTO 180 


20 


FOR L=0 TO A 


30 


SETCX+L.Y) 


«+0 NEXTi. 


50 


RETURN 


60 


FOR L=0 TO A 


70 


SET(X,Y+L) 


80 


NEXT L 


90 


RETURN 


100 


FOR L=0 TO A 


110 


SETCX+L,Y+L> 


120 


NEXT L 


130 


RETURN 


140 


FOR L=0 TO A 


150 


SETCX-L,Y+L) 


160 


NEXT L 


170 


RETURN 


180 


Y=l 


190 


SET(6,Y) 


200 


SETC7,Y) 


210 


X=10 


220 


A=6 


230 


G05UB20 


2*t0 


Ys2 


250 


SETC5 / Y):5ETC8 / Y):SETC9,Y) 


280 


X=17 


290 


A=10 


295 


GOSUB20 


300 


X=118 


310 


A=3 


315 


GOSUB 20 


320 


Y=3:X=5:A=2:GOSUB60 


360 


SET(21,Y):$ET(23,Y):X=28:A=ll:GOSUB20 


<U0 


X=65:A=l:GOSUB20 


*t40 


SETC117/Y) 


450 


SET(122,Y) 


460 


Y=4 : SETC6, Y) :X=20 :A=* JGOSUB60 


510 


SETC23,Y) 


520 


X=40:A=24:GOSUB20 


550 


SETC67/Y) 


560 


X=117 


570 


A=3 


580 


GOSUB60 


590 


SET(123,Y) 


600 


SETC12*»,Y) 
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610 


Y=5:SETC7 / Y):SETC2t» / Y):X=»»7:A=5; 


IGOSUB60 


670 


SETC61,Y) 




680 


X=68 




690 


As 5 




700 


GOSUB20 




710 


SETU16,Y) 




720 


SET(125,Y) 




730 


ys6:setC5 / y):x=8:A=12:gosub20 




780 


SETC2**,Y):X=62:A=3:GOSUB60 




820 


SETC73/Y):X=78:A=6:GOSUB20 




860 


X-lll 




870 


A=«» 




880 


GOSUB20 




890 


X=121 




900 


A=3 




910 


GCSUB20 




920 


Y=7 




930 


SETC*,Y) 




9<*0 


SET(25,Y) 




950 


X=71 




960 


A=6 




970 


GOSUB 20 




980 


SETC85,Y) 




990 


X=108 




1000 


A=2 




1010 


GOSUB20 




1020 


SETCll2,Y) 




1030 


X=115 




mo 


A=2 




1050 


GOSUB 60 




1060 


SETC120 / Y> 




1070 


Y=8 




1080 


SETC3/Y) 




1090 


X=18 




1100 


A=2 




1110 


GOSUB 20 




1120 


SETC26,Y) 




1130 


X=**7 




mo 


A=8 




1150 


GOSUB 20 




1160 


SETC71,Y) 




1170 


X*78 




1180 


A=6 




1190 


GOSUB 20 




1200 


X=87 




1210 


A=*t 




1220 


GOSUB 20 




1230 


SETC107,Y) 




12<f0 


SETCU2,Y) 




1250 


SET<118,Y) 




1260 


SETC119,Y) 




1270 


Y=9 




1280 


SETC1 # Y) 




1290 


SETC2 / Y) 




1300 


SETC19,Y) 




1310 


X=27 




1320 


A=20 




1330 


GOSUB 20 




13*t0 


X=56 




1350 


A=6 




1360 


GOSUB 20 




1370 


SETC70,Y) 




1380 


X=82 




1390 


A=»» 




l*fOO 


GOSUB 60 




l<fl0 


SET<85,Y) 




1**20 


SET<86,8) 




1«430 


SETC91,Y) 




1<*32 


X=101 




1<*33 


A=5 




1<*3<* 


GOSUB20 




mo 


SET<107,Y) 




mo 


SETCll*t # Y) 




1*»55 


SETU13,8) 




1<*60 


X=115 




11*70 


A=5 




l<+80 


GO SUB 20 




1**90 


YslO 




1500 


SETU,Y) 




1510 


X=18 
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1520 


A=2 


1530 


GOSUB 60 


1540 


X-31 


1550 


A=4 


1560 


GOSUB 60 


1570 


X=63 


1580 


A* 4 


1590 


GOSUB 60 


1600 


SET(71,Y) 


1610 


SET(84,Y) 


1620 


X=91 


1630 


A=2 


1640 


GOSUB 20 


1650 


X=101 


1660 


A=0 


1670 


GOSUB 20 


1680 


X=114 


1690 


A=5 


1700 


GOSUB 60 


1710 


SET(119,Y) 


1720 


SET(120,Y) 


1730 


Y=il 


17^0 


X=2 


1750 


A=9 


1760 


GOSUB 20 


1762 


X=100 


1763 


A=7 


1764 


GOSUB20 


1770 


X=46 


1780 


A=5 


1790 


GOSUB 60 


1800 


SETC72,Y) 


1810 


SET(73,Y) 


1820 


SETC85 # Y) 


1830 


SETC94,Y) 


1840 


SETCl01,Y) 


1850 


SET(108,Y) 


1860 


5fTCl09,Y) 


1870 


X=114 


1880 


A=4 


1890 


GOSUB 20 


1900 


SETC120,Y) 


1910 


Y=12 


1920 


SETCUY) 


1930 


SETC10,Y) 


1940 


X=12 


1950 


A=6 


1960 


GOSUB 20 


1970 


SET(63,12) 


1971 


SETC64,12) 


1972 


SET(65,12) 


1973 


setc66,id 


1974 


SET(67,11) 


1975 


SETC68 # lO 


1976 


SETC69,11) 


1977 


SET(70,11> 


1978 


X=71 


1980 


A=3 


1990 


GOSUB 20 


2000 


X=86 


2010 


A=2 


2020 


GOSUB 60 


2030 


SETC94,Y) 


2040 


X=99 


2050 


A=l 


2060 


GOSUB 20 


2070 


X=110 


2080 


A=4 


2090 


GOSUB 20 


2100 


SETC117,Y) 


2110 


SETCH9,Y) 


2120 


Y = 13 


2130 


X=0 


2140 


As 2 


2150 


GOSUB £0 


2160 


SETO0,Y) 


2170 


X=19 


2180 


A=12 


2190 


GOSUB 20 


2200 


X=46 


2210 


A=17 
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2220 


GOSUB 20 


2230 


x=75 


221*0 


A=7 


2250 


GOSUB 20 


2260 


SETC86,Y) 


2270 


SETC93,Y) 


2280 


X=97 


2290 


A=2 


2300 


GOSUB 20 


2310 


SETClll,Y) 


2320 


SET(115,Y) 


2330 


SETCU6,Y) 


2340 


Ysl4 


2350 


SET(0,Y) 


2360 


SET(9,Y) 


2370 


SET(24,Y) 


2380 


SETC76/Y) 


2390 


X=83 


2400 


A=9 


2410 


GOSUB 20 


2420 


X=94 


2430 


A=2 


2440 


GOSUB 20 


2450 


SFT(112,Y) 


2460 


Y=15 


2470 


SETC0,Y) 


2480 


SET(8,Y) 


2490 


X=23 


2500 


A=2 


2510 


GOSUB 60 


2520 


X=32 


2530 


A=7 


2540 


GOSUB 20 


2550 


SETC64,Y) 


2560 


X=75 


2570 


A=3 


2580 


GOSUB 60 


2590 


SETC83,Y) 


2600 


X=90 


2610 


A=2 


2620 


GOSUB 60 


2630 


X=106 


2640 


A=6 


2650 


GOSUB 20 


2660 


Y=16 


2670 


SETC1/Y) 


2680 


SETC9,Y} 


2690 


X=34 


2700 


A=5 


2710 


GOSUB 60 


2720 


X=40 


2730 


A=10 


2740 


GOSUB 20 


2750 


X=50 


2760 


A=5 


2770 


GOSUB 60 


2780 


X=64 


2790 


A=ll 


2800 


GOSUB 20 


2810 


X=83 


2820 


A=3 


2830 


GOSUB 60 


2840 


X=98 


2850 


A=4 


2860 


GOSUB 20 


2870 


SET(105,Y) 


2880 


SET(106,Y) 


2890 


X=113 


2900 


A=2 


2910 


GOSUB 60 


2920 


Y=12 


2930 


X=99 


2940 


A=4 


2950 


GOSUB 60 


2960 


Y=17 


2970 


X=2 


2980 


A=3 


2990 


GOSUB 60 


3000 


SET(10,Y) 


3010 


X=50 
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3020 


A=7 


3030 


GOSUB 20 


30*40 


SET(66,Y) 


3050 


SET(g7,Y> 


3060 


SETC103,Y) 


3070 


S£T(104,Y) 


3080 


5ETC107,Y) 


3090 


SET(108,Y) 


3100 


Y=18 


3110 


SET(11,Y) 


3120 


SET(12,Y> 


3130 


X=22 


31«*0 


A=2 


3150 


GOSUB 60 


3160 


X=58 


3170 


A=8 


3180 


GOSUB 20 


3190 


5ETC76,Y) 


3200 


X=92 


3210 


A=4 


3220 


GOSUB 20 


3230 


SET(102,Y) 


3240 


X*109 


3250 


A=4 


3260 


GOSUB 20 


3270 


Y=19 


3280 


SET(13,Y) 


3290 


X-67 


3300 


A=3 


3310 


GOSUB 60 


3320 


SETC77,Y) 


3330 


SET(78,Y) 


3340 


X=84 


3350 


A=3 


3352 


SETC88,17> 


3353 


set(89,i7) 


3354 


SETC91,17> 


3355 


SET(87,18> 


3360 


GOSUB 20 


3370 


SETC97,Y> 


3380 


X=102 


3390 


A=0 


3400 


GOSUB 20 


3^10 


SETC112,Y) 


3420 


Y=20 


3430 


SETC14 # Y> 


3440 


SETC15,Y) 


3450 


SETC21,Y) 


3460 


SETC78,Y> 


3470 


SETC82 / Y) 


3480 


SETC83 # Y) 


3490 


X=92 


3500 


A=5 


3502 


SET (102,20) 


3510 


GOSUB 20 


3520 


X-108 


3530 


A=5 


3540 


GOSUB 20 


3550 


Y=2l 


3560 


SETC3,Y> 


3570 


SETCl6,Y) 


3580 


SET(2l,Y> 


3590 


X=23 


3600 


A=16 


3610 


GOSUB 20 


3620 


X=48 


3630 


A=10 


3640 


GOSUB 20 


3645 


SETC107/2O 


3650 


SETC79,Y) 


3660 


SETC81>Y) 


3670 


X=85 


3680 


As6 


3690 


GOSUB 20 


3692 


X=97 


3693 


A=9 


3694 


GOSUB20 


3700 


SETCU3,Y) 


3710 


Y=22 


3720 


SET(4,Y) 
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3730 


X=17 


37*40 


A=3 


3750 


GOSUB 20 


3760 


X=32 


3770 


A=5 


3780 


GOSUB 60 


3790 


X=40 


3800 


A=7 


3810 


C-OSUB 20 


3820 


X=47 


3830 


A=7 


3840 


GOSUB 60 


3850 


X=57 


3860 


A=U 


3870 


GOSUB 20 


3880 


X*68 


3890 


A=5 


3900 


GOSUB 60 


3910 


X=80 


3920 


A=4 


3930 


GOSUB 20 


3940 


X=97 


3950 


A=0 


3960 


GOSUB 20 


3970 


SET<112,Y) 


3980 


Y=23 


3990 


X=4 


4000 


A=3 


4010 


GOSUB 20 


«#011 


X=54 


1*012 


A=3 


4013 


GOSUB 60 


4020 


X=18 


4030 


A=4 


4040 


GOSUB 60 


4050 


X=47 


4060 


A=7 


4070 


GOSUB 20 


4080 


X=68 


4090 


A=n 


4100 


GOSUB 20 


4120 


X=97 


4130 


A=9 


4140 


GOSUB 20 


4150 


SET(112,Y) 


4160 


5ET(110,24) 


4165 


SETCU1/24) 


4170 


Y*24 


4180 


X*8 


4190 


A^2 


4200 


GOSUB 20 


4210 


X=79 


4220 


A=17 


4230 


GOSUB 20 


42t(Q 


X=107 


4250 


A=2 


4260 


GOSUB 20 


4270 


y=25 


4280 


SET(10,Y) 


4290 


SETC78,Y) 


4300 


X=84 


4310 


A=6 


4320 


GOSUB 60 


4330 


SETC91,Y) 


4340 


X=97 


4350 


A=2 


4360 


GOSUB 20 


4370 


SETC107,Y) 


4380 


Y=26 


4390 


X=ll 


4400 


A=7 


4410 


GOSUB 20 


4420 


X=54 


4430 


A=5 


4440 


GOSUB 20 


4450 


SET(78,Y) 


4460 


SETC91,Y) 


4470 


SET(100,Y) 


4480 


SET(101,Y) 


4490 


SETCl06,Y) 
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4500 


Y -27 


4510 


X=17 


«t520 


A=2 


*t530 


GOSUB 20 


4540 


X=60 


4550 


A=9 


*t560 


GOSUB 20 


4570 


X=77 


4580 


A=2 


4590 


GOSUB 60 


4600 


SETC92,Y) 


4610 


SET(102,Y) 


4620 


SETU04,Y) 


4630 


SETC105,Y) 


4640 


Y=28 


4650 


X=20 


4660 


A=3 


4670 


GOSUB 20 


4680 


SETC31,Y> 


4690 


X=69 


4700 


A=8 


4710 


GOSUB 20 


4720 


SETC92,Y) 


4730 


SETC103,Y) 


4740 


Y=29 


4750 


X=24 


4760 


A=23 


4770 


GOSUB 20 


4780 


SETC69,Y) 


4790 


SETC93/Y) 


4800 


SETC102 / Y) 


4810 


Y*30 


4820 


SETC39,Y) 


4830 


SETC70 / Y) 


4840 


X-71 


4850 


A=3 


4860 


GOSUB 60 


4870 


SETC77 # Y> 


4880 


X=92 


4890 


A=9 


4900 


GOSUB20 


4910 


5ETCl03,Y) 


4920 


Y=31 


4930 


5ETC40,Y) 


4940 


SETC41,Y) 


4960 


SETC77,Y) 


4970 


X=82 


4980 


A=2 


4990 


GOSUB 60 


5000 


A=9 


5010 


GOSUB 20 


5020 


X=104 


5030 


A=3 


5040 


GOSUB 100 


5050 


Y=32 


5060 


SETC42,Y) 


5070 


X=78 


5080 


A=2 


5090 


GOSUB 20 


5100 


X=92 


5110 


A=7 


5120 


GOSUB 20 


5130 


X=98 


5140 


A=4 


5150 


GOSUB 100 


5160 


Y=33 


5170 


SETC42,Y) 


5180 


SETC43,Y) 


5190 


X=47 


5200 


A=4 


5210 


GOSUB 20 


5220 


X=68 


5230 


A=8 


5240 


GOSUB 20 


5250 


SETC81,Y) 


5260 


SETC82,Y) 


5270 


Y=34 


5280 


X=44 


5290 


A=2 


5300 


GOSUB 20 



64 



5310 


SETC52,Y) 


5320 


X=65 


5330 


A=2 


5340 


GOSUB 20 


5350 


X=77 


5360 


A=3 


5370 


GOSUB 20 


5380 


Y=35 


5390 


5ET(53,y;) 


5400 


SET(54,Y) 


5410 


SETC63,Y) 


5420 


SET<64,Y) 


5430 


X=108 


5440 


A=2 


5450 


GOSUB 60 


5460 


Y=36 


5470 


X=55 


5480 


A=2 


5490 


GOSUB 100 


5500 


SETC62 # Y) 


5510 


SETC103,Y) 


5520 


SETC104 / Y) 


5530 


Y=37 


5540 


SET<61,Y) 


5550 


SETU05,Y) 


5560 


SET(106,Y) 


5570 


Y=38 


5580 


X=57 


5590 


A=5 


5600 


GOSUB 20 


5610 


SET<107,Y) 


5611 


GOTO 5800 


5612 


SETC109/5) 


5613 


SETC108,5) 


5620 


SETC110,5) 


5626 


SETC114,3) 


5627 


SETC114,4) 


5628 


SETCll5,5) 


5630 


SETC121,9) 


5632 


SETC122,9) 


5634 


SETC123,9) 


5640 


SETC118,12) 


5650 


SET(121,11) 


5652 


SET(122,11) 


5654 


SET<12 3,li;> 


5660 


SET(124,12) 


5662 


SETC125,13) 


5664 


SETC125,14) 


5670 


5ET(115,15) 


5672 


SETCH6,15) 


5674 


SETC117,15) 


5680 


SETC114,17) 


5682 


SETCllSjl?) 


5684 


SETCH6,17) 


5686 


SETU17,18) 


5700 


RfTURM 


5800 


IF Z$="Y" THEN5850 


5810 


IFZ$="YES" THEN 5850 


5820 


GOTO 5612 


5850 


RETURN 


6000 


CLS 


6010 


PRINT@249 / "N" 


6011 


PRINTS 3 13,"Ss ,f 


6012 


LETA2=375 


6013 


GOSUB6020 


6014 


GOSUB6030 


6015 


GOTO 7500 


6019 


LETA2=635 


6020 


PRINT@A2 # "Wi; *E" 


6021 


RETURN 


6029 


A5=701 


6030 


PRINTgAS/";" 


6031 


RETURN 


6032 


PRINT@505,"S" 


6100 


OUT255/00 


6110 


SN=INPC255) 


6120 


IF SN=255 RETURN 


6130 


GOTO 6110 


6150 


OUT255/00 


6160 


PQ*0 
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6170 FOR XZ=l TO 30 

6172 NEXT XZ 

6180 CLS 

6190 PRINT"IF YOU DESIRE THE DIFFICULT VERSION* SAY , YES I " 

6195 PRINT"IF NOT, PLEASE REMAIN SILENT" 

6200 SN=INP<255) 

6210 PQ=PQ+1 

6220 IF PQ=35 RETURN 

6230 IF SN=255 THEN Z$="Y" 

62140 GOTO 6200 

6300 FOR TQslTOSOO 

6305 NEXTTO 

6306 OUT255,00 

6307 PRINT"SAY ■NORTHBOUND* " 
6310 P=l 

6320 XsINPC255) 

6330 IFX=255THEN6345 

6340 GOTO 6320 

6345 GOSUB6500 

6350 PRINT"SAY SOUTHWARD" 

6360 P=2 

6370 X=INP(255> 

6380 IFX*255THEN6395 

6390 GOTO 6370 

6395 GOSUB6500 

6400 PRINT"SAY EAST" 

6*tl0 P=3 

6420 X=INP(255) 

6430 IFX=255THEN6445 

6440 GOTO6420 

6****5 GOSUB6500 

6450 PRINT"SAY GO WEST" 

6460 P-4 

6470 X=INPC255) 

6480 IFX=255THEN6492 

6490 GOTO6470 

6492 GOSUB6500 

6495 RETURN 

6500 Y=0 

6505 POKE16383,42 

6510 SND(P,Y)=X 

6520 Y*Y+1 

6530 OUT255,00 

6539 IFY=31POKE16383,32 

6540 IFY=31THENRETURN 
6550 X*INPC255) 

6560 GOTO6510 

6600 P=5 

6610 OUT255,00 

6620 X=INP(255) 

6630 IFX=255 THEN6650 

6640 GOTO6620 

6650 GOSUB6500 

6660 B9=l 

6670 GOSUB6800 

6680 E1=E 

6690 B9=2:GOSUB6800:E2=E 

6700 B9=3IGOSUB6800:E3=E 

6710 B9=4:GOSUB6800:E4=E 

6720 IFE1.E2ANDE1.E3ANDE1.E4THEND$="N" 

6730 IFE2.E1ANDE2.E3ANDE2.E4THEND$="S" 

6740 IFE3.E1ANDE3.E2ANDE3.E4THEND$="E" 

6750 IFE4.E1ANDE4.E2ANDE4.E3THEND$= ,, W" 

6755 PRINT@958,D$ 

6757 GOTO200O0 

6760 IFG$= ,, E"GOTO12600 

6762 !FG$= ,, W ,, GOTO12800 

6766 IFG$="S"GOTO12400 

6767 IFG$s ,, N"GOTO1220Q 
6800 Y = 

6.810 E=0 

6820 IFSNDC5,Y)=SNDCB9,Y)THENE=E+1 

6830 Y=Y+1 

6840 IFY=31RETURN 

6850 GOTO6820 

7500 CLS 

7510 PRINT@128,"IN THIS GAME, A MAP OF THE STATES WILL BE" 

7520 PRINT»BE DRAWN. QUESTIONS WILL BE ASKED AND I KEEP" 

7 530 PRINT"SCORE. IF YOUR ANSWER IS CORRECT, YOU GET ONE" 

7540 PRINT"POINT; IF NOT, I GET THE POINT, "SPRINT 
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7550 PRINT"SAY 'CONTINUE 1 TO PROCEED*' 
7555 GOSU86100 
7557 GOSUB6300 

7560 cls:print"to answer a question, say one of the following:" 

7570 PRINT"NORTHBOUND, SOUTHWARD, EAST, GO WEST" 

7600 PRINT 

7620 PRINT"YOU WILL HAVE A CHOICE OF THE EASY OR HARD VERSION" 

7622 PRINT"OF THIS GAME. IF YOU WISH TO PLAY THE EASY VERSION," 

7624 PRINT"THEN REMAIN SILENT UNTIL THE NEXT QUESTION DISAPPEARS." 

7626 PRINT" SAY , GO l TO GET TO THE NEXT QUESTION" 

7628 GOSUB 6100 

7630 GOSUB6150 

7635 IFZ$="Y"THEN 7640 

7636 IF Z$="YES"THEN 7640 

7637 GOSUB12 

7638 GOTO 10005 
7640 GOTO 10000 
8000 PRINT@56,"NH" 

8005 PRINT@70,"WA VT ME" 

8010 PRINT@144,"MT ND MN" 

8020 PRINT@198,"OR ID SD WI M.I 

NY MA" 

8030 PRINT@27V'WY * A PA CT " 

8040 PRINT@327,"NV NE IL IN OH 

NJ RI" 

8050 PRINT@386,"CA UT CO KS MO KY WV VA 

DE" 

8060 PRINT@491," TN NC N" 

8062 PR1NT@573,"V' 

8070 PRINT@524,"AZ NM OK AR SC" 

8071 GOSUB6019 

8080 PRINT Q6 16, "MS AL GA" 

8081 GOSUB 6029 

8090 PRINT@668,"TX LA " 

8100 PRINT@755,"FL S" 

8110 RETURN 

10000 GOSUB 10 

10005 PRINT0829," ":PRINT"IF YOU MOVED FROM TENNESSEE (TN) TO NORTH" 

10010 PRINT "CAROLINA (NC), YOU WOULD BE MOVING IN WHAT DIRECTION" 

:g$="e":gosub6600 

10045 PRINTQ829," ":PRINT"IF I GO FROM GEORGIA (GA) TO FLORIDA (FL)," 

10050 PRINT "WHAT DIRECTION DO I GO":G$="S":GOSUB6600 

10061 PRINTQ829," ":PRINT"LEAVING MONTANA (MT) WHICH DIRECTION IS NEW" 

10070 print"mexico (nm)" :G$=« ! $":Gosue-eeoo 

1C090 FRINT*J829," ":PRINT"TO GO FROM NORTH DAKOTA (ND) TO NEBRASKA 

(NE) ONE" 

10100 PRINT"MUST TRAVEL WHICH WAY»':G$="S":GOSUB6600 

10110 PRINT@829," ":PRINT"A TRUCK IN WISCONSIN (WI) CARRIED FREIGHT 

TO NEW YORK (NY)." 

10120 PRINT"WHICH DIRECTION DID THE TRUCK TRAVEL" :f-$= ,, E ,, :GOSUB6600 

10140 PRINTQ829," ":PRINT"A BOY IN PENNSYLVANIA (PA) HAD COUSINS 

VISITING FROM" 

10150 PRINT"SOUTH CAROLINA (SC). WHICH WAY DID THE COUSINS TRAVEL":G$= 

"N":GOSUB6600 

10170 PRINT3829," ":PRINT"A MAN IN ILLINOIS (IL) DROVE TO INDIANA (IN)." 

10180 PRINT"WHICH WAY DID HE DRIVE" :G$="E" :GOSUB6600 

10200 PRINT3829," ":PRINT"LEAVING UTAH (UT) WHICH WAY" 

10210 PRINT"IS NEVADA (NV)":G$="W":GOSUB6G00 

10230 PRINT @829," ":PRINT"IF YCU FLY FROM SOUTH CAROLINA (SC) TO ARKANSAS 

(AR)" 

10240 PRINT"WHICH WAY WILL YOU GO":G$="W":GOSUB6600 

10260 PRINTd829," "!PRINT"TO GO FROM MISSOURI (MO) TO MINNESOTA 

(MN) ONE MUST" 

10270 PRINT"TRAVEL WHICH WAY":G$="N":GOSUB6600 

10290 PRINT0829," ":PRINT"WHICH WAY IS RHODE ISLAND (PI) IF YCU ARE 

IN" 

10300 PRINT"MAINE (ME)"SG$="S":GOSUB6600 

10320 PRINT0829," »:PRINT U A MAN LEFT ARIZONA (AZ) TO VACATION IN IDAHO (I 

D)" 

10330 PRINT"WHICH WAY DID HE GO":G$="N" :GOSUB6600 

10350 PRINT@829," ":PRINT"IF YOU LIVED IN OHIO (OH) AND MAILED A PACKAGE 

TO" . 

10360 PRINT"DELAWARE (DE) WHICH DIRECTION WOULD THE PACKAGE GO":G$= 

"E":GOSUB6600 

10380 PRINTQ829," ":PRINT"IF YOU FLY FROM CALIFORNIA (CA) TO WEST VIR 

GINA (WV)" 

10390 PRINT"WHICH WAY WILL YOU GO":G$="E":GOSUB6600 

10410 PRINT0829," ":PRINT"A WOMAN LIVING IN VIRGINIA (VA) DROVE TO KENT 

UCKY (KY)" 

10420 PRINT"WHICH WAY DID SHE DRIVE" :G$="W":GOSUB6600 
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10440 PRINT@829," ":PRINT"WHICH WAY IS IOWA CIA) IF YOU HAPPEN TO BE 

IN" 

10*150 PRINT"NEW JERSEY CNJ)":G$="W":GOSU36600 

10470 PRINT@829/' ":PRINT"TO MOVE FROM CONNECTICUT CCT) TO MASSACHU 

SETTS CMA)" 

10480 PRINT"REQUIRES TRAVEL IN WHAT DIRECTION" :G$="N":GOSUB6600 

10490 PRINT 0829," ";PRINT"A DOG IN TEXAS CTX) WALKED FOR MONTHS 

TO REACH" 
10500 PRINT"HIS HOME IN SOUTH DAKOTA CSD). HE WALKED WHICH WAY" 

:g$="n":gosub66oo 

10520 PRINT@829/ 1 "!PRINT"A FAMILY IN MICHIGAN (MI) TRAVELED TO THE 

BEACH" 
10530 PRINT"IN ALABAMA CAL). WHICH DIRECTION DID THEY TRAVEL":G$= 
"S":GOSUB6600 

10550 PRINTQ829," ":PRINT"TO GO FROM NEW HAMPSHIRE CNH) TO VERMONT (VT) 
10560 PRINT"REQUIRES TRAVEL IN WHICH DIRECTION":G$="W":GOSUB6600 
10580 PRINT @ 829/" ":PRINT"A GIRL IN WYOMING CWY) WANTED TO SKI I 
N COLORADO CCO)" 

10590 PRINT"WHAT WAY DID SHE WISH TO TRAVEL" :G$*"S":GO5UB6600 
10610 PRINTQ829," ":PRINT"A FARMER IN MISSISSIPPI CMS) WENT HUNTING IN 11 
10620 PRINT"LOUlSIANA CLA). WHICH WAY DID HE GO":G$="W":GOSUB6600 
10640 PRINT@829," ":PRINT"TO MOVE FROM NEVADA CNV) TO KANSAS CKS) 

REOUIRES" 
10650 PRINT"TRAVEL IN WHAT DIRECTION" :G$="E" :GOSUB6600 
10670 PRINT@829," ".'PRINT^TWO MEN IN OREGON COR) SAILED A BOAT TO" 
10680 PRINT"WASHINGTON CWA). WHICH WAY DID THEY SAIL":G$="N":GOSUB6600 
10710 PRINT0829/" " !PRINT"LEAVING OKLAHOMA COK)" 
10720 PRINT"WHICH DIRECTION IS ARKANSAS" :G$="E" IGOSUB6600 
10740 PRINT @829," ":PRINT"THE END IS HERE" 
10750 KOTO 10750 
12200 IFD$="N"THEN12280 
12210 C*C+1 

12220 IF C+B=25 THEN 13000 

12230 PRINTQ829," ":PRINT"THE CORRECT ANSWER IS NORTH." 
12240 PRINT"COMPUTER ";C;" ";A$;" "jB 
12250 FOR Xsl TO 1500 
12260 NEXT X 
12270 RETURN 
12280 B=B+1 

12290 IF C+B=25 THEN 13000 

12300 PRINTQ829," ":PRINT"YOU ARE CORRECT." 
12310 PRINT"COMPUTER ";C/" ";A$;" ";B 
12320 FOR X=l TO 1500 
12330 NEXT X 
12340 RETURN 
12400 IFD$s"S"THEN 12480 
12410 C=C+1 

12420 IF C+B=25 THEN 13000 

12430 PRINT8829," ":PRINT"THE CORRECT ANSWER IS SOUTH." 
12440 PRINT"COMPUTER ";C;" ";A$;" ";B 
12450 FOR X=l TO 1500 
12460 NEXT X 
12470 RETURN 
12480 B=B+l 

12490 IF C+B=25 THEN 13000 

12500 PRINT0829/' ":PRINT"YOU ARE CORRECT." 
12510 PRINT"COMPUTER ";C;" ";A$;" ";B 
12520 FOR X=l TO 1500 
12530 NEXT X 
12540 RETURN 
12600 IFD$="E"THEN12680 
12610 C-C+l 

12620 IF C+B=25 THEN 13000 

12630 PRINTQ829/" ":PRINT"THE CORRECT ANSWER IS EAST." 
12640 PRINT"COMPUTER ";C;" ";A$;" ";B 
12650 FOR X=l TO 1500 
12660 NEXT X 
12670 RETURN 
12680 B=B+1 

12690 IF C+B=25 THEN 13000 

12700 PRINT0829," ":PRINT"YOU ARE CORRECT." 
12710 PRINT"COMPUTER ";C;" ";A$;" ";B 
12720 FOR X=l TO 1500 
12730 NEXT X 
12740 RETURN 
12800 IFD$="W»THEN 12880 
12810 C=C+1 

12820 IF C+B=25 THEN 13000 

12830 PRINT@829/" ":PRINT"THE CORRECT ANSWER IS WEST." 
12840 PRINT"COMPUTER ";C;" ";A$;" ";B 
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12850 FOR X=1T0 1500 

12860 NEXT X 

12870 RETURN 

12880 BsB+1 

12890 IF C+B=25 THEN 13000 

12900 PRINT@829," ":PRINT"YOU ARE CORRECT," 

12910 PRINT"COMPUTER ";C;" ";A$;" ";B 

12920 FOR X=l TO 1500 

12930 NEXT X 

12940 RETURN 

13000 IFB=25 THEN 13500 

13010 IFB.19 THEN 14000 

13020 IFZ$="Y"THEN 13100 

13030 IF Z$="YES"THEN 13100 

13040 CLS 

13050 PRINT@320," " 

13055 GOSUB 15000 

13060 PRINTA$", THAT WAS A GOOD TRY, I BET YOU CAN DO BETTER NEX 

T TIME." 

13070 END 

13100 CLS 

13105 GOSUB 15000 

13110 PRINT@320 / " ":PRINTA$", PERHAPS YOU SHOULD TRY THE EASY VERSI 

ON AGAIN." 

13115 END 

13500 IFZ$="Y"THEN 13600 

13510 IF Z$="YES"THEN 13600 

13515 CLS 

13520 PRINT@320," ":PRINTA$", YOU MAY BE A GENIUS." 

13525 PRINT"TRY TO BEAT ME AT THE HARD" 

13530 PRINT"VERSION OF THE GAME." 

13535 GOSUB 15000 

13540 END 

13600 CLS 

13610 PRINT@320," ":PRINT"PERFECT SCORE" 

13615 PRINTAS", YOU ARE A SUPER GENIUS. YOU WON CONGRATULATI 

ONS " 

13620 PRINTA$", WHAT NAME SHALL I CALL YOU OTHER THAN SUPER" 

13621 INPUT"GENIUS";R$ 
13630 CLS 

13640 PRINT@320," ":PRINTA$", ";R$", ";" SUPFR GENIUS " 

13650 END 

14000 IFZ$="Y" THEN 14500 

14010 IF Z$="YES" THEN 14500 

14020 CLS 

14030 PRINT@320," ":PRINTA$", THAT WAS A GOOD JOB. TPY AGAIN A 

ND SEE IF YOU CAN DO EVEN BETTER." 

14035 GOSUB15000 

14040 END 

14500 CLS 

14510 PRINT@320 # " ":PRINTA$" / YOU ARE CLOSE TO BEING A GFNIU 

S. KEEP ON TRYING— GOOD LUCK" 

14515 GOSUB 15000 

14520 END 

15000 PRINT"COMPUTfc?. ";C;" ";A$;" ";D 

15001 RETURN 
20000 OUT255,00 
20005 ZR=0 
20010 X=INPC255) 
20015 ZR=ZR+1 

20020 IF X=255 THEN 20050 
20030 IFZR=50 THEN6760 

20040 GOTO20010 
20050 PRINTQ958," " 

20055 FORQP=lTO50 

20056 NEXTQP 
20060 GOTO6600 
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Chapter 10 
Stomper 



Stomper is a unique game program that utilizes voice-independent 
recognition, smooth animated graphics, and sound output. Only a 
standard TRS-80 Model I, Level II computer with 16K RAM, an 
amplifier for the sound output, and enough time to input the listing 
given in this chapter, is required. 

The Stomper is a small man who begins his life at the upper 
right-hand corner of the video monitor. He stands there happily 
doing nothing, but life cannot be so simple. From the left side of the 
monitor come the monsters, one at a time, to complicate the situa- 
tion. If a monster hits Stomper or if Stomper hits a monster, then life 
terminates. Fortunately, it is impossible for a monster to travel to 
the top of the screen. Stomper is safe there. Unfortunately, 
monsters who make it to the right edge of the screen are rewarded 
by decreasing the value of Stamper's life. Stomper starts with 
nothing. He is allowed a temporary dip in the flow of life, but should 
his vital signs sink below nine on a point scale, he is termi- 
nated. There is a way to exist, and even grow. Stomper will respond 
to voice commands. He can go up and down or he can stop and 
stomp. If he stomps a monster, the monster will cry and fall off the 
bottom of the screen; Stamper's life will be improved by one point. 

The monsters are more evil than they look. Some have been 
known to exude a foul substance beneath their bodies, the odor of 
which is sufficient to kill a man even should he be a fair distance 
clear of their nasty, cavity ridden teeth. Monsters reaching the right 
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edge of the screen are rather stupid. They simply pile up there until 
some of their carnivorous relatives come along to clear up the mess. 

You, the great wizard outside the computer, control Stomper 
with your booming voice. When you talk, everybody stops to listen. 

Moving from this fanciful game description into the mechanics 
of operation, Stomper becomes a learning aid for those who desire 
to combine some of the novel techniques available today in pro- 
gramming. The recognition mode used in this program utilizes the 
high-speed mode of recognition— that is, the meaning of the word is 
declared when you stop speaking into the microphone. The se- 
verely limited vocabulary (three words) was chosen based upon 
length differences found in the first voiced portion of each word or 
phrase. The choices "up," "down," and "stompem" for (stomp them) 
will be found to be of different lengths and these lengths will be 
fairly constant from person to person. The recognition factors are 
found in lines 9050 and 9060. The value found at line 9050 is the 
value of Q for which "up" will be recognized. The value found at line 
9060 is the one for which "down" is detected. Anything greater than 
these values will be assumed to be the "stompem" request. Judici- 
ous logic enhances the recognition process. If the little man is at the 
upper limit of the screen and a sound shorter than "stompem" is 
heard, he will go down. A similar situation exists at the bottom of 
the screen. Put another way, if Stomper is at the top of the screen, 
he can't go up; the only choices to which he will respond are "down" 
and "stompem." If the request is anything except "stompem," he 
assumes it to mean "down." 

As with the other recognition programs, the best results are 
obtained if the operator is very close to the microphone and no 
peripheral noises are presented. A cassette recorder operating in 
the record mode (with aux and mic plugs removed) can be used as 
the input device. An external microphone plugged into the mic jack 
works best, though the system will work with commands shouted 
into a built-in condensor microphone. The plug that normally goes 
into the aux jack can be placed into an amplifier (Radio Shack sells a 
battery-powered unit for under fifteen dollars) for the sound effect 
output. String variables such as A$ may be used to represent a 
graphic picture, such as that of a man. If this is done, one need only 
use a statement such as PRINT AT 10, A$ and the picture will be 
displayed in the upper left-hand corner starting at screen position 
10. The speed of this operation is such that flicker-free animation 
becomes possible. 

Towards the back of the Radio Shack manual is a page that lists 
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Graphics Characters and assigns them the numbers 128 through 
191. These characters (along with control codes, number through 
31) may be used to represent any picture that can be drawn using a 
video display worksheet (Fig. 10-1). There is a limitation on the 
string variable of 255 characters. Any picture requiring more than 
255 elements must be drawn using more than one string variable. 
Getting the graphic elements into the string variable is ac- 
complished by means of READ and DATA statements, such as 
those beginning at line 1000. Towards the first part of the program, 
a CLEAR statement (see line number five) is normally needed to 
reserve adequate string storage space. Time is consumed reading 
the DATA statements, though it need be done only once during the 
operation of the program. It will be noticed that a time delay exists 
in Stomper while "STOMPER IS HUNTING HIS BOOTS." This 
delay occurs because the strings are being loaded with information 
via the READ statements. 

Consider an example, the drawing of a man and his representa- 
tion as A$. Examine Fig. 10-2, the construction of A$. In line 1000, 
A$ is defined as nothing. Line 1010 determines exactly how many 
elements are used in this construction. Line 1020 causes a value to 
be read. Line 1030 tells what to do with that value. If the value in the 
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Fig. 10-1. Portion of video display worksheet for TRS-80. 
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Fig. 10-2. Head and neck of 
Stamper, piecewise. 





DATA statement is a positive number, A$ will accept a character 
unit. If the value in the DATA statement is negative, A$ will accept 
a control unit. The statement A$ = A$ + is a method of adding the 
new character or control unit to the ones set up on preceding passes 
of the FOR . . . NEXT loop which is being executed. The expression 
CHR$ (128+X) allows X to be a number between and 63 (rather 
than 128 through 191), thus saving the continual typing of a third 
digit in the DATA statements. The expression CHR$ (26) is a 
downward linefeed for the video display; the expression STRING$ 
(ABS(X),8) causes the display to back up and erase the number of 
spaces defined by X. Line 1040 continues the loop. The next few 
lines are DATA statements representing the picture. Line 1090 is a 
RETURN from this subroutine that is done when all the reading is 
completed. 

To summarize, you must create a picture first on some type of 
video worksheet. You must then break it into graphic characters. 
These characters have numbers which must be assigned to a string 
variable. At the end of each line of the drawing, it is necessary to 
return the imaginary cursor to the starting point of the next line; a 
control number (negative number in this example) is used for that 
purpose. 

You can notice on Fig. 10-3 that space exists around the figures 
represented by the variables. These arbitrary blanks aid in the 
animation process. If you want to move the character represented 
by A$ down the screen, it could be accomplished by statements such 
as PRINT AT 0, A$:PRINT AT 64, A$. The top of the head left over 
from the first PRINT statement would be erased by the second 
statement. The A$ man cannot be used for upward movement on the 
screen because he will leave a trail of feet as the movement occurs. 
If you examine the video screen layout (see Fig. 10-1) it can be seen 
that the smallest PRINT motion in the horizontal plane covers two 
rectangles—location and location 1 are two blocks apart. The 
smallest vertical motion covers three rectangles— location and 
location 64 are three blocks apart. Smooth, slow animation there- 
fore requires that three frames be drawn for vertical motion and two 
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Fig. 10-3. Graphic elements of The Stomper. 

for horizontal motion of the same figure. Erasure characteristics are 
different for up, down, left, and right motions; therefore many 
figures must be drawn and properly placed for animation. 

All statements in a program require time to execute and time 
spent away from graphic action must be limited or the motion will be 
"jerky." This is why the program assumes the peculiar flow seen in 
Fig. 10-4, is a flowchart of this program. It would be possible to 
examine the little man's position, compare it to the monster's, 
check for sound input, generate sound output, perform whatever 
action was needed, and keep up with the score in a very straightfor- 
ward manner. The comparisons and calculations consume too much 
time and would cause rough movement. The approach used here 
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Table 10-1. Variable List 



B 


Mark of Beast 


B1 


(131 + (64 *B)) Starting address for Beast 


M 


Mark of Man (Stomper) 


M1 


(((M-1)*64)+45) Address for man 


DD 


Code to action 




1— up 




2— down 




3— stomp 


1 


Loop variable 


X 


Data variable 


B2 


Present location of Beast 


B3 


B2-B1 


D 


Loop variable in sound area 


Q 


Counter in sound area 


XI 


Sound input variable 


MF 


Man's future 


SC 


Score 



HOUSEKEEPING 



INSTRUCTIONS 



€> 



90 SET MAN AT TOP WITH UPWARD DESIRE 




70 SETB 



5000 SIT AT TOP 



5100 STOMP SUCCESSFULLY 



5300 STOMP UNSUCCESSFULLY 



5500 MOVE DOWN 



^- )5800 MOVE DOWN AND BE HIT 



6000 MOVE UP 



6300 MOVE UP AND BE HIT 



6500 SIT AT BOTTOM 



6700 SIT AT BOTTOM AND BE HIT 



6900 STOMP AND BE HIT 




Fig. 10-4. Flowchart of The Stomper program. 
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Fig. 10-4. Continued from page 75. 
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7000 MONSTER POINT; SUBTRACT SCORE 



£>M 




20000 CLEAR SCREEN 



MAN LOSES 




15000 MONSTER DIVES 

5 



INCREASE STOMPER'S SCORE 



SET RANDOM B 



6 



Fig. 10-4. Continued from page 76. 
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(GO TO 600o\ 
"MOVE UP"/ 



(GO TO 5500 "\ 
MOVE DOWN"/ 



Fig. 10-4. Continued from page 77. 
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/GOTO6000\ 
l"MOVE UP"/" 



Fig. 10-4. Continued from page 78. 
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allows the animation to proceed checking only for one position and 
sound input. 

Sound output is achieved easily. The statements OUT 255, 
02: OUT 255, 00 will cause one square pulse to be generated. The 
more times this is done, the higher the frequency of sound taken 
from the output aux plug. 

A variable listing, Table 10-1, indicates the major variables 
used in the program. 

STOMPER PROGRAM LISTING 

3 RANDOM 

5 CLEAR1500 

10 CLS 

15 PRINT"STOMPER IS HUNTING HIS BOOTS, WAIT A FEW 

SECONDS PLEASE." 
17 GOTO 30 
20 PRINT lf THIS IS A VOICE INPUT PROGRAM WHICH INCLUDES 

GRAPHICS 1 ' 
22 PRINT"AND SOUND EFFECTS. DISCONNECT THE 'MIC JACK. 

CONNECT" 
24 PRINT"THE f AUX f JACK TO AN AMPLIFIER. VOICE INPUT 

WILL BE" 
26 PRINT"THROUGH THE RECORDER. DEPRESS THE f RECORD f AND 

'PLAY'" 
28 GOTO 30000 

30 GOSUB 1000 :GOSUBl 100 :GOSUB12 00 :GOSUB 1300 :GOSUB 1400: 

GOSUB1500 
40 GOSUB1600 
50 GOSUB 1700 IGOSUB 180 0:GOSUB 1900 :GOSUB2000:GOSUB2 100: 

GOSUB2200:GOSUB2300 
55 GOSUB2400:GOSUB2500 
57 GOTO 20 
60 DD=1 
70 B=3 

80 B1=C131+C64»B)) 
85 B2=B1 
90 M=l 
100 Ml = 45 
105 CLS 
110 GOTO 5000 
1000 A$="" 
1010 FOR 1=1 TO 35 
1020 READ X 
1030 IF X>=0 THEN A$=A$+CHR$(128+X)ELSEA$=A$+CHR$C26)+ 

STRING$(ABS(X),8) 
1040 NEXT I 

1050 DATA 0,0,0,0,0,0,0,0,-8 
1060 DATA0, 0,63, 59,55, 63, 0,0, -8 
1070 DATA 32,48,51,59/55,51,48,16,-8 
1080 DATA 2,48,63,15,15,63,48,1 
1090 RETURN 
1100 B$="" 
1110 FOR 1=1 TO 30 
1120 READ X 

1130 IFX>=0THENB$=B$+CHR$(128+X)ELSEB$=B$+CHR$C26)+ 
STRING$(ABSCX),8) 
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1140 NEXT I 

1150 DATA 0,0,63,59,55,63,0,0,-8 

1160 DATA 32,48,51,57,54,51,48,16,-8 

1170 DATA 2,0,63,15,15,63,48,1,-8 

1180 DATA 0,3,3 

1190 RETURN 

1200 0$ = "" 

1210 FOR I =1 TO 30 

1220 READ X 

1230 IF X>=0 THENC$=C$+CHR$C128+X)ELSEC$=C$+CHR$C26)+ 

STRING$(ABS(X),8) 
1240 NEXT I 

1250 DATA 0,0,63,59,55,63,0,0,-8 
1260 DATA 32,48,51,57,54,51,48,16,-8 
1270 DATA 2,0,63,15,15,63,48,1,-8 
1280 DATA 0,12,15 
1290 RETURN 
1300 D$ = f,,t 
1310 FOR 1=1 TO 30 
1320 READ X 
1330 IF X>=0THEND$=D$+CHR$C128+X)ELSED$=D$+CHR$C26)+ 

STRING$CABSCX),8) 
1340 NEXT I 

1350 DATA 0,0,63,59,55,63,0,0,-8 
1360 DATA 32,48,51,57,54,51,48,16,-8 
1370 DATA 2,0,63,15,15,63,48,1,-8 
1380 DATA 0,48,63 
1390 RETURN 
1400 E$ = "» 
1410 FOR 1=1 TO 36 
1420 READ X 
1430 IFX>=0THENE$=E$+CHR$C128+X)ELSEE$=E$+CHR$C26)+ 

STRING$(ABSCX),8) 
1440 NEXT I 

1450 DATA 0,0,63,59,55,63,0,0,-8 
1460 DATA32,48,51,59,55,51,48,l6,-8 
1470 DATA 2,48,63,15,15,63,48,1,-8 
1480 DATA 0,0,0,0,0,0,0,0,-0 
1490 RETURN 
1500 F$="" 
1510 FORI=l TO 13 
1520 READ X 
1530 IFX>=0THENF$=F$+CHR$C128+X)ELSEF$=F$+CHR$C26)+ 

STRING$.(ABSCX),8) 
1540 NEXT I 

1550 DATA 0,48,55,21,-7 
1560 DATA 0,48,60,63,63,63,55,51 
1570 RETURN 
1600 G$=»" 
1610 FORI=l TO 25 
1620 READ X 
1630 IFX>=0 THENG$=G$+CHR$C128+X)ELSEG$=G$+CHR$C26)+ 

STRING$(ABS(X),8) 
1640 NEXT I 
1650 DATA 0,0,0,0,-7 
1660 DATA0,0,0,48,55,21,0,0,-8 
1670 DATA 48,60,63,63,63,55,3,0,-2 
1680 DATA3,0 
1690 RETURN 
1700 K$="" 
1710 FOR 1=1 TO 14 
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1720 READ X 

1730 IFX>=0THENH$=K$+CHR$C128+X)ELSEH$=H$+CHR$(26) 

+STRING$(ABSCX),8) 

1740 NEXT I 

1750 DATA 0,32,58,59,-7 

1760 DATAO, 32, 56, 62, 63, 63,63, 5 1,17 

1770 RETURN 

1800 I$ = fln 

1810 FOR 1=1 TO 44 

1820 READ X 

1830 IFX>=0 THENI$=I$+CHR$C128+X)ELSEI$=I$+CHR$C26)+ 

STRING$(ABSCX).8) 

1840 NEXT I 

1850 DATA 0,0,0,0,0,0,0,0,-8 

1860 DATA 0,0,48,48,48,48,0,0,-8 

1870 DATA 0,0,63,62,61,63,0,0,-8 

1880 DATA 40,12,60,62,61,60,12,20,-8 

1890 DATA 0,12,15,3,3,15,12,0 

1895 RETURN 

1900 d$="" 

1910 FOR 1=1 TO 44 

1920 READ X 

1930 IFX>=0THENJ$=J$+CHR$C128+X)ELSEJ$=J$+CHR$C26)+ 

STRING$(ABSCX),8) 

1940 NEXT I 

1950 DATA 0,0,0,0,0,0,0,0,-8 

1960 DATA 0,0,60,44,28,60,0,0,-8 

1970 DATA 0,0,15,47,31,15,0,0,-8 

1980 DATA 10,3,63,63,63,63,3,5,-8 

1990 DATA 0,3,3,0,0,3,3,0 

1995 RETURN 

2000 K$= tm 

2010 FOR 1=1 TO 44 

2020 READ X 

20 30 IFX>=0THENK$=K$+CHR$(128+X)ELSEK$=K$+CHR$C26)+ 

$TRING$(ABS(X),8) 

2040 NEXT I 

2050 DATA 0,0,48,48,48,48,0,0,-8 

2060 DATAO, 0,63, 62, 61, 63, 0,0, -8 

2070 DATA 40,12,60,62,61,60,12,20,-8 

2080 DATA 0,12,15,3,3,15,12,0,-8 

2090 DATA 0,0,0,0,0,0,0,0 

2095 RETURN 

2100 L$= mt 

2110 FOR 1=1 TO 44 

2120 READ X 

2130 IFX>=0THENL$=L$+CHR$C128+X)ELSEL$=L$+CHR$C26)+ 

STRING$CABSCX),8) 
2140 NEXT I 

2150 DATA 0,0,60,44,28,60,0,0,-8 
2160 DATA 0,0,15,47,31,15,0,0,-8 
2170 DATA 10,3,63,63,63,63,3,5,-8 
2180 DATA 0,3,3,0,0,3,3,0,-8 
2190 DATA 0,0,0,0,0,0,0,0 
2195 RETURN 
2200 M$=" ,f 
2210 FOR 1=1 TO 28 
2220 READ X 
2230 IFX>=0THENM$=M$+CHR$C128+X)ELSEM$=M$+CHR$C26)+ 

STRING$CABSCX),8) 
2240 NEXT I 
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2250 DATA 0,0,0,0,-7 

2260 DATA 0,0,0,0,28,20,0,-7 

2270 DATA 0,48, 60, 63,63, 29, 12, -7 

2280 DATA 3,3,3,3,3,3,12 

2290 RETURN 

2300 N$ = ,fft 

2310 FOR 1=1 TO 28 

2320 READ X 

2330 IFX>=0THENN$=N$+CHR$C128+X)ELSEN$=N$+CHR$C26)+ 

STRING$(ABSCX),8) 

2340 NEXT I 

2350 DATA 0,0,0,0,-7 

2360 DATA 0,0,0,0,48,16,0,-7 

2370 DATA 0,0,48, 60, 61, 53,48,-7 

2380 DATA 12,15,15,15,15,13,48 

2390 RETURN 

2400 0$="" 

2410 FOR 1=1 TO 71 

2420 READX 

2430 IFX>=OTHENO$=0$+CHR$C128+X)ELSEO$=0$+CHR$C26)+ 

STRING$CABSCX),8) 
2440 NEXT I 

2450 DATA 23,3,3,3,3,3,3,3,3,3,21,-1 
2460 DATA 21,0,0,0,0,0,0,0,0,0,21,-1 
2470 DATA 23,3,7,3,3,3,3,3,3,3,21,-1 
2480 DATA 21,0,0,0,0,0,0,0,0,0,21,-1 
2485 DATA 21, 0, 0, 0, 0,0,0, 0, 0, 0, 21,-1. 
2490 DATA 21,63,42,21,63,42,21,63/42,21,21 
2495 RETURN 
2500 P$ = "» 
2510 F0RI=1T071 
2520 READX 
2530 IFX>=0THENP$=P$+CHR$C128+X)ELSEP$=P$+CHR$C26)+ 

STRING$CABS(X),8) 
2540 NEXT I 

2550 DATA 23', 3, 3, 3, 3, 3, 3, 3, 3, 3, 21,-11 
2560 DATA 21,0,0,0,0,0,0,0,0,0,21,-11 
2570 DATA 23,3,3,3,3,3,3,3,3,3,21,-11 
2580 DATA 21,0,0,0,0,0,0,0,0,0,21,-11 
2590 DATA 21, 0,0,0,0,0,0,0, 0,0,2 1, -11 
2600 DATA 21,0,42,21,0,42,21,63,42,21,21 
2610 RETURN 
5000 PRINT@45>E$ 

5005 PRINT@1005,A$;:PRINT@B2,F$; 
5010 OUT255,00:PRINT@B2,H$; 
5020 B2=B2+1 
5025 IFB2-B1>54THEN7000 
5030 IFINPC255)>200 THEN 9000 
5050 GOTO 5005 
5100 PRINT@M1,E$;:PRINT@B2,F$;:OUT255,00:PRINT@M1,B$:: 

PRINT@B2,H$;:OUT25 
5,02 

5110 B2=B2+1 

5120 IFINPC255).255 THEN 9000 

5130 IFB2-B1>40 THEN 15000 

5140 PRINT@M1,C$; : PRINT@M1,D$; :PRINT@B2, F$j : PRINTgMl, 

C$;:PRINT(§M1,B $;:GOTO 5100 
5300 PRINT@M1,E$; : PRINT@B2, F$; :OUT255, 00 :PRINT@M1, B$; ; 

PRINT@B2,H$; : OUT255,02 
5310 B2=B2+1 
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5315 IFB2~B1>54THEN7000 

5320 IFINP(255)>200 THEN 9000 

5340 PRINTgMl,C$; :PRINT@M1,D$; :PRINT@B2, F$; :PRINT(3M1, 

C$;:PRINT@M1,B $;:GOTO 5300 
5500 PRINT{§M1,L$; :PRINT@B2, F$; 
5510 PRINT@M1,K$; :PRINT@B2,H$; :OUT255,00 
5520 B2=B2+l:PRINT@Ml,A$; 
5525 IFB2-B1>54THEN7000 

5530 PRINT@B2,F$; : I FINP(255>2O0 THEN §000 
55^0 M1=M1+64:IFM1=749THEN9500 
5550 PRINT@M1,L$; :PRINT(3B2,H$; 
5560 PRINT@M1,K$; :B2=B2+1 :PRINT@B2, F$; 
5570 PRINT@M1,A$; : PRINT@B2,H$; 
5575 IFB2-B1>54THEN7000 
5580 IF INPC255)>200 THEN 9000 
5590 M1=M1+64:IFMI=749THEN9500 
5610 GOTO5500 

5800 PRINT@M1,L$; :PRINT@B2,F$; 
5810 PRINT@M1,K$; :PRINT@B2 / H$; :OUT255,00 
5820 B2=B2+l:PRINT@Ml,A$; 
5830 PRINT@B2,F$; : IFINP(255>200 THEN9000 
5840 IFB2-B1>37 THEN20000 
5842 Ml=Ml+64 
5845 IFM1>=749 THEN 9500 
5850 PRINTgMl,L$;:PRINT@B2,H$; 
5860 PRINT@M1,K$; :B2=B2+l:PRINT@B2,F$; 
5870 PRINT@M1,A$; :PRINT@B2,H$; 
5880 IFINPC255)>2OOTHEN9000 
5890 IFB2-B1?37THEN20000 
5900 Ml=Ml+64:GOTO5800 
6000 PRINT@M1,K$;:PRINT@B2,F$; 
6010 PRINT@M1,L$; :PRINT@B2,H$; :OUT255,00 
6020 B2=B2+1:PRINT@M1,E$; :Ml=Ml-64 
6025 IFB2-B1>54THEN7000 

6030 PRINT@B2,F$; :IFINP(255>2O0 THEN 9000 
6040 IFM1=45 THEN 6100 
6045 B2=B2+1 

6050 PRINT@M1,K$; :PRINT@B2,H$; 
6060 PRINT8M1,L$; :B2=B2+1 :PRINT@B2, F$; 
6070 PRINT@M1,E$; :PRINT@B2,H$; :Ml=Ml-64 
6075 IFB2-B1>54THEN7000 
6080 IFINPC255D>200 THEN 9000 
6090 IFM1=45 THEN 6100ELSE6000 
6100 PRINT@45,E$; :PRINT@1005,A$; 
6110 GOTO9500 

6300 PRINT(aMl,K$;:PRINT(aB2,F$; 
6310 PRINT@M1,L$; :PRINT@B2,H$; :OUT255,00 
6320 B2=B2+1:M1=M1-64:PRINT@M1,A$; 
6330 PRINT@B2,F$; :IFINPC255>20O THEN 9000 
6340 IFB2-B1>37 THEN 20000 
6350 PRINT@M1,K$;:PRINT@B2,H$; 
6360 PRINT@M1,L$; : B2=B2+1 :PRINT@B2, F$; 
6370 Ml=Ml-64:PRiNT@Ml,A$; :PRINT@B2,H$; 
6380 IFINP(255)>200 THEN 9000 
6390 IFB2-B1>37 THEN 20000ELSE6300 
6500 PRINT@M1 / E$; :PRINT@B2,F$; 
6510 OUT255,00:PR1NT@B2,H$; 
6520 B2=B2+1 

6525 IF B2»B1>54THEN7000 
6530 IF INP(255)>200 THEN 9000 ELSE6500 
6700 PRINT@M1,E$;:PRINT@B2,F$; 
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6710 OUT255,00:PRINT@B2,H$; 

6720 B2 = B2+1:IFINP(255>200 THEN 9000 

6730 IFCB2-BO>.37 THEN20000ELSE6700 

6900 PRINT3M1,E$; :PRINT@B2,F$; :OUT255, 00 :PRINT@M1, B$; : 

PRINT@B2,H$; :OUT255»02 
6910 B2=B2+1 

6920 IFINP(255)>200THEN9000 
6930 IFB2-B1>37 THEN 20000ELSE6900 
7000 SC=SC-1 

7010 IFSC=-10 THEN 20000ELSE15 120 
9000 Q=0 

9005 FOR D=l TO 30 
9010 OUT255,00 
9020 Xl= INPC255) 
9030 IF Xl>200 THEN9100 
9040 NEXT D 
9050 IF Q,4 THEN 9200 
9060 IF Q,6 THEN 9300 
9070 DD=3 
9C80 GOTO 9500 
9100 Q=0+1 
9110 GOTO 9040 
9200 DD=l:GOTO 9400 
9300 DD=2:GOTO 9400 
9400 IF M=l THEN 9450 
9410 IF M=12 THEN 9480 
9420 GOTO 9500 
9450 DD=2:GOTO9500 
9480 DD=l:GOTO 9500 
9500 M=CMl+19)/64 
9508 IFM1=45 THEN 10000 
9510 IF Ml=1005 THEN 10000 
9520 IF Ml>=749 THEN 12000 
9530 GOTO 11000 
10000 M=(Kl+19)/64 
10002 B3=B2-B1 
10005 IF DD=1 THEN 5000 
10010 IF DD=2 THEN 10500 
10020 M=CMl+19)/64 
10030 IF M=B THEN 5100 
10040 GOTO 5300 
10500 B3=B2-B1 
10510 MF=C(41-B3)/1.5)+M 
10520 IF(MF-B)>0 AND (MF-B)<5 THEN 5800 
10530 GOTO 5500 
11000 B3=B2-B1 
11005 IFDD=1THEN11600 
11010 IF DD=2 THEN 11300 
11020 IF B=M THEN 5100 

11030 IF (M-B)>0 AND (M-B)<5 THEN 6900 
11040 GOTO 5300 
11300 B3=B2-B1 
11310 MF=((41-B3)/1.5)+M 

11320 IF (MF-B)>0 AND (MF=B)<5 THEN 5800 
11330 GOTO 5500 
11600 B3=B2-B1 
11610 MF=M~(C41-B3)/1.5) 
11620 IF (MF-B)>0AND(MF-B>!5 THEN 6300 
11630 GOTO 6000 
12000 B3=B2-B1 
12005 IFDD=1 THEN 12600 
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12010 IF DD=2 THEN 12300 

12020 IF CM-B3)>0 AND (M-B3V5 THEN 6900 

12030 GOTO 5300 

12300 IF(M-B)>0 AND (M-B)*5 THEN 6700 

12310 GOTO 6500 

12600 MF=M-((<tl-B3)/1.5) 

12610 IFCMF-B)>0AND(MF-B)*5 THEN 6300 

12620 GOTO 6000 

15000 PRINT@B2,G$;:OUT255,00:OUT255,02:PRINT(3B2,M$;:OUT 

255,00:OUT 255,02:PRINT(§B2,N$; :OUT255, 00 :OUT255, 02 
15010 B2=B2+64 
15020 IF B2>832THEN15100 
15030 GOTO 15000 
15100 CLS 

15110 PRINT8M1,E$;:SC=SC+1 
15120 PRINT@1015,SC; 
15130 B=10»CRND(0)):B=INTCB) 
15135 IF B=0 THEN B= 1 
15140 B1=C131+C64"B)) 
15150 B2=B1 
15160 GOTO 9500 
20000 CLS 
20005 P=0 

20007 PRINT8415, "MONSTER WINS"; 
20010 PRINT@400,F$; :OUT255, 00 :OUT255, 02 :PRINT@337, 

G$; :P=P+1 
20015 OUT25 5,00:OUT255,02:OUT2 55,00:OUT255,02 
20020 IF P=50 THEN 20040 
20030 GOTO 20010 

20040 INPUT ,f TO PLAY AGAIN, HIT THE ENTER KEY";B9 
20042 SC=0 
20045 CLS 
20050 GOTO 60 
30000 PRINT"BUTTONS WHILE PUSHING THE LATCH AT 

THE REAR OF THE" 
30010 PRINT"TAPE COMPARTMENT— SEE PICTURE BELOW." 
30015 PRINT@960, "DEPRESS ANY KEY TO CONTINUE"; 
30020 PRINT@540,O$; :PRINT@540,P$; :Z$=INKEY$ 
30030 IFZ$=""THEN30020 ELSE 30040 
30040 CLS 
30050 PRINT"MONSTERS COME FROM THE LEFT, 'STOMPER' IS AT 

THE" 
30060 PRINT"RIGHT. STOMPER UNDERSTANDS f UP f , 'DOWN 1 , AND" 
30070 PRINT H, STOMPEM'. STOMPER JUMPS VP BEFORE 

HE STOMPS." 
30080 PRINT"IF THE MONSTER HITS STOMPER 

COR VISA VERSA)—" 
30090 PRINT"TOO BAD! THE SCORE IS DISPLAYED 

AT THE LOWER" 
30100 PRINT"RIGHT PORTION OF THE SCREEN. 

YOU HAVE A CREDIT" 
30110 PRINT"LIMIT OF NINE POINTS. 

GET CLOSE TO THE MICROPHONE" 
30120 PRINT"TO HELP STOMPER UNDERSTAND. 

REMEMBER THAT HE HEARS" 
30130 PRINT"EVERYTHING THAT IS GOING ON IN YOUR ROOM." 

30132 PRINT" HINT: MONSTERS HAVE FIENDISH 
ODORS WHICH EXTEND" 

30133 PRINT" SOME DISTANCE BENEATH THEIR BODIES" 
30135 INPUT"DEPRESS ENTER TO CONTINUE";Z$ 
30150 GOTO 60 
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Chapter 1 1 
Voxbox Typewriter 



Worth mentioning is the Voxbox, a peripheral unit designed for the 
TRS-80 Model I computer and sold by Radio Shack. This unit is 
being discontinued, but many people own them and a few probably 
exist on store shelves. The unit first retailed for $179, but was 
reduced to $49 in 1980; thus it represents a bargain for those who 
can find and use it. Using the Voxbox requires a TRS-80 Model I, 
Level II, with at least 16K of RAM, and a cassette recorder. It works 
with or without the expansion interface. 

This device includes a push-to-talk microphone, power supply, 
connecting cables, software, and the decoder unit itself. Although it 
connects to the card edge connector at the rear of the keyboard unit 
(unless the expansion interface unit is involved) an additional con- 
nector is supplied on the Voxbox so that you can use a printer or a 
peripheral device. The Voxbox includes a machine-language driver 
program which must be loaded when you turn on the computer. 
BASIC programs may then access this program by means of the 
USR command. Included with the unit is a Plot program which 
displays the characteristics detected when a word is spoken. Also 
included is an Inventory Demo program which illustrates how a 
voice-controlled inventory system might be operated. This pro- 
gram operates from an imaginary inventory and could not be used 
without rewriting for "real world" purposes. Finally, there is a 
Lunar program which simulates landing a spacecraft on the moon. 
No graphics are included, and I lost interest in it quickly. 

87 



3 DIMENSION ARRAY 

CLEAR SCREEN 
SETUP MESSAGE LINE 



I 



15 PRINT INSTRUCTIONS 



10140 ADVANCE WHEN READY 



10150 REQUEST MEMORY SIZE OF MACHINE | 



40 ESTABLISH STARTING POINT FOR 
MACHINE LANGUAGE PROGRAM 



100 INITIALIZE MACHINE LANGUAGE PROGRAM 



110 TRAINING 



915 JUMP 



© 



3000 TRAINING 

3E 



920 SETUP VIDEO SCREEN 



C» 



950 REQUEST INPUT 



j 960 PERFORM MACHINE LANGUAGE RECOGNITION" 



980 GO SUBROUTINE AT 2000 



Fig. 11-1. Flowchart of Voxbox program. 
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2000 ASSIGN LETTER TO 
NUMERICAL VALUE OF W 



4000 REMOVE LAST CHARACTER 




985 PRINT LETTER ON SCREEN 
AND INCREMENT COUNTERS 




YES 



O 



© 



6000 PUT LETTERS IN ARRAY 



6630 PRINT ARRAY DATA 
AT LINEPRINTER 



6640 RESET VIDEO SCREEN 
FOR FURTHER INPUT 



Fig. 1 1-1. Continued from page 88. 
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The 32-page instruction manual includes listings of the BASIC 
programs along with instructions for changing the rejection parame- 
ter in the machine language driver program. The instructions for 
writing your own BASIC programs contain a significant flaw on page 
23. When setting up the training section of a program, TA (found in 
line 1010) represents the address used to POKE the training index 
number. Line 1010 should be changed to AB=AD*256. Line 1020 
should be changed to TA=AB+1018: IF TA>32767 then 
TA=TA- 65536. The completed sample program on page 25 and 26 
of the Voxbox manual includes modifications to this effect. 

The program presented in this chapter is similar to the Listen- 
ing Typewriter of Chapter 6 in that it allows for voice control of a 
printing device. In this program, each letter is trained as well as the 
commands "space," "backspace," and "print." The letter desired 
must be spoken into the microphone and it will appear on the 
message line. Errors can be corrected by using the word 
"backspace," which will cause the previous character to disappear. 
A cursor moves on the message line in this program, helping to 
indicate whether spaces have been accepted or not. 

To say that this program works well would be somewhat of a 
deception; letters like "B," "D," and "E" are often confused. 
Further training on similar letters could improve the performance, 
but the software provided only allows for 32 sounds to be trained. 
Memory space is available for further training, but the machine- 
language driver would have to be modified (not an easy task) to 
accept more patterns. To be fair, humans have the same difficulty. 
Anyone who has phoned in a catalog order has to use phrases such as 
"B as in boy— E as in elephant" to aid the listener at the other end. 
The use of key words rather than letters might possibly improve the 
performance of the program. 

When similar words are trained several times, the Voxbox 
works with a high degree of accuracy. Software for the Voxbox (like 
many recognition units) is virtually non-existent. You must write it 
yourself. This software shortage has certainly influenced the low 
popularity of the unit, because the hardware performs well. 

Figure 11-1 is a program flowchart. 

VOXBOX TYPEWRITER PROGRAM LISTING 

3 S=832 

5 DIMS$C100) 

10 CLS 

15 GOTO10000 

20 PRINT@0 / "IS THIS A 16K, 32K OR **8K SYSTEM" 

30 INPUT" CTYPE 16, 32 OR W";MS 
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40 IF MS=16 THEN AD =112:GOTO80 

50 IF MS = 32 THEN AD =176:GOTO80 

60 IF M5=48 THEN AD =240:GOTO80 

70 GOTO 30 

80 P©KE16526,6 

90 POKE16527,AD 

100 X=USR(0) 

110 TR=0 

120 PRINT "SAY •A 1 " 

130 GOSUB 5000 

140 TR=1 

150 PRINT"SAY •a" 1 

160 GOSUB 5000 

170 TR=2 

180 PRINT"SAY , C»" 

190 GOSUB 5000 



200 TR=3 






210 PRINT 


"SAY 


i D itt 


220 GOSUB 


5000 




230 TR=4 






2*40 PRINT 


"SAY 


*E •" 


250 GOSUB 


5000 




260 TR=5 






270 PRINT 


"SAY 


tpt it 


280 GOSUB 


5000 




290 TR=6 






300 PRINT 


"SAY 


iQtlf 


310 GOSUB 


5000 




320- TR=7 






330 PRINT 


"SAY 


i h im 


340 GOSUB 


5000 




350 TR=8 






360 PRINT 


"SAY 


t | Ml 


370 GOSUB 


5000 




380 TR=9 






390 PRINT 


"SAY 


Ijtlt 


400 GOSUB 


5000 




410 TRxlO 






420 PRINT 


"SAY 


1*111 


430 GOSUB 


5000 




440 TR=11 






450 PRINT 


"SAY 


*L*" 


460 GOSUB 


5000 




470 TRsl2 






480 PRINT 


"SAY 


t M ttt 


490 GOSUB 


5000 




500 TR=13 






510 PRINT 


"SAY 


t N l.l 


520 GOSUB 


5000 




530 TR=14 






540 PRINT 


"SAY 


t llt 


550 GOSUB 


5000 




560 TR=15 






570 PRINT 


"SAY 


lp til 


580 COSUB 


5000 




590 TR=16 






600 PRINT 


"SAY 


fQltt 


610 GOSUB 


5000 




620 TR=17 






630 PRINT 


"SAY 


IRIII 


640 GOSUB 


5000 




650 TR=18 






660 PRINT 


"SAY 


ts»" 


670 GOSUB 


5000 




680 TR=19 






690 PRINT 


"SAY 


|y Hi 


700 GOSUB 


5000 




710 TR=20 






720 PRINT 


"SAY 


»u MI 


730 GOSUB 


5000 




740 TR=21 






750 PRINT 


"SAY 


lyili 
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760 GOSUB 5000 

770 TR=22 

780 F-RINT "SAY H 1 " 

7VO f-OSCU 50 CC 

FC< TP.=23 

810 PRINT "SAY »X"» 

820 GOSUB 5000 

830 TR=2*t 

840 PRINT "SAY 'Y'" 

850 GOSUB 5000 

860 TR=25 

870 PRINT "SAY 'Z'" 

880 GOSUB 5000 

890 TR=26 

900 PRINT "SAY 'SPACE'" 

910 GOSUB 5000 

915 GOSUB3000 

920 CLS 

930 POKE 16526,3 

9^0 POKE 165*t7,AD 

9**5 PRINT@893/" !!,, 

9**6 POKE16192,140 

950 PRINT@2Q,"NEXT LETTER" 

960 X=USRC0) 

970 W=PEEKCTA> 

975 SK=0 

980 GOSUB 2000 

982 IF W=28 THEN 6000 

985 PRINT{as,W$ 

986 POKEC15361+S),140 

987 S$(S-832)=W$ 

988 IFSK=lGOTO950 
990 S=S+1 

995 IFS=89*t THEN 6000 
1000 GOTO 950 
2000 IFW=0 W$="A" 
2005 PRINT@100," " 
2010 IFW=1 W$="B« 
2020 IFW=2 W$="C" 
2030 IFW=3 W$="D" 
IFW=<* W$="E" 

W$="F" 

V>$="G" 

W$="H" 



20**0 
2050 
2060 



IFW=5 

IFW=6 

2070 IFW=7 

2080 IFW=8 W$="I" 
2090 IFW=9 W$="d" 

IFW=10 W$="K" 

IFW=11 W$="L" 

2120 IFW=12 W$="M" 
2130 IFWS13 W$="N" 

IF W=l«* W$="0" 

IFW=15 W$="P" 

2160 IFW=16 W$="0" 
2170 IFW=17 W$="R" 
2180 IFW=18 W$="S" 

IFW=19 W$="T" 

IFW=20 W$="U" 

2210 IFW=21 W$="V" 

2220 IFW=22 W$="W" 

2230 1FW=23 W$="X" 

22*f0 IFW=24 w$="Y" 

2250 IFW=25 W$="Z" 

2270 IF W=26 THEN W$=" " 

2280 IF W=27 GOSUB 4000 

2300 RETURN 

3000 TR=27 

3010 PRINT"SAY 'BACKSPACE'" 

3020 GOSUB 5000 

3030 TR=28 

3040 PRINT"SAY 'PRINT'" 

3050 GOSUB 5000 

3060 RETURN 



2100 
2110 



2140 
2150 



2190 
2200 
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4000 W$="" 

tfOOS PRINT@CS+l) # ,f " 

4010 S=S-1 

4015 SK=1 

4020 POKEC15360+S) / 140 

4030 RETURN 

5000 IF AD=112 THEN DD=28672 

5002 IF AD=176 THEN DD=45056 

5004 IF AD=240 THEN DD=61440 

5006 TA =DD+1018 

5008 IF DD. 32767 THEN TA«TA-65536 

5020 POKE 16526,0 

5030 POKE 16527, AD 

5040 POKETA,TR 

5050 X=USR(0) 

5060 IF PEEK(TA),.0 THEN GOTO 5090 

5070 RETURN 

5090 PRINT"ERROR" 

5100 GOTO 5020 

6000 A$=S$C0) 

6010 B$=S$CO 

6020 C$=S$C2) 

6030 D$=S$(3) 

6040 E$=S$C4) 

6050 F$=S$C5) 

6060 G$=S$(6) 

6070 H$=5$C7) 

6080 I$=S$C8) 

6090 d$=S$C9) 

6100 K$=S$C10) 

6110 L$=S$ClO 

6120 M$=S$C12> 

6130 N$=S$C13> 

6140 0$=S$C14) 

6150 P$=S$C15) 

6160 Q$=S$C16) 

6170 R$=S$(17) 

6180 T$=S$C18) 

6190 U$=S$(19) 

6200 V$=S$(20) 

6210 X$=S$C21) 

6220 Y$=S$C22) 

6230 Z$=$$(23) 

6240 A1$=S$C24) 

6250 B1$=S$<25) 

6260 C1$=S$C26) 

6270 D1$=S$(27) 

6280 E1$=S$(28) 

5290 F1$=S$(29) 

6300 G1$=S$C30) 

6310 H1$=S$C31) 

6320 I1$=S$(32) 

6330 U1$=S$(33) 

6340 K1$=S$C34> 

6350 L1$=S$C35) 

6360 M1$=S$C36> 

6370 N1$=S$C37) 

6380 01$=$$C38) 

6390 P1$=S$C39) 

6400 Q1$=S$(40) 

6410 R1$=S$C41) 

6420 S1$=S$C42) 

6430 T1$=S$(43) 

6440 U1$=S$C44) 

6450 V1$=S$C45> 

6460 W1$=S$C46) 

6470 X1*$=S$C47) 

6480 Y1$=S$(48) 

6490 Z1$=S$C49) 

6500 A2$=S$C50) 

6510 B2S=S$(5U 

6520 C2$=S$C52) 
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6530 D2$=S$C53) 

6510 E2$=S$C5D 

6550 F2$=S$C55> 

6560 G2$=S$C56) 

6570 H2$=S$C57) 

6580 I2$sS$C58) 

6590 U2$=S$(59) 

6600 K2$=S$(60) 

6610 L2$=S$C6D 

6620 M2$=S$C62) 

6630 LPRINTA$;B$;C$;D$;E$;F$;G$;H$;I$;d$;K$;L$;M$;N$;0$;P$;0$;R$; 

T$;U$;V$;X$;Y$;Z$;Al$;Bl$;Cl$;Dl$;El$;Fl$;Gl$/Hl$;Jl$;Kl$;Li$;Ml$; 

Nl$;01$;Pl$;qi$;Rl$;51$;Tl$;Ul$;Vl$;Wl$;Xl$;Yl$;Zl$;A2$;B2$;C2$;D2 

$;F2$;F2$;G2$;H2$;I2$;J2$;K2$;L2$;M2$ 

6610 CLS 

6650 $=832 

6660 PRINT(3fi93," !C " 

6670 GOTO950 

10000 PRINT'HTHIS PROGRAM CONSISTS OF A LEARNING AND AN" 

10010 PRINT"OPERATING PHASE. FIRST YOU MUST SPEAK ALL THE" 

10020 PRINT"LETTERS AND A FEW WORDS AS THEY ARE REQUESTED." 

10030 PRINT 

10010 PRINT" AFTER THIS TRAINING, YOU WILL BF ASKED" 

10050 PRINT"FOR THE NEXT LETTER. SAY THAT LETTER AND IT" 

10060 PRINT"SHOULD APPEAR AT THE BOTTOM OF THE SCREEN." 

10070 PRINT"IF IT DOES NOT APPEAR, SAY »BACKSPACE» AND THE" 

10080 PRINT"INCORRECT LETTER OR SPACE WILL BE REMOVED." 

10090 PRINT" SAY 'PRINT 1 TO CAUSE A LINE TO BE PRINTED." 

10100 PRINT 

10110 PRINT" IF YOU RUN INTO THE STAR AT THE END OF THE" 

10120 PRINTLINE, THE PROGRAM WILL CAUSE THE LINE TO PRINT" 

10130 PRINT"AUTOMATICALLY." 

10110 INPUT"HIT THE ENTER KEY TO CONTINUE"; RZ 

10150 CLS 

10160 GOTO 20 
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Chapter 12 
Basic Electronics 



To the uninitiated, the diagrams and strange little "bugs" found in 
electronic circuits are bewildering, but they need not be mysterious 
(see Fig. 12-1 for circuit elements). It is not difficult to build or 
understand circuits, but some preliminary concepts and information 
need to be presented to give you the knowledge you need to 
construct the projects in this book. Integrated circuits— ICs— are 
basic building blocks of complex devices. ICs can be thought of as 
"black box" devices— it is only necessary to know what comes out 
for certain inputs. It is no more necessary for you to understand the 
internal workings of a silicon chip than it is for a bus driver to 
understand the workings of a diesel engine. Digital integrated 
circuits take information, which is either high or low (positive 
supply voltage or negative supply voltage), and perform logical or 
mathematical operations. The pins on the IC may be classified in 
one of three ways. Either they are for power supply, for inputs, or 
for outputs. Integrated circuits need not be digital; some types are 
called linear. Linear ICs perform nondigital functions. An audio 
amplifier and a timer are examples of linear integrated circuits. 
Linear circuits may be connected to capacitors, resistors, poten- 
tiometers, crystals, and other such devices to control the operation 
of the circuit. Linear circuits have up to four types of pins: power 
supply, input, output, and control. Digital circuits, it should be 
pointed out, can directly control other digital circuits without the 
need for resistors, capacitors, and other components. 
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All electronic circuits require energy and for that reason some 
form of power supply must be provided. Some integrated circuits 
will tolerate little variance in the voltage supplied. Therefore, they 
must have a regulated direct current supply. Batteries provide 
smooth, ripple-free direct current (ripple is the bumps found in 
rectified alternating current, see Fig 12-2), but the voltage they 
supply changes with the energy being drawn by various devices and 
the voltage decreases as the battery is drained. Regulator inte- 
grated circuits (linear ICs) will take any reasonable voltage, such as 
9 volts from a battery, and regulate it to some lower voltage, such as 
5 volts. These are much simpler to design and use than the complex 
regulated supplies built a few years ago. A complete supply from an 
alternating source requires a transformer to reduce the voltage 
from the outlet to a lower level such as 12 volts. This alternating 
voltage can be converted to a rippled nonalternating voltage by the 
use of diodes. The ripple can be smoothed out with a capacitor and 
the raw dc (direct current) voltage can be applied to the input of an 
IC regulator. The regulator has an output pin and a ground; the 





Fig. 12-2. Alternating voltage before and after rectification. 
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ground is tied to negative for reference, and output is the regulated 
voltage supply. A small capacitor is often placed across the input 
and the output to ground to enable the IC to respond more rapidly to 
changes in the input or output. 

Regulator ICs, like many other linears, have a power rating 
(usually one amp or more) which indicates how much power they 
can handle. This rating assumes proper heat dissipation, a situation 
that occurs if the circuit is securely fastened to a piece of metal 
where the heat it generates can be carried away. Without this heat 
sink, the unit is good for only a fraction of its rating— perhaps 
one-tenth or less of what the specifications claim. 

IC PACKAGE 

Digital integrated circuits are primarily housed in dual inline 
packages (Fig. 12-3). This means that the devices are packaged in a 
rectangular piece of plastic or ceramic with wires protruding from 
the two longer sides. There is a standard numbering system that can 
be used to quickly find a desired pin (the wires coming from the IC 
are called pins). To use the numbering system, you must know 
whether you are looking at the top or bottom of the package. When 
holding the IC between your fingers, the pins will tend to stab one 
finger. The side with the sharp pins is the bottom. The side from 
which no pins protrude is the top. Viewed from the top, there is an 
indicator, usually a depression in the packing material toward one 
end. Also, there may be a dot used as an indicator. Unfortunately, 
some packages have a dot at one end and a depression at the other; 
the depression is always the indicator. Viewed from the top with the 
depression end pointing upward, pin number one is the uppermost 
wire on the left. Pin number two is the wire immediately below pin 
one. The numbering continues down the left side of the chip until 
there are no more wires on the left. At the point, go across the chip 
to the right and count upward. For a 14-pin circuit, the pins are 
numbered one through seven on the left, starting at the top and 
going down. They are numbered eight through fourteen on the right 
starting at the bottom and going up. A regrettable fact of life is that 
some aspects look different when the IC is viewed from the bottom. 
Wiring is done from the bottom and troubleshooting is usually done 
from the top; confusion is inevitable. 

DIAGRAMS 

Circuit diagrams may be drawn in many ways. The ones in this 
book include block diagrams showing the general concepts ac- 
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complished, and wiring diagrams showing the interconnections of 
all components. Logic diagrams indicating all logic functions per- 
formed are not practical due to the large number of functions 
performed by some of the microprocessor related circuits. The 
wiring diagrams are actually hybrid drawings showing some of the 
logic symbols and some logic blocks. Each logic unit on the diagram 
has a number inside the figure. That number represents the inte- 
grated circuit used and the commercial circuit type (number used to 
purchase the circuit or look it up in a technical reference manual). 
Some integrated circuits contain six or more logic gates, and these 
gates may be drawn separately, but they will all have the same 
number inside the figure— indicating that they are physically con- 
tained in the same package. The numbers outside the figure repre- 
sent pin numbers. Components such as resistors, capacitors, and 
transistors will also be shown. On these devices it will be necessary 
to examine the package they come in to determine which pin is 
which. Resistors are not polarity-sensitive and one lead is as good 
as another for wiring. The primary flow of diagrams is from left to 
right, though it is sometimes necessary to bring a signal back to the 
left after it has been created. 

LOGIC FAMILIES 

Digital logic integrated circuits are not all the same. There are 
several families of logic circuits that perform the same function in 
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nonidentical ways. For example, the supply voltage, energy con- 
sumption, speed, noise immunity, and cost of OR gates will vary, 
though all units will require one or more "true" inputs to yield a 
"ture" output. 

Two popular logic families are CMOS (complimentary metal 
oxide semiconductor) ant TTL (transistor-transistor logic). CMOS 
logic consumes very little power and usually accepts a wide range of 
power supply voltages, from 3 to 18 volts. A CMOS chip, operating 
from a 5-volt power supply has a minimum high (true) output 
voltage of 4.75 volts and a,maximum low (false) output voltage of .3 
volts. CMOS circuits tend to be static-sensitive and can be damaged 
if the pins are touched by someone who has scuffed his feet on the 
carpet. 

TTL logic consumes more power and tolerates the limited 
voltage supply range of 4.75 to 5.25 volts. Such a chip operating 
from a 5-volt power supply has a minimum high output voltage of 2.5 
volts and a maximum low output voltage of 1.5 volts. CMOS and 
TTL circuits can be used in the same circuits operating from a 5-volt 
power supply, but they may or may not communicate successfully 
with one another. TTL circuits have a greater output power capabil- 
ity and thus can drive larger loads than CMOS circuits, though 
neither can handle much. There are exceptions to the rules, some 
CMOS circuits are designed to interface with and accept TTL 
levels. External pull-up resistors can be used to pull TTL high 
levels up to an acceptable level for CMOS. 

Most processors are TTL compatible. The Z-80 and 8080 as 
well as the 1802 microprocessor interface directly to TTL memory 
circuits, because TTL memories are the most common and econom- 
ical. 

CONSTRUCTION AIDS 

When you build individual circuits, you must install sockets. 
Because wire wrapping is a fast method of building unique devices, 
sockets are mandatory for such construction. Although it is possible 
to wrap wire directly to the legs of integrated circuits, it is not wise 
to do so. If the circuit fails, swapping it becomes a monumental task 
of unwrapping, restripping or lengthening wires. Likewise, the 
chance of damaging of CMOS circuit with static electricity is mag- 
nified if it must be handled 15 or 20 times as opposed to merely 
inserting it in a wired socket once. The pins of integrated circuits 
are not very long and the amount left after they are inserted through 
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perforated board is minimal indeed, so it is rather difficult to make 
more than one connection on a pin. 

The disadvantages of sockets include cost, along with the 
potential failure of an IC pin to contact a socket pin. Unless the total 
circuit is to be subjected to drastic environmental changes that 
could cause things to shrink and expand, it is doubtful whether 
printed circuits could actually prove more reliable than sockets. 
Printed circuits are cheaper to build on a mass basis. Sockets are 
highly desirable if a circuit is built up on a printed circuit board 
because soldered chips are most difficult to remove. It is also 
difficult to solder integrated circuits into place without subjecting 
the pins to excessive heat, which may cause failure. 

Wire wrapping is a technique that greatly simplifies the con- 
struction of prototype circuits for the hobbyist. To build complex 
systems requires wiring connections from place to place. The old 
way of handling that situation was to cut a piece of wire, strip the 
ends, mechanically connect the two ends by bending or twisting the 
wire with pliers, and then apply solder— taking care not to create 
a cold solder joint or to overheat anything. In contrast, wire wrap- 
ping requires the use of small gauge wire (about #30) which is 
coated with a special insulation. This insulation can be easily 
stripped with a wire wrapping tool. There are two types of wire 
wrapping tools. The wire wrap pencil is manual and similar to the 
old mechanical system of wiring while the slit type tool involves a 
new technique and is much faster. The pencil requires taking the 
wire, cutting it and stripping the ends (easily accomplished by using 
a stripper built in the wiring pencil) then twisting four or five turns 
around whatever leads are to be connected. No soldering is re- 
quired, the connection provides low resistance, and the process is 
much faster than the strip-and-solder method. Stripping dispensers 
along with precut and stripped wire are available to make the 
method even more convenient. The wire size is small and cannot be 
used for large power-handling jobs. 

The slit type tool takes a pool of wire and feeds it down the 
center of a wrapping pencil. The tool must merely be rotated about 
the legs of a wire wrap socket four or five times (the tool slits the 
wire as it is rotated), then move on to the next point to be con- 
nected. When it is time to end the series of connections, a small 
lever is pushed on the slit pencil and the wire will be cut. This 
method is about six times as fast as the wiring pencil and the initial 
tool cost is modest. The disadvantage is that the tool must be used 
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on wire wrap sockets (sockets with square posts) or it will not slit 
the wire. It cannot be used to wire to the leg of a transistor or a 
resistor because it will not slit the insulation from the wire. The 
wiring pencil can be used for connections to components, so long as 
the component lead is not too large in diameter (anything works up 
to the size of leads on ^2-watt resistors). Wire wrap sockets along 
with the integrated circuits make a creation which is about three- 
quarters of an inch thick; if this is unacceptable (builting boards to 
fit in an Apple II computer, for example) there are other methods 
that use small wire and heat to remove the insulation, allowing for a 
thinner installation. 

There are numerous types of board on which you can mount 
electronic projects. A pre-drilled phenolic board, dilled with inte- 
grated circuit spacing, is ideal. Plug-in boards can be purchased at 
greater expense, but they serve no purpose unless you already have 
something for them to plug into. To mount the phenolic board to its 
housing (metal case, wood, plastic, etc.) drill holes in the phenolic 
and add standoffs. If standoffs are not readily available a small 
diameter bolt of appropriate length can be used with several nuts 
placed on the bolt to achieve the desired standoff distance. 

Another good tool for use in prototype construction is the 
modular integrated circuit breadboard socket (part #276-174 at 
Radio Shack) which will accept circuits directly into its holes. This 
socket has strips of commonly bussed holes (five common holes per 
IC pin spacing) which allow the placement of an integrated circuit 
and the addition of up to four wires leaving from that pin location. 
Solid wire from #22 to #30 can be used to interconnect pins. This 
hookup wire can be plugged into the holes and pulled out time after 
time, rapidly and without any special tools. Use of this breadboard 
unit allows for the building and testing of a design, then the rapid 
rearrangement of components to optimize the circuit (or make it 
work at all). 

Static electricity is hazardous to many semiconductors, par- 
ticularly CMOS and FET advices. Although modern integrated 
circuits are internally protected against static damage, they can be 
harmed, and care should be taken during handling and wiring. 
Static-sensitive components normally are packed in conductive 
foam; it is best to leave them in this foam until their final destination 
is prepared. Static electricity is most prevalent when the air is dry 
and physical objects are cool. Homes which are heated with forced- 
air are prime places for people (on a cold day) to scuff around and 
build up static charge. Possibly the best technique for static relief 
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(short of ripping out carpet and installing a humidifier) is to touch a 
large metal object and discharge immediately before contacting 
static-sensitive devices. 

ELECTRICAL RULES 

For those not well versed in electricity, the next section 
explains Ohm's law and a few basic concepts that are important to 
an understanding of why odd little components are sprinkled about 
in electronic circuits (see Table 12-1). 

V=IR, voltage is equal to current multiplied by resistance. 
That is Ohm's law and the essence of electrical engineering. Using 
algebra, there are two variations on that formula, I=V/R and 
R=V/L Before proceeding, an explanation is due concerning volt- 
age, current, and resistance. Voltage is the potential force that will 
be used to cause action to occur. Imagine separating all men and all 
women; taking the men to one hill and the women to another hill 
miles away. For the men and women to get together requires 
desire; the greater the separation, the greater the desire required if 
they are to meet in the center. This is the concept of voltage. 
Voltage is the desire of electrons to get together with protons. The 
greater the separation, the greater the voltage. Consider the sepa- 
rated men and women again. Imagine a huge impenetrable ocean 
separating the sexes. That is the concept of resistance. Resistance is 
the blockage or bottlenecking of the flow of electrons. If the resis- 
tance is infinite, no electrons can flow and nothing happens; the 
voltage (potential) is preserved and nothing happens. Back to the 
example, allow one small ship to be released on the ocean; some 
men and women would leave their lands and join the others, but it 
would be a slow process. This is the analogy to current, the flow of 
electrons across the resistance. The less the resistance (more 
ships) the greater the flow (current). Given this analogy, you can 
see that a circuit must have resistance or there will be chaos— a 
large current flow and collapse of voltage. 



Table 12-1. Formulas. 



V=IR V=Voltage 
l=Currerrt 
R= Resistance 
NV/R 
R=V/I 

p=l 2 R p=power 
R(series)=R1 + R2 + R3 
R(parallelH(R1) (R2) (R3)) /(R1 + R2 + R3) 
C=Capacitance: 

C{parallei)=C1 + C2 + C3 

C(series)= <(C1) (C2) (C3)) /(C1 + C2 + C3) 
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One other formula is important, P=I 2 R or power is equal to 
current times current times resistance. This formula is used to 
determine the power-handling requirements of various compo- 
nents. Power is measured in watts. Using the formula developed in 
the last paragraph, R=V/I and substituting that in P=I 2 R, you come 
up with the formula P=(I 2 ) (V/I) which reduces to P=VI or power 
equals voltage times current. When you install a resistor it is 
necessary to know what resistance to select (how many ohms) and 
what physical size (how many watts). Given the voltage supplied to 
a circuit and measuring the ohms, you can find the amps flowing in 
the area by using the formula 1= V/R. With the current known it is 
possible to determine the power which will be dissipated by the 
resistor using P=I 2 R because I and R are known. Any wattage equal 
to higher than the calculated value will be sufficient. Note that the 
rating of the resistor is a value defined for free-air placement. Few 
resistors have that sort of air circulation, as they are normally 
confined on one side to a board. Thus a V^-watt resistor mounted 
against a board will not continuously tolerate one-half watt. 

Resistors come in standard values and it is not always possible 
to purchase the value needed for a particular design. When this 
occurs, you have to combine available resistors to create the proper 
effective value. Resistors placed in series add mathematically; in 
other words a 100 ohm resistor in series with a 37 ohm resistor 
yields an effective resistance of 137 ohms. Resistors placed in 
parallel have an effective resistance equal to the product of the 
resistors divided by their sum. For example, 3 ohms paralleled with 
5 ohms paralleled with 2 ohms is equal to: 3 times 5 times 2 divided 
by 3 plus 5 plus 2 or 30 divided by 10 for a total resistance of 3 ohms. 
The power capability required of each resistor is still calculated 
using P=I 2 R after using 1= V/R to determine the current flow. When 
dealing with a series combination of resistors, the voltage across 
each resistor is not equal to the total power supply voltage. The 
voltage across the resistors divides in proportion to the relative 
resistance of each unit. With a 5-volt power supply connected 
across a series combination of a 3.5 ohm resistor and a 1.5 ohm 
resistor; there would be 3.5 volts developed across the 3.5 volt 
resistor and 1.5 volts across the 1.5 ohm resistor. 

Capacitors are often seen in circuits, and they can be used to 
accomplish numerous tasks. A capacitor is an energy storage de- 
vice, it allows electrons to pile up or be released, depending upon 
whether the rest of the circuit is rising in voltage or falling. As a 
filter in power supplies, the capacitor charges when rectified alter- 
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nating voltage rises and it discharges when the alternating voltage 
falls. The release of energy when the alternating wave is falling fills 
in the gap and creates a flatter waveshape. If the capacitor is large 
enough, the rectified wave will be almost as smooth as voltage from 
a battery. Stray voltage spikes can be induced into circuitry by the 
arching of brush type motors (sewing machines, for example) or 
other noise sources. These high stray voltages can damage inte- 
grated circuits or fool them into thinking a legitimate pulse has 
occurred. Voltage cannot rise rapidly across a capacitor unless that 
voltage is supported by a large amount of energy (high current); 
thus noise spikes , though large in voltage, will collapse to negligible 
values when placed against capacitors. For this reason, capacitors 
are frequently employed at various points to "eat" noise. 

Capacitors may be manufactured from various materials and 
the different types vary in cost, reliability, temperature stability, 
storage capacity, and polarization. Some capacitors will accept 
positive or negative voltage on either terminal and they are known 
as nonpolarized capacitors. This type is frequently found on re- 
frigerator motors and other alternating current devices. Polarized 
capacitors accept positive voltage on one end and negative on the 
other; they are not to be reversed or they will quickly fail. These are 
typically found in direct current applications where polarity is 
controlled, such as electronic circuits, power supplies in particular. 
The polarity marking is usually a band near the end where positive 
voltage is to be applied. Some manufacturers ring the unit with 
minus signs and arrows pointing to one end; that is the end which 
should have negative voltage applied to it. 

Capacitors add directly in parallel; a 30 microfarad capacitor 
and a 15 microfarad capacitor in parallel have a combined capaci- 
tance of 45 microfarads. In series they combine by using the project 
of the units divided by the sum. With the 30 and 15 units, the series 
combination would equal 30 times 15 (450) divided by 30 plus 15 
(45) for a total of ten microfarads. 

Soldering, if it is deemed necessary, should be done with the 
lowest wattage iron possible. The joint (not the solder) should be 
heated with the iron and the solder should be placed against the joint 
until it melts and is drawn into the connection. Solder should not be 
used to make connections; the connections should be physically 
good before the iron is brought near. Solder merely secures the 
joint. Cold solder joints are dull-appearing spots where the hot 
solder was dropped onto the connection; this type of joint may not 
work or function electrically. 
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A permanent black marking pen can be used to denote inte- 
grated circuit numbers upon the back of perforated boards during 
wiring. Placing a dot in the position of the number one pin will help 
eliminate the confusion that occurs when trying to convert from the 
top to bottom views of data sheets or schematics. 

A list of parts suppliers is given at the back of this book. They 
offer the types of parts and tools needed to begin electronic con- 
struction. Also listed are several magazines which carry excellent 
advertisements and articles. 

SOFTWARE 

Software is a necessary concern when dealing with computer 
systems. Software is a set of instructions which tell the hardware 
(physical circuitry) what to do. There are numerous "languages" 
which may be used to program computers, BASIC, FORTRAN, 
COBOL, and many others. Thse are high-level languages, because 
they accept English language instructions such as JUMP and 
GOTO. Assembly language is a lower-level language. Assembly- 
language programming uses codes like LDA which represent a 
processor operation. Assembly language does not directly support 
complicated operations, such as multiplying numbers or calling 
subroutines. Numerous codes must be combined to achieve the 
same goal which a single high-level instruction could accomplish. 
The bottom level of software is machine-language programming. 
Machine language is the actual code used by the integrated circuit to 
perform its tasks. Although it is the lowest level language, it is also 
the most difficult to use; but it is the only one that does not require 
other programs to make it work. BASIC for example, is a program 
contained (usually) in read only memory (ROM) within a com- 
puter such as the TRS-80. Upon receipt of a command such as 
GOTO, the program determines that actions are necessary to ac- 
complish that goal and does all the necessary machine-language 
manipulations to accomplish the task. Machine-language program- 
ming is dependent entirely upon the type of microprocessor inte- 
grated circuit used; the instruction sets (that tell the microproces- 
sor exactly what to do) vary from unit to unit. 

A reasonable question to ask would be, "Why does anyone 
want to program in machine language?" There are many reasons for 
doing so. First, machine language is fast. All other languages ulti- 
mately must arrive at machine code to run; the "middleman" is 
eliminated if high-level languages are not used. Machine language is 
up to 300 times faster than BASIC, an important factor when dealing 
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with graphics or rapidly occurring events. Machine language can be 
used to write programs that occupy a minimal amount of memory 
space— an important consideration when trying to save money on 
hardware (extra memory costs more). Machine language is an 
excellent learning tool; anyone who can program in machine code 
can easily master the more simple higher languages. 

Speech recognition, particularly continuous recognition and 
speaker-independent recognition, will require rapid processing of 
significant quantities of data. The fastest handling of this data will be 
through machine language programming. An understanding of these 
principles will enable the designer to take in and put out information 
in whatever form is most convenient. Knowing how to write this 
type of program will enable the experimentalist to built inexpen- 
sive dedicated computer systems for burglar alarms, toys, test 
equipment, speech recognizers, or anything that you can imagine. 

Before delving into the specifics of the 1802 microprocessor 
instructions, there are several fundamental concepts that must be 
covered. The hexadecimal numbering system is used for instruc- 
tions and memory location identification rather than base ten num- 
bers. Base ten numbers are the ones used in everyday life, seven 
plus seven equals 14 and the like. Base ten numbers are set up on a 
multiples-of-ten basis. Perhaps you have heard statements such as 
"His salary is in the six-figures range." That would mean that the 
person being referred to earns more than $ 100,000. Each digit in the 
base ten system represents ten times as much as the digit im- 
mediately to the right. Consider the number 439; it is composed of 
four times 100 plus three times ten plus nine times one. Hexadeci- 
mal, or base 16, is not so easy to handle mentally, but it is a logical 
system for handling digital data. Because a digital bit (the smallest 
amount of information a computer can record) can be only high or 
low in voltage (one or zero) it has but two states. Everything must 
be based upon a system which in its natural state utilizes multiples 
of two. A system based upon multiples of two is called the binary 
system. The binary system is inconvenient to use because of the 
length of the numbers. To establish the number 55,000 (base ten) in 
binary (base two) would require 16 digits. To avoid long numbers, 
yet remain consistent with the multiples of two, the hexadecimal 
system was devised. Four binary bits have a maximum number of 
possible distinct combinations equal to 16 (base ten). These num- 
bers are represented in the hex system as shown in Table 12-2. 
Note that hex numbers are identical to base ten numbers until ten 
(base ten) is reached, then we have A. B represents 11, C repre- 



107 



Table 12-2. Numbering Systems 


Base Ten 


Base Sixteen 








1 


1 


2 


2 


3 


3 


4 


4 


5 


5 


6 


6 


7 


7 


8 


8 


9 


9 


10 


A 


11 


B 


12 


C 


13 


D 


14 


E 


15 


F 


16 


10 


Decimal numbers are constructed as in the example below: 


14328 = 




1 x 10,000 plus 


4B37= 


4 x 1,000 plus 


4 x 4,096 plus 


3 x 100 plus 


B x 256 plus 


2 x 10 plus 


3 x 16 plus 


8x1. 


7x1. 



sents 12, D represents 13, E represents 14, and F represents 15. 
Zero is the sixteenth number in the system just as zero is the tenth 
number in the base ten system. A factor which is certain to cause 
confusion when dealing with computers is the place where number- 
ing starts. To find the fifth memory location physically within a 
system, look for address location four— remember that the first 
memory location is address location zero. 

Most common microprocessors are eight-bit machines. This 
means that they manipulate eight bits at one time. Eight bits can be 
represented by two binary groups of four or by two hexadecimal 
numbers. The hex system will be used. Computers are not very 
smart; they can only do a few very simple tasks. They can move bits 
around from one place to another, they can add in binary, and they 
can compare two numbers and tell which is greater or if the two are 
equal. That is about it. Everything else from space war games, to 
complex math, to industrial control, depends upon the ability of 
someone to reduce complex problems to these very simple manipu- 
lations. 
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Chapter 13 
1802 Microprocessor Instructions 



The 1802 microprocessor integrated circuit was chosen for this 
recognizer because it is well suited for control applications. Other 
types are better suited for math just as some are best for operating 
color graphics on televisions. Most microprocessor circuits can be 
adapted to most projects; the speed of operation and difficulty of 
programming will be influenced by the microprocessor chosen. 
Please note that the instruction set given here and the program 
listed will not work for any type of microprocessor other than the 
1802. 

The internal register arrangement of the 1802 is shown in Fig. 
13-1. The number of bits handled by each register is also shown. 
There are 16 general-purpose 16-bit registers, R(0).l through 
R(F).l. Because this is an eight-bit microprocessor, it can handle 
only eight bits at a time, not 16. These 16 registers are therefore 
broken down into 32 eight-bit registers. The registers are nonethe- 
less often used in groups of two with the ending designation (R(?) .1 
referring to the high-order eight bits and the designation (R?).0 
referring to the low-oreder eight bits. The "?" in the parentheses 
could be any hexadecimal number from to F. These registers can 
be used to store information or to point to memory locations. The 
1802 (as most microprocessors) will readily address up to 64,000 
eight-bit groups or bytes of memory. Recall that 16 bits are neces- 
sary to define a unique location from a group of over 64,000. Any of 
these 16-bit register pairs can be sequentially placed (eight bits at a 
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8 
BITS 



8 
BITS 



R(0).1 


R (0).0 


R (1).1 


R (1).0 


R (2).1 


R (2).0 


















































































i 


^ 


r 


R(E).1 


R(E).0 


R(F).1 


R(F).0 



8 BITS 



4 BITS 



4 BITS 



8 BITS 



I 


N 



[1dF(1BIT) 
[]Q(1BIT) 

MIE(1BIT) 



Fig. 13-1. 1802 register arrangement. 
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time) on the memory address lines to define a specific spot in 
memory. These 16 bits can also be placed in the 16-bit A register 
where they may be increased or decreased one number at a time. 
Form the A register they can be returned to the register from which 
they came or placed in another register. Registers N, P, and X are 
four-bit registers which hold a binary code equivalent to one digit of 
a hexadecimal number. This binary code is usd to refer to one of 
the 16-bit register paris. Register T is a temporary eight-bit regis- 
ter. I is a four-bit register used along with the N register to hold the 
code being executed Note that the N register may act as a special 
code, depending upon the instruction being input The D register is 
the primary place where comparisons occur and through which 
information is usually passed The ALU (arithmetic- logic-unit) is an 
eight-bit unit which performs arithmetic and logic operations. It 
takes the byte in the D register and a byte on the data bus (obtained 
from memory), performs its function and places the result in the D 
register. A single-bit register DF is set to 1 or depending upon 
whether a carry, no carry, no borrow, or borrow has occurred Q is a 
flip-flop which can be set high or low and can be tested (asked 
whether it is high or low) by proper instruction command IE is the 
interrupt enable flip-flop which may be used to allow or disallow 
interrupts. There are 93 primary instructions listed in Table 13-1. 
These are broken into nine groups: memory reference, register 
operations, logic operations, arithmetic operations, short branch, 
long branch, skip, control, and input-output Each group and instruc- 
tion will be described in the following pages. 

MEMORY REFERENCE 

The memory reference group is used to get information into 
and out of memory locations. A typical computer has an operating 
program to direct all activities. This is normally placed in some 
form of permanent memory, which cannot be accidentally written 
upon. Unless the system is dedicated to perform a very specific task 
without processing input information, there will be volatile memory 
which may be written into, erased, and changed at wilL Where these 
two types of memory are located is dependent upon the physical 
construction of the system. Frequently, the operating program fills 
the lower numbered spaces in memory while the RAM is located in 
the upper parts. Part of the operating program (a few bytes) must be 
placed in the lowest part of memory. When the computer system is 
turned on, it will begin to sequence through memory, starting at the 
lowest possible address. Whatever it finds in the lowest spot will be 
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Table 13-1. 1802 Primary Instruction Set. 

INSTRUCTION CODE OPERATION 

Memory Reference 



LOAD VIA N 


ON 


M(R(N})>D; 


FOR N NOT 


LOAD ADVANCE 


4N 


M(R(N)>*D; 


R(N)+1 


LOAD VIA X 


FO 


M(R(X)>*D 




LOAD VIA X AND ADVANCE 


72 


M(R(X)>*D; 


R(X)+1 


LOAD IMMEDIATE 


F8 


M(R(P)>»D; 


R(P)+1 


STORE VIA N 


5N 


D*M(R(N)) 




STORE VIA X AND 


73 


D-»M(R(X)); 


R(X)-1 


DECREMENT 








Register Operations 




INCREMENT REGISTER N 


IN 


R(N)+1 




DECREMENT REGISTER N 


2N 


R(N)-1 




INCREMENT REGISTER X 


60 


R(X)+1 




GET LOW REG N 


8N 


R(N).0^D 




PUT LOW REG N 


AN 


D*R(N).0 




GET HIGH REG N 


9N 


R(N).HD 




PUT HIGH REG N 


BN 


D*R(N).l 




Logic Operat 


ions 




OR 


Fl 


M(R(X)) OR 


D*D 


OR IMMEDIATE 


F9 


M(R(P)) OR 


D*D; R(P) + 1 


EXCLUSIVE OR 


F3 


M(R(X)) XOR D*D 


EXCLUSIVE OR IMMEDIATE 


FB 


M(R(P)) XOR D*D; R(P) + 1 


AND 


F2 


M(R(X)) AND D*D 


AND IMMEDIATE 


FA 


M(R(P)) AND D*D; R(P)+1 


SHIFT RIGHT 


F6 


SHIFT D RIGHT, LSBCD^DF. 






0*MSB(D) 




SHIFT RIGHT WITH 


76 


SHIFT D RIGHT, LSB(D>DF. 


CARRY 




DF^MSB(D) 




RING SHIFT RIGHT 








SHIFT LEFT 


FE 


SHIFT D LEFT, MSB(D)*DF. 






0-»LSB(D) 




SHIFT LEFT WITH 


7E 


SHIFT D LEFT, MSB(D>DF § 


CARRY 




DF*LSB(D) 




RING SHIFT LEFT 









Arithmetic Operations 



ADD 

ADD IMMEDIATE 
ADD WITH CARRY 
ADD WITH CARRY 

IMMEDIATE 
SUBTRACT D 
SUBTRACT D IMMEDIATE 
SUBTRACT D WITH 

BORROW 
SUBTRACT D WITH 

BORROW, IMMEDIATE 
SUBTRACT MEMORY 
SUBTRACT MEMORY 

IMMEDIATE 
SUBTRACT MEMORY WITH 

BORROW 
SUBTRACT MEMORY WITH 

BORROW, IMMK1HATP. 



F4 M(R(X)) ♦ D*DF,D 

FC M(R(P)) ♦ D*DF, Dj R(P)+1 

74 M(R(X)) ♦ D ♦ DF*DF,D 
7C M(R(P)) * D ♦ DF*DF,D 

R(P) + 1 

F5 M(R(X))-D*DF,D 

FD M(R(P))-D-»DF, D; RCP)+1 

75 M(R(X))-D-(NOTDF)*DF, D 

7D M(R(P))-D-(NOT DF)->DF, D; 

R(P) ♦ 1 
F7 D-M(R(X)>*DF, D 
FF D-M(R(P))-»DF, D; 

R(P) + 1 
77 D-M(R(X))-(NOT DF)*DF, D 

7F D-M(R(P))-(NOT DF>DF, D 
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Table 13-1. Continued from page 112. 

Branch Instructions- -Short Branch 



SHORT BRANCH 30 

NO SHORT BRANCH 38 

SHORT BRANCH IF D-0 32 

SHORT BRANCH IF 3A 

D NOT 

SHORT BRANCH IF DF-1 33 

SHORT BRANCH IF POS 

OR ZERO 

SHORT BRANCH IF EQUAL 

OR GREATER 

SHORT BRANCH IF DF-0 3B 

SHORT BRANCH IF MINUS 

SHORT BRANCH IF LESS 



SHORT BRANCH 


IF Q-I 


31 


SHORT BRANCH 


IF Q-0 


39 


SHORT BRANCH 


IF EF1-1 


34 


(1-Vss) 






SHORT BRANCH 


IF EF1-0 


3C 


(O-Vcc) 






SHORT BRANCH 


IF EF2-1 


35 


(1-Vss) 






SHORT BRANCH 


IF EF2-0 


3D 


(O-Vcc) 






SHORT BRANCH 


IF EF3-1 


36 


(1-Vss) 






SHORT BRANCH 


IF EF3-0 


3E 


(O-Vcc) 






SHORT BRANCH 


IF EF4-1 


37 


(1-Vss) 






SHORT BRANCH 


IF EF4-0 


3F 


(O-Vcc) 






Branch Instn 


ucti< 


LONG BRANCH 




CO 


NO LONG BRANCH 


C8 


LONG BRANCH IF D-0 


C2 


LONG BRANCH IF D NOT 


CA 


LONG BRANCH IF DF-1 


C3 



LONG BRANCH IF DF-0 CB 
LONG BRANCH IF Q-l CI 
LONG BRANCH IF Q-0 C9 



M(R(P))-*R(P).0 

R(P) + 1 

IF D-0, M(R(P))*R(P).0 

ELSE R(P) + 1 

IF D NOT 0, M(R(P)>*R(P).0 

ELSE P(P) + 1 

IF DF-1, M(R(P))*R(P).0 

ELSE R(P) + 1 



IF DF-0, M(R(P))-*R(P).0 
ELSE R(P) ♦ 1 

IF Q-l, M(P(P))-»R(P).0 

ELSE R(P) + 1 

IF Q-0, M(R(P)>R(P).0 

ELSE R(P) + 1 

IF EF1-1, M(R(P))-»R(P),0 

ELSE R(P) +1 

IF EF1-0, M(R(P)}*R(P).0 

ELSE R(P) + 1 

IF EF2-1, M(R(P))*R(P).0 

ELSE R(P) + 1 

IF EF2-0, M(R(P)>»R(P).0 

ELSE R(P) + 1 

IF EF3-1, M(R(P))*R(P),0 

ELSE R(P) + 1 

IF EF3-0, M(R(P)>>R(P).0 

ELSE R(P) ♦ 1 

IF EF4-1, M(R(P))+R(P).0 

ELSE R(P) ♦ 1 

IF EF4-0, M(R(P)}*R(P).0 

ELSE R(P) ♦ 1 



M(R(P))*R(P),1 

M(R(P) ♦ 1>»R(P).0 

R(P) ♦ 2 

IF D-0, M(R(P))-*R(P).l 

M(R(P) ♦ 1)*R(P),0 

IF D NOT 0, M(R(P))-»R(P), 

M(R(P) ♦ 1)*R(P).0 

IF DF-1, M(R(P))-»R(P).l 

M(R(P) + 1)*R(P),0 

ELSE R(P) + 2 

IF DF-0, M(R(P))-*R(P).l 

M(R(P) + 1)-»R(P).0 

ELSE R(P) ♦ 2 

IF Q-l, M(R(P))*R(P).l 

M(R(P) ♦ 1>*R(P).0 

ELSE R(P) + 2 

IF Q-0, M(R(P)>*R(P).l 

M(R(P) + 1>R(P).0 

ELSE R(P) ♦ 2 



Skip Instructions 



SHORT SKIP 
LONG SKIP 
LONG SKIP IF 



D-0 



LONG SKIP IF D NOT 



38 R(P) + 1 
C8 R(P) + 2 
CE IF D-0, R(P) ♦ 2 

ELSE CONTINUE 
C6 IF D NOT 0, R(P) 

ELSE CONTINUE 



+ 2 
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Table 13-1. Continued from page 113. 



LONG SKIP 


IF DF«1 


CF 


IF DF-1. R(P) ♦ 2 










ELSE CONTINUE 


LONG SKIP 


IF 


DF-0 


C7 


IF DF-0, R(P) ♦ 2 
ELSE CONTINUE 


LONG SKIP IF Q-l 


CD 


IF Q«l, R(P) ♦ 2 


* 








ELSE CONTINUE 


LONG SKIP 


IF 


Q-0 


CS 


IF Q-0, R(P] 


> ♦ 2 










ELSE CONTINUE 


LONG SKIP 


IF 


IE-1 


CC 


IF IE«1, RlP) ♦ 2 
ELSE CONTINUE 






Control Instructions 




IDLB 






00 


WAIT FOR DMA OR 
INTERRUPT; M(R(0)>»BUS 


NO OPERATION 




C4 


CONTINUE 




SET P 






DN 


N*P 




SET X 






EN 


N-»X 




SET Q 






7B 


1-Q 




RESET Q 






7A 


0*Q 




SAVE 






78 


T*M(R(X)) 




PUSH X»P TO STACK 


79 


(X.P)Vr; (X t P)*M(R(2)) 










THEN P*X; R(2)-l 


RETURN 






70 


M(R(X)WX,P); R(X) ♦ 3 

1-*IE 

M(R(X)MX t P); R(X) ♦ 1 

0*IE 


DISABLE 






71 






Input - 


-Output Byte Transfer 




OUTPUT 1 






61 


M(R(X))*BUS 
N LINES ■ 1 


► R(X) «• 1; 


OUTPUT 2 






62 


M(R(X))*BUS 
N LINES - 2 


R(X) ♦ It 


OUTPUT 3 






63 


M(R(X))*BUS 
N LINES - 3 


*(X) ♦ l; 


OUTPUT 4 






64 


M(R(X))-»BUS 
N LINES - 4 


R(X) ♦ 1; 


OUTPUT 5 






65 


M(R(X))-BUS 
N LINES « 5 


R(X) ♦ 1; 


OUTPUT 6 






66 


M(R(X))*BUS 
N LINES - 6 


R(X) ♦ 1; 


OUTPUT 7 






67 


M(R(X))*BUS 
N LINES - 7 


R(X) ♦ 1; 


INPUT 1 






69 


BUS-*M(R(X)) 
N LINES • 1 


BUS*D; 


INPUT 2 






6A 


BUS*M(R(X)) 
N LINES • 2 


BUS»D; 


INPUT 3 






6B 


BUS*M(R(X)) 
N LINES - 3 


; BUS*D; 


INPUT 4 






6C 


BUS*M(R(X)) 
N LINES - 4 


BUS*D; 


INPUT 5 






6D 


BUS*M(R(X)) 
N LINES - 5 


BUS-D; 


INPUT 6 






6E 


BUS+M(R(X))< 
N LINES « 6 


BUS*D; 


INPUT 7 






6F 


BUS*M(R(X))' 
N LINES » 7 


BUS*D; 



assumed to be an instruction. It is therefore necessary that the first 
byte in the system be an instruction. That instruction could be 
merely a command to jump somewhere else and find the program, 
but such is infrequently the case. 
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The first instruction, LOAD VIA N takes a memory byte and 
loads it into the D register. Register N is a hexadecimal value from 1 
to F (0 is not allowed; it conflicts with another instruction) and it 
determines which general purpose register pair is the data pointer. 
Suppose the value of N is 3; then the 16 bits in register pair R(3).l 
and R(3).0 define the address of a memory location. Whatever is in 
that memory location will be moved to register D. 

LOAD ADVANCE does the same thing as LOAD VIA N with 
one additional function. It takes the 16 bits in the general-purpose 
register pair and adds one to the total after it has placed the data in 
D. 

LOAD VIA X takes a memory byte and loads it into the D 
register. The hexadecimal number is the X register that determines 
which register pair will contain the address of the memory byte to 
be moved. This differs from LOAD VIA N in that the instruction 
itself in LOAD VIA N determined which register pair would be the 
memory location pointer. The value in the X register has to be set 
with another instruction. 

LOAD VIA X AND ADVANCE does the same as LOAD VIA X 
with one additional function. It takes the 16 bits in the general- 
purpose register pair and adds one to the contents of that register 
pair after moving the memory byte to the D register. It does not 
increase the value of the number stored in the X register. 

LOAD IMMEDIATE takes the memory byte pointed to (the 
next byte in sequence in the operating program) and moves it into 
the D register. Register P is incremented by one so that the next 
byte it examines (in sequence in the operating program) will be an 
instruction. 

STORE VIA N takes the contents of the D register and places 
those contents into memory. The value of N determines which 
general register pair is used to point out a memory address into 
which the value from D will be stored. The contents of the D 
register do not change. 

STORE VIA X AND DECREMENT takes the contents of the 
D register and places those contents into memory. The memory 
location is determined by the contents of a general register pair; the 
hexadecimal number in register X defines the register pair (0 to F) 
that will point to the memory location. After placing the value from 
register D into memory, the contents of register D remain un- 
changed. The contents of the general register pair (the address of 
the memory location where the byte was stored) is decreased by 
one count. 
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REGISTERS 

The next group of instructions allows for manipulations of the 
general-purpose registers. The manipulations include increasing or 
decreasing the numbers in the general purpose registers. These 
instructions also allow the programmer to put numbers into the 
registers or take them out It needs to be noted here that all 
numbers going into or out from the registers must go through the D 
register. 

INCREMENT REG N causes the value within a general- 
purpose register to be increased by one unit. The value of the N 
register determines which register pair is to be incremented. This 
instruction applies to the register pair, not to memory. 

DECREMENT REG N causes the value within a general- 
purpose register to be decreased by one unit. The value of the N 
register determines which register pair is to be decremented 

INCREMENT REG X causes the value within a general- 
purpose register to be increased by one unit. The value within the X 
register determines which register pair is to be incremented. 
Another instruction is required to set a value in the X register which 
will be used to point to the general-purpose register that this 
instruction increments. 

GET LOW REG N takes the value stored in a low-order 
member of a register pair and places that value into the D register. 
The value of the N register determines which register pair is being 
considered; the instruction itself defines the transfer to be the eight 
bits of the lower order into the D register. 

PUT LOW REG N takes the number stored in register D and 
places the value in the low order member of a general register pair. 
The value of register N determines which register pair will have its 
low-order member replaced by the value that is in register D. 
Register D remains unchanged throughout this operatioa 

GET HIGH REG N take the value stored in a high-order 
member of a register pair and places that value into the D register. 
The value of the N register determines which register pair is being 
considered; the instruction itself defines the transfer to be the eight 
bits of the lower order into the D register. 

PUT HIGH REG N takes the number stored in register D and 
places that value in the high-order member of a general register 
pair. The value of register N determines which register pair will 
have its low-order member replaced by the value that is in register 
D. Register D remains unchanged throughout this operatioa 
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LOGIC 

Logic operations are used to perform manipulations utilizing 
logic functions, or to test specific bits in a byte or to alter the 
structure of a byte. 

OR performs the logical or function with two eight-bit 
operands. One operand is the byte stored in the D register, and the 
other operand is a memory byte. The memory byte's address is 
found in a general register pair, the pair defined by the hexadecimal 
digit stored in the X register. Each bit of one byte is compared to the 
corresponding bit of the other byte; if either bit is high, then the 
output bit for that location will be high. The result of this compari- 
son is placed in the D register. 

OR IMMEDIATE takes the data in register D and compares it 
with the next byte in the program sequence. The two bytes are 
given a corresponding bit by bit OR comparison and the result of the 
comparison is placed in the D register. The contents of the program 
counter are incremented by one. The program counter is a 
general-purpose register pair, the one designated by the four-bit 
register P. The number contained within this general-purpose reg- 
ister pair is the address of the memory location containing instruc- 
tion byte of the program being run. This instruction is a two-byte 
instruction; the first byte tells the 1802 that the next byte in the 
program is not an instruction but rather information to be compared. 
The contents of the program counter always advance one count after 
executing an instruction; but the program counter must advance 
once (automatically) and once by force of the instruction to reach the 
next instruction in sequence. 

EXCLUSIVE OR performs the exclusive or logic function upon 
two eight-bit operands. One operand is the byte stored in the D 
register and the other operand is a memory byte. The memory 
byte's address is found in a general register pair, the pair defined by 
the hexadecimal digit stored in the X register. Each bit of one byte 
is compared to the corresponding bit of the other byte; if one and 
only one bit is high then the output bit for that location will be high. 
The result of this comparison is placed into the D register. 

EXCLUSIVE OR IMMEDIATE is very similar to EXCLU- 
SIVE OR, the difference being in the location of the two bytes to be 
compared. For this instruction, one byte is found in the D register 
while the other byte to be compared is found as the next byte in the 
program sequence. The contents of the program counter (general- 
purpose register pair) must be incremented by one because this is a 
two byte instruction. 
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AND takes two bytes and performs the logical and function, bit 
by bit on corresponding bits. The and function merely states that 
both bits must be high if the output is to be high. One of the two 
bytes being compared is found in the D register, the other is in a 
memory location whose address is in a general purpose register 
pair. ITie contents of register X point to the general purpose 
register pair which points to the memory location of the memory 
byte. The results of this AND operation are placed into the D 
register. 

AND IMMEDIATE is the same as the AND function except 
that the bytes come from a different location and the program 
counter is incremented by one count. One of the two bytes comes 
from the D register while the other is the byte found next in the 
program sequence. The results are placed into the D register and 
the general-purpose register pair used as the program counter is 
incremented once because this is a two-byte instruction. 

SHIFT RIGHT takes the contents of the D register and shifts 
the bits right one position. The rightmost bit (least significant bit) is 
moved into the DF register. The leftmost bit (most significant bit) 
has a zero shifted into its place. 

SHIFT RIGHT WITH CARRY-RING SHIFT RIGHT takes 
the contents of the D register and shifts the bits right one position. 
The rightmost bit is moved into the DF register, and the bit 
formerly in the DF register is moved into the leftmost bit of the D 
register. In other words, nine bits are being handled and are moving 
in a ring, the ninth bit being whatever is in the DF register. 

SHIFT LEFT takes the contents of the D register and shifts 
the bits left one position. The leftmost bit (most significant bit) is 
moved into the DF register. The rightmost bit (least significant bit) 
has a zero shifted into its place. 

SHIFT LEFT WITH CARRY-RING SHIFT LEFT takes the 
contents of the D register and shifts the bits left one position. The 
leftmost bit is moved into the DF register and the bit formerly in the 
DF register is moved into the rightmost bit of the D register. 

ARITHMETIC 

The next group of instructions to be considered is the arith- 
metic group. All that can be done is to add or subtract bytes, but all 
other functions can be created by manipulating these and the logic 
functions. 

ADD takes the contents of the D register and adds that to a 
byte from memory. The memory location is defined by the contents 
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of a general register pair; that pair being specified by the contents of 
the X register. The result of the addition is placed in the D register. 
A flag is set in the DF register; a high bit means a carry has 
occurred, a low bit means no carry. 

ADD IMMEDIATE adds the contents of the D register to the 
next byte in the program sequence. The DF register is set high if a 
carry occurs, low if not. The result of the addition is placed in the D 
register. The general register pair that serves as the program 
counter is incremented by one; this is necessary since this is a 
two-byte instruction. 

ADD WITH CARRY takes the byte contained by register D and 
adds that to a byte from memory adding also the contents of the DF 
register. The memory location's address is the same as the contents 
of the general register pair pointed to by the contents of the X 
register. Results of this operation are placed in the D register with 
any carry causing the DF bit to be high; no carry and the DF bit is 
low. 

ADD WITH CARRY IMMEDIATE takes the byte contained by 
register D and adds that to the byte next in the program sequence 
adding also the contents of the DF register. The results are placed 
in the D and DF registers. This is a two-byte instruction, thus the 
general-purpose register pointed to by the contents of register P is 
incremented by one. 

Computers do not subtract well; they add. To subtract, this 
computer adds using the two's complement method. This takes 
each bit of the subtrahend and complements (makes high bit low and 
low bits high) it adding this to the minuend plus one. 

SUBTRACT D takes a byte from memory and subtracts the 
byte in the D register, placing the result in the D register and 
setting a high or low in the DF register. If DF is high, then no 
borrow has occurred and D is a true positive number. If DF is low, 
then a borrow has occurred and the result in the D register is a two's 
complement. 

SUBTRACT D IMMEDIATE takes a byte from memory and 
subtracts from it the byte in the D register, placing the result in the 
D register and setting a high or low flag in the DF register. The byte 
from memory is the next byte in the program sequence, thus making 
this a two byte instruction. The general register pair pointing to the 
memory location for the controlling program is advanced one count 
so that the next step in the program sequence will be an instruction. 

SUBTRACT D WITH BORROW allows subtraction while 
keeping track of a possible previous borrow operation. It takes a 
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byte from memory and from this subtracts the contents of the D 
register and the inverse of the DF register (high if DF is low, low if 
DF is high). The memory byte's address is found in the general- 
purpose register pair that is pointed out by the contents of the X 
register. The result of the subtraction is placed in the D register. If 
DF is high, then no borrow has occurred and the contents of D 
represent a true positive number. If DF is low, then a borrow has 
occurred and the contents of D represents a two's complement 
negative number. 

SUBTRACT D WITH BORROW IMMEDIATE is the same as 
SUBTRACT D WITH BORROW except that the byte from which 
the D register is subtracted is found in the next position in the 
program memory. This instruction is a two-byte instruction, the 
second byte being data; of course, the program counter (general 
register pair) must be incremented by one count 

SUBTRACT MEMORY takes the information in the D register 
and subtracts a memory byte from the contents of D. The results of 
this subtraction go into the D and DF registers. The memory byte 
subtracted is found by taking the contents of register X which 
defines a general register pair and using the contents of that regis- 
ter pair as the address of the memory byte to be subtracted. 

SUBTRACT MEMORY IMMEDIATE takes the information 
in the D register and subtracts from it a memory byte. The results of 
this subtraction go into the D and DF registers. The memory byte 
subtracted is the next byte in the program sequence, making this a 
two-byte instruction and calling for an advance of the program 
counter. 

SUBTRACT MEMORY WITH BORROW takes the contents 
of the D register and subtracts from it a memory byte and the 
inverse of the DF register. This operation keeps up with any 
previous borrow operations which may have occurred The memory 
byte is the one addressed by the general register pair which the 
contents of the X register points to. Results of this operation go into 
the D and DF registers, and the content of the DF register has the 
same meaning as it does in all other subtract operations. 

SUBTRACT MEMORY WITH BORROW IMMEDIATE takes 
the contents of the D register and subtracts from it a memory byte 
and the inverse of the DF register. This operation is identical to 
SUBTRACT MEMORY WITH BORROW except that the byte 
subtracted is the next byte in the program sequence, making this a 
two-byte instructioa The program counter is advanced one count 
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SHORT BRANCH 

The next group is the short branch and limited test group set of 
instructions. They allow the program counter to jump anywhere 
within a group of 256 bytes when the appropriate conditions (if any) 
are met. The test instructions provide for a short branch jump if the 
test requirements are satisfied. An area of potential confusion 
exists in the instruction names. When the instruction says, if 
EF1 = 2, it means ifEFl -low. For these instructions only a one is 
taken to be low, and a zero is taken to be high. 

SHORT BRANCH is an unconditional instruction which causes 
the program to jump to another spot a short distance away. The 
branching can only occur within 256-byte group. The contents of the 
low-order byte of a general register pair (the pair being used to 
address memory locations where the program is found) is changed 
to equal the next byte found in the program memory sequence. This 
is a two-byte instruction, the first byte being the actual instruction 
and the second byte being data. There is no forced additional count 
on the program count register because the program count register 
(general register pair) has a new value— the one assigned by this 
instruction. This is essentially a GOTO instruction which causes 
the program to jump somewhere away from the one-byte-at-a-time 
ascension which it normally follows. 

NO SHORT BRANCH causes the program counter (general 
register pair containing the address of the memory byte which is the 
portion of the program being acted upon) to skip the next byte in 
sequence. 

SHORT BRANCH IF D=0 is a conditional branch statement. If 
the contents of register D equal zero, then the low-order byte of the 
program counter (general register pair) will be changed to the value 
found in the next memory byte in the program sequence. If D equals 
zero, the program jumps to the prescribed location; otherwise, the 
program skips the next memory byte in sequence and operates upon 
the next instruction. 

SHORT BRANCH IF D NOT ZERO is a conditional branch 
statement similar to SHORT BRANCH IF D=0. The only differ- 
ence is that the program jumps to the prescribed location if the 
contents of D do not equal zero. 

SHORT BRANCH IF DF=1, SHORT BRANCH IF POSITIVE 
OR ZERO, SHORT BRANCH IF EQUAL OR GREATER are de- 
scriptions of the same instruction. This instruction examines the 
value stored in the DF register. If that value is high then the 
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low-order byte of the program counter (general register pair) will 
be changed to the value found in the next memory byte in the 
program sequence, otherwise, the next memory byte in the pro- 
gram sequence will be skipped. 

SHORT BRANCH IF DF=0, SHORT BRANCH IF MINUS, 
SHORT BRANCH IF LESS are descriptions of the same instruc- 
tioa This instruction examines the value stored in the DF register. 
If that value is low then the low-order byte of the program counter 
(general register pair) will be changed to the value found in the next 
memory byte in the program sequence; otherwise, the next mem- 
ory byte in the program sequence will be skipped. 

SHORT BRANCH IF Q=l tests the output of the Q flip-flop; if 
it is high, the low-order byte of the program counter is replaced by 
the value found in the next memory byte. If this is not the case, the 
next memory byte in sequence is skipped over. 

SHORT BRANCH IF Q=Oteststheoutputfor the Q flip-flop; if 
it is low the low-order byte of the program counter is replaced by 
the value found in the next memory byte. If this is not so, the next 
memory byte in sequence is skipped. 

SHORT BRANCH IF EF1=1 tests the input line EF1. If this 
line is low (remember that one means low and zero means high for 
the EF lines) then the low-order byte of the program counter is 
changed to the value of the next byte in the program sequence. If 
this is not the case, the next byte in the program sequence is 
skipped. 

SHORT BRANCH IF EF1=0 tests the input line EF1. If this 
line is high (remember again that 1 means low and means high for 
the EF lines) then the low-order byte of the program counter is 
changed to the value of the next byte in the program sequence. If 
this is not the case, the next byte in the program sequence is 
skipped. 

Short branch for EF2, EF3, and EF4 are the same as for EF1, 
the only difference being which input line is being tested by the 
instruction. 

LONG BRANCH 

Long branch instructions are capable of moving the program 
counter anywhere within the 64,000 bytes of memory the processor 
is capable of addressing. 

LONG BRANCH is an unconditional jump instruction that 
requires three bytes. The first byte is the instruction, the second 
byte replaces the high-order byte of the general register pair that is 
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being used as the program counter (pointing to the memory location 
where the next instruction is to be found). The third byte replaces 
the low-order byte of the program counter. The next memory byte 
will be considered to be an instruction; its location is defined by the 
previous two bytes. 

NO LONG BRANCH causes the program counter (general 
register pair which addresses the memory byte used in the program 
sequence) to skip the next two bytes in the program sequence. This 
is the same instruction as LONG SKIP, 

LONG BRANCH IF D=0 causes the program to jump to a 
specified location if the contents of the D register are low. The 
program jumps by changing the contents of the program counter 
(general register pair) to the value specified in the second and third 
bytes of the LONG BRANCH instruction, the second byte replacing 
the high-order byte of the program counter and the third byte 
replacing the low order byte of the program counter. If the value in 
the D register is high, then the second and third bytes of this 
instruction are skipped. 

LONG BRANCH IF D NOT ZERO is the same as the previous 
instruction except that the jump occurs if D is high and the continue 
occurs if D is low. 

LONG BRANCH IF DF=1 is a three byte instruction that 
causes the program counter to jump to a new location if the contents 
of DF are high (the jump is accomplished as in the previous instruc- 
tions). Of course the entire three bytes are skipped if the contents of 
DF are low. 

LONG BRANCH IF DF=0 is similar to the previous instruc- 
tion except that the jump occurs if the contents of the DF register 
are low. If the contents of DF are high, this three byte instruction is 
passed over with no further action. 

LONG BRANCH IF Q=l tests the value of the Q flip-flop. If it 
is high, then the program counter is changed as in all the other long 
branch instructions. If low, it is skipped as in the other instructions. 
This is also a three byte instruction. 

LONG BRANCH IF Q=0 tests the value of the Q flip-flop and 
jumps if that value is low. Otherwise, the entire three-byte instruc- 
tion is bypassed with no action. 

SKIP 

The SKIP instructions allow the processor to ignore the next 
one or two bytes in the instruction sequence. Most of these instruc- 
tions require that some condition be met before the skip is allowed. 
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These instructions skip by advancing the program counter (general 
register pair) by one count or two counts. If the required conditions 
are not met, then the program counter advances normally with no 
special count, thus enabling the next byte in the program sequence 
to be executed. 

SHORT SKIP is an arbitrary instruction that forces the pro- 
gram counter to advance one time (thus jumping over one byte) . It is 
the only skip instruction that does not call for an advance of two 
counts. This is the same instruction as NO SHORT BRANCH. 

LONG SKIP, the same instruction as NO LONG BRANCH, is 
arbitrary and forces the program counter to advance two counts 
(jumping two memory bytes). 

LONG SKIP IF D=0 tests the value within the D register. If 
that value is low, then the program counter skips two counts; 
otherwise it continues in sequence. 

LONG SKIP IF D NOT examines the value within the D 
register and causes the program counter to skip two counts if the 
value found is high; otherwise the count continues in sequence. 

LONG SKIP IF DF=1 examines the value within the DF 
register and causes the program counter to skip two counts if the 
value found is high; otherwise the count continues in sequence. 

LONG SKIP IF DF=0 tests DF and causes the program 
counter to skip two counts if the value found is low; otherwise it 
continues in sequence. 

LONG SKIP IF Q=l examines the state of the Q flip-flop and 
skips two counts (program counter) if Q is high; otherwise it 
continues in sequence. 

LONG SKIP IF Q=0 tests the Q flip-flop and skips two counts 
(program counter) if Q is low; otherwise it continues in sequence. 

LONG SKIP IF IE=1 tests the IE register and causes the 
program counter to skip two counts if the value found is high; 
otherwise it continues in sequence. 

CONTROL 

The control group of instructions allow certain specialized 
functions to occur. 

IDLE causes the program to stop where it is until an interrupt 
or direct memory access is received by the low indication of the 
DMA IN, DMA OUT, or INTERRUPT lines on the microprocessor 
circuit. The contents of the memory byte addressed by the general 
register pair zero are placed on the data bus. 
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NO OPERATION causes the program counter to proceed to 
the next step in the program sequence. This is a time waster and is 
frequently used when generating time delay. 

SET P takes the last four bits of the instruction byte and places 
them into the P register. In other words, the contents of the N 
register are placed into the P register, then the program counter 
moves along to the next instruction. 

SET X takes the last four bits of the instruction byte and places 
them into the X register. The contents of N, in other words, are 
moved into the X register; then on to the next instruction. 

SET Q causes the Q flip-flop to assume the high state. 

RESET Q causes the Q flip-flop to assume the low state. 

Before moving into the next group of control instructions it is 
appropriate to consider the purpose of internipts. Jwfem^fc enable 
a computer to perform many tasks seemingly at the same time. 
Consider the task of using a computer to monitor a group of sensors 
used in a burglar alarm system for a home. The expense of a 
computer is great to devote entirely to such a purpose when one 
considers that the machine will operate day and night, perhaps 
never having to act upon a violation. A more reasonable approach 
would be to allow the computer to play games or perform other 
tasks and only handle the burglar alarm when a sensor has been 
violated. The interrupt line merely tells the computer that some- 
thing that occurs rather infrequently has occurred. It is a problem 
for the program writer to establish priorities and determine when to 
"service" the interrupt. An analogous situation occurs when a tele- 
phone rings; the options include answering it immediately, answer- 
ing it after some time, or ignoring it altogether. 

The computer must remember where it was before "servicing" 
the interrupt if it is to resume normal operation after handling the 
special situation. When the interrupt line goes low, a certain se- 
quence of events occurs if the interrupt enable flag, IE, is high. That 
sequence includes storing the existing values from the X and P 
registers in the eight-bit register T (temporary). The contents of P 
go into the lower four bits while X goes into the higher four bits. At 
the same time the value of one is forced into the P register and two 
into the X register. The IE register is set low, disabling any further 
interrupts until readied by program control. 

SAVE causes the byte of information stored in the T register to 
be placed in the memory location addressed by a general register 
pair. The general register pair doing this addressing is the one 
defined by the value found in the register X. 
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MARK is a fairly complex instruction which does several 
things. First, it places the contents of the X and P registers in the 
temporary register T. Next, it moves the contents of register T into 
the memory location which is addressed by the contents of the 
general register pair number two. The value contained in register P 
is placed into register X. The value found in general register pair 
number two is decreased by a count of one, 

RETURN places new values in the X and P registers. These 
values come from the memory byte that is addressed by a general 
register pair. Which general register pair addresses this memory 
location is determined by the contents of the register X. The 
contents of the general register pair located by X are increased one 
count. The interrupt enable flag IE is set to a high level. 

DISABLE performs the same operation as "RETURN" except 
that the interrupt enable flag is set to a low level. This causes the 
processor to ignore the interrupt enable line in the event that it 
should be active. 

INPUT-OUTPUT 

The final group of instructions to be considered are the input 
and output group. These are used to get information into the pro- 
cessor from external sources and to pass information outside the 
processor. 

OUTPUT causes the contents of a memory byte to be placed 
on the data bus while also pulling high one or more N lines from the 
processor. The memory byte to be placed on the bus is addressed by 
a general register pair. The general register pair used is the one 
pointed to by the contents of the X register. The three low-byte bits 
of the N register are placed onto the N lines during this step. This 
operation occurs very rapidly and must be latched by external 
circuitry if the data is to be observed. 

INPUT takes a byte which is placed on the data bus (this byte 
must be placed on the data bus at the appropriate time— something 
that will be covered in the hardware description of the speech 
recognizer) and puts that byte into a memory location. The memory 
location is the one addressed by the general register pair which is 
located by the contents of the register X. The input byte from the 
data bus is also placed in the D register. The three N lines are pulled 
high in correspondence with the contents of the N register. If N is 
nine, then the N lines equal one; if N contains A, then the N lines 
equal two; etc. 
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Chapter 14 
The Recognizer 



Examining the recognizer, one can see that there are four major 
units which form the speech recognition device (Fig. 14-1). These 
four blocks are: input stage, processor stage, output stage, and 
power supply. 

The input stage uses a microphone, an amplifier, frequency- 
selective filters, and squaring apparatus. Its purpose is to obtain 
sound from the air, break it into defined components, and prepare 
those components for processing. 

The processing stage obtains its data from the input stage as 
well as the control switches. Given this information, it analyzes the 
data in a fashion determined by the program (software) by which it is 
operating. Included here are the processor (it makes decisions and 
shuffles information around) and the control switches (they tell the 
processor what functions are desired). Two groups of memory are 
utilized. One type of memory cannot be altered by program control 
or loss of power, that type (EPROM, or Erasable Programmable 
Read Only Memory) contains the resident program, the instruc- 
tions which tell the processor what to do. The other type of memory 
(RAM) can be changed by program control and is subject to "forget- 
ting" if power is removed. The EPROM controls all activity and the 
RAM is used to store input information and data which has been 
manipulated. 

The output stage takes information from the processor and 
converts it to some usable form. In this case it causes lights to be on 
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Fig. 14-1. Block diagram of The Recognizer. 

or off and relays to be energized or not. The output stage by its 
electrical configuration takes information from the processor at a 
time when all electrical signals are right. Correct timing on the 
electrical signals is controlled by program commands to the proces- 
sor. Which command to issue depends upon wiring of the output 
stage. Although it is possible to build a system by starting with 
either software or hardware and then making the other fit, it is 
usually easier to define the hardware first. This is because 
software, usually, is more easily changed than hardware. 

The power supply is the final necessary component for a 
system. Criteria to be considered here include: regulation, source, 
and availability. Computer components work best when they per- 
form within specified voltage ranges; therefore (considering how 
cheaply and easily regulation may be provided), it is best to regulate 
the supply. Most components do not simply fail if they are subjected 
to voltages which are out of tolerance; they become erratic and 
cause the system to occasionally do odd things. 

Whether to use batteries or electricity from a wall plug is 
another consideration. Batteries will simplify cost of the supply 
itself, but they will be a bother as they must continually be re- 
charged (more circuits and more expense) or replaced (more ex- 
pense). 

Availability is the final consideration. Can the system tolerate 
going down if the lights in the building blink? The speech recogni- 
tion system shown here will have to be retrained upon power loss. 
This could be a real problem if the application were for a handi- 
capped person who could not restart the system alone. A combina- 
tion of battery and wall supply can provide better supply availabili- 
ty. Mobility of the unit would require the supply to have battery 
capability. 
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INPUT AND FILTERS 

Construction of active filters is likely to be the most difficult 
task attempted in building a recognition unit. Design of such filters 
is a task which can best be described separately (see Sources). 
Difficulty arises with the actual value of components (as opposed to 
the value marked). Resistors and capacitors are always rated at a 
certain value plus or minus a few percent. Following the instruc- 
tions given here should result in having three filters that will pass 
three different ranges of frequencies (see Fig. 14-2). 

For a microphone I used the least expensive cassette mi- 
crophone available. Rather than building an amplifier, I purchased 
Radio Shack's mini-amplifier (catalog number 277-1008), and it has 
proven to be adequate. The output of that amplifier comes into 
resistor Rl across which a voltage-varying wave is produced when 
sounds occur. The amplifier is powered by a battery (its own 
supply), and it must therefore be referenced to the Recognizer 
supply. This is the reason for connecting one side of the resistor to 
positive. 

The operational amplifier (triangle in the middle of circuitry) is 
biased positive; therefore its output is positive except when a sound 
occurs and its pulse is negative. The 74LS367 is a Schmitt trigger 
gate. This tends to square the erratic pulse that comes from the 
operational amplifier. The various resistors and capacitors are used 
to bias and permit feedback in such a way as to cause the operational 
amplifier to pass a limited specific frequency range. The adjustable 
resistor (R13 from frequency one) is part of the biasing arrange- 
ment. Although values have been assigned for these potentiome- 
ters, they may well have to be set to something different. I would 
recommend that ten turn potentiometers be used because of the 
critical nature of tuning these filters. 

As mentioned earlier, the output of the operational amplifiers 
is normally positive (high) and that is passed through the Schmitt 
trigger as a positive (high) signal. Only when sound is present does 
this signal go low. This point is emphasized to clear some confusion 
which may result. The output of the Schmitt trigger is tied directly 
to a EF line on the microprocessor circuit. In the software (instruc- 
tions in a computer program) is a loop which effectively says that if 
the EF line is one, then jump to a recognize subroutine, other- 
wise, continue to loop (see 00,30; frequency program). That in- 
struction would seem to be incorrect, based on the physical facts; 
since EF goes low when there is a sound and stays high when there 
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Fig. 14-2. Three-frequency bandpass filter for The Recognizer. 
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is not a sound. For the EF lines on the 1802 processor circuit, one is 
defined as a low and zero is defined as a high. 

Each of the three frequency filters have the same setup but 
different component values. The concept here is simple; it is that 
low-frequency sounds will be passed by one filter, mid-frequency by 
another, and high-frequency by the third. Human utterances may 
contain any combination of these. The output of this input stage (Fl, 
F2, and F3) could be tied through an input port to any computer and 
with appropriate software used for voice recognitioa Obviously 
you could use more filters, each with a narrower passband, and 
gather more information to use in recognition determinations. 

Without a signal generator and oscilloscope, these filters are 
difficult to tune, but not impossible. Attach a voltmeter between one 
of the output lines (Fl) and ground Hum a low note into the 
microphone and adjust R13 for maximum deflection on the meter. 
Perform a similar adjustment for F2 (midrange) and F3 (high- 
frequency). 

PROCESSOR 

One way to approach the processor stage is to consider the 
1802 microprocessor circuit pin by pin (Fig. 14-3). Pins one and 39 
(clock and crystal) are tied to Ql, R14, C7 and C8. These compo- 
nents (along with some things internal to the 1802) oscillate and 
provide timing for the processor. In the example built here, a 1 
megahertz crystal was used as the timebase. Higher speed (larger 
numbers in megahertz) crystals may be used, but there are several 
things that should be understood before you attempt such actions. 
There are speed limitations within the 1802, about four megahertz 
for such a circuit operating from a 5-volt supply. Some versions of 
the 1802 will accept a 10-volt supply and the maximum frequency 
for running is about 6 megahertz then. The faster the speed of 
operation, the more radio frequency interference will be generated. 
This will show up on televisions and radios in the vicinity of the 
circuit Putting the entire circuitry in a metal box will usually 
eliminate this problem. Lead length and circuit design become more 
important at higher speeds; wire wrap construction and wires run- 
ning wildly about may not be acceptable due to inductance of these 
wires at the higher speeds. All components, including memory, 
must be capable of operating at the higher speeds. The faster the 
microprocessor is running, the lower must be the access time for 
memory circuits (the lower a memory's access time, the more it 
costs). 
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Faster crystals do affect software operation. A timing loop 
which takes ten seconds with a 1 megahertz crystal in place will 
take two and one half seconds with a 4 megahertz crystal. Obvious- 
ly, this same ratio will apply to any timed function. The advantage to 
more speed is simply the ability to do more things in a given period 
of time. 

Pin number two (the wait line) will halt the processor's activity 
cleanly when used. The Recognizer does not have any reason to 
perform this function; therefore it is unused. To assure that the 
processor does not merely halt at some time, this pin is tied to the 
positive 5-volt supply. Any input line that is not forced high or low 
may be interpreted by the processor in any manner it desires; for 
this reason unused inputs must be forced into a state where they 
will cause no problems. 

Pin number three (clear) is active when electrically low. When 
this pin is active, the processor ceases running and returns to its 
initial state. Letting this pin go high causes the processor to start 
running from the initial state. Starting at the initial state means that 
the software will be executed from the very beginning. In the 
Recognizer this pin is connected to pin 15 of a 4050 buffer circuit. 
Pins 14 and 15 of this buffer circuit are tied together, appearing to 
short the buffer out. Keeping that bypass jumper in mind, notice the 
SI (reset-run switch) causes pin 14 of the buffer to be held high or 
low. When SI is moved from one position to another there is a time 
when it is connected to neither plus voltage nor ground. During this 
time the buffer circuit will remain in the state it was last in due to 
the jumper feedback. The jumpered buffer is very effective at 
eliminating bounce (mechanical vibration caused by metal hitting 
metal in a switch). Without this buffering, high-speed oscillations 
could reach the processor input pin and cause unpredictable proces- 
sor activity (such as starting somewhere besides the beginning). 

Pin number four is the Q output. It can be made high or low by 
software control and its position can be checked by software con- 
trol. For controlling a single point or generating a series of pulses, 
this line would be useful. This pin is set high and low in the 
Recognizer software, but it is not used to perform any external 
function. The software is not making use of the line, but of the ability 
to remember whether it has been set or not. Since there is no 
external purpose for this line, it is not connected to anything. 

Pins five and six are state codes which tell what type of 
operation the processor is performing at any given time. They serve 
no purpose in the Recognizer and are therefore not used. 
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Pin number seven (memory read) is used in conjunction with 
other outputs to determine when to read from memory. There are 
three memory circuits in the recognizer and they form two groups of 
memory which are to be handled. The 2716 circuit is an EPROM 
(Erasable Programmable Read Only Memory). The 1802 cannot put 
anything into this circuit, it can only take data out; therefore there is 
no reason to perform any activity upon the 2716 other than an 
occasional read. The 2716 contains 2048 address locations and each 
address location is composed of eight bits of memory. 

There are two 2114 circuits which together form the second 
group of memory. The 2124 is a RAM (random access memory). 
The 1802 can put things into or take things out of these circuits; 
therefore it will be necessary to read from and write these chips. 
Each 2114 contains 1024 address locations and each location is 
composed of four bits of memory. Because the 1802 system is based 
upon the usage of eight bits it is necessary to use two four-bit 
memories for the storage and retrieval of eight-bit words. 

A decision was made to have the 2716 placed in the memory 
system starting at location zero and ending at location 2047. The 
place in the memory system for the 2114 memory starts at address 
2048 and ends at address 3071. The previously mentioned ad- 
dresses were defined in the decimal system; to be consistent with 
the hexadecimal system used in the software listings the 2716 
memory runs from 00,00 to 07,FF and the 2114 runs from 08,00 to 
0B,FF. Although the placement of the memory is arbitrary, there is 
an overwhelming reason for putting the nonvolatile (EPROM) 
memory first. Nonvolatile memory will contain the program upon 
which the system operation is based; the processor will seek in- 
structions starting at the lowest memory number and then work its 
way up. 

Not forgetting the memory read line, it is necessary to con- 
sider several other lines to clear up the picture of memory addres- 
sing. Pins 25 through 32 are memory address lines, pin 25 being the 
least significant and pin 32 the most significant. Things get compli- 
cated at this point. To address 64,000 memory locations requires 16 
address lines, yet only eight are provided. The 1802 sets the 
address lines twice for each address. The first time it sets the 
high-order eight bits; the second time it sets the low-order eight 
bits. While the high-order eight bits are set, pin number 34 (TPA) is 
made active. This causes the 4042 circuit in the Recognizer to take 
four bits on the input (pins four, seven, 13, and 14 of the 4042) and 
transfer that information to the output (pins two, 10, 11 and one of 
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the 4042) and latch the output side such that that data will stay until 
the next pulsing of TPA, pin number 34 of the 1802. The 1802 then 
sets the low-order eight bits of the address. At this point there are 
twelve lines of address information available in the Recognizer, A0 
through A7 direct from the 1802, and A8 through All latched via the 
4042. The inverse of All is also brought out from the 4042. These 
lines are sufficient to address all the memory locations that will be 
used by the Recognizer. Upon completion of the address (while the 
address lines are still active), the memory read (pin seven) or 
memory write (pin 35) line is made active to indicate which opera- 
tion is expected. 

With this background it is possible to consider the 2716 
(EPROM) and how it knows when it is supposed to output data onto 
the bus. Pin number 20 of the 2716 is the enable line for the 
memory. If pin number 20 goes low then it will place on the data bus 
whatever information is contained in the memory location which is 
defined by the bits on the address bus. 

Examining pin 20 of the 2716 circuit, it can be seen that pin 10 
of the 4001 is the source of this enabling signal. Pins eight and nine 
of the 4001 are tied together, thus the two-input NOR logic gate will 
function as an inverter. When the input to pins eight and nine is high, 
the output at pin 10 will be low and the 2716 will be enabled. 
Backing up from this point you arrive at pin number three of the 
4001 circuit. For pin three to be high (translating through to activate 
the 2716) both input pins one and two must be low. If either pin 
number one or pin number two of the 4001 circuit are high, then the 
2716 memory will be disabled. Address line All will be low until 
the memory address passes 07,FF. Address line All will then be 
high until the address passes 0F,FF; a point which will not occur 
with the Recognizer software. Because address line All is tied to 
pin number two of the 4001, the 2716 circuit can only be enabled if 
the address is less than 08,00 (or some points greater than 
0F,FF— not possible in this system). To enable the 2716 requires 
that pin number one of the 4001 be low also. Pin number one is 
connected to the memory read line, a line which is normally high. 
Memory read goes low when the processor desires to read some- 
thing from memory. Therefore you may conclude that the 2716 will 
only be enabled when the address is lower than 08,00, and a memory 
read operation is requested. 

Mention has been made of the data bus that corresponds to pins 
eight through 15 on the 1802. The least significant bit on the bus is 
labeled DO and that is associated with pin number 15. The most 
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significant bit on the bus is labeled D7 and is associated with pin 
number eight The data bus connects the 1802 processor with the 
2716 (memory holding the program) with the 2114's (memory for 
temporary storage of data) and the 1852 (output port). 

Selection of the 2114 circuits for read and write operations is 
probably the most complex portion of the processor circuitry. When 
the address lies between 08,00 and 0B,FF and a read or write 
operation is requested, these circuits must perform. Pin number 
eight on the 2114 is the chip enable line, when it is brought low then 
something is going to happea When pin eight is low, the 2114 will 
either put data onto the data bus or take data off and store it in the 
location defined by the address lines. Whether it is putting or taking 
depends upon pin number ten of the 2114; a high causes the circuit 
to read (put data onto the bus) while a low causes it to take (write 
into storage). To restate this, when it is desired to store something 
in the RAM (2114), it is necessary for the memory address to be 
between 08,00 and 0B,FF, for the pin number eight of the 2114 to be 
low, and for pin number ten of the 2114 to be low. If it is desired to 
read something from the RAM (2114), the address must be between 
08,00 and 0B,FF that pin number eight of the 2114 must be low, and 
pin number 10 of the 2114 must be high. 

To accomplish the last task mentioned is easy for pin number 
ten on the 2114. Tying pin ten to the memory write line from the 
processor (pin 35 of the 1802) will cause this point to be high during 
any operation except a write (storage into memory). Pin number 
eight of the 2144 is more involved It is connected to pin 11 of the 
4011 circuit Input pons 12 and 13 control output pin 11; they must 
both be high for pin 11 to be low (therefore enabling the 2114 to 
operate). Pin 12 of the 4011 is connected to the All address line 
which will be high during the address interval 08, 00 to 0B, FF (it will 
also be low from 00,00 to 07, FF, disabling the 2114 circuits during 
those address intervals). Pin 13 of the 4011 must be high when a 
read or write operation is to occur— and no other time. Three of the 
NAND gates on the 4011 are wired to act as inverters; this was done 
to save the labor and expense of adding another circuit onto the 
board Those three gates are the ones defined by pin combinations 
1,2,3; 5, 6, 4; 8, 9,10. The memory read signal (active when low, high 
most of the time) is inverted by the time it reaches pin three of the 
4011 circuit. The memory write signal (active when low, high most 
of the time) is inverted by the time it reaches pin four of the 4011 
circuit. Pins three and four of the 4011 are connected to pins 12 and 
13 of the 4001 respectively. If either pin 12 or 13 of the 4001 is high, 
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then pin 11 of 4001 will be low making eight and nine of 4011 low; 
which in turn makes 10 of 4011 high, making 13 of 4011 high. This 
occurs if memory read or memory write are active. The combina- 
tion of the correct address and memory read or memory write active 
will enable the 2114 circuits. 

Pins 16 and40 on the 1802 are power supply pins requiring plus 
5 volts. 

Pins 17, 18, and 19 are input-output command pins defining 
which port is to be used for an input-output command Pin 18 (Nl) is 
wired in the Recognizer and it responds to an OUTPUT, PORT 
TWO command The three bits NO (least significant), Nl, and N2 
(most significant) allow for the construction and definition of eight 
ports. The Nl line (pin 18 of the 1802) along with memory read (pin 
seven of the 1802) and TPB (pin 33 of the 1802) combine to tell the 
1852 circuit that it is time to take the information on the data bus and 
put it (latched) onto the output lines, (4, 6, 8, 10, and 15) of the 1852. 

Pin number 20 of the 1802 is where the negative power supply 
(ground) is placed on the processor. 

Pins 21 through 24 represent EF4 to EF1 respectively. These 
lines may be examined by the processor under software control at 
any time desired, therefore forming a four-bit input port of sorts. 
Pins 36, 37, and 38 of the 1802 are various input output request lines 
not used in the Recognizer. They should be tied to positive 5 volts 
through a resistor to prevent them from causing some undersired 
operation. 

OUTPUT 

Output circuitry centers around the 1852 output port (see Fig. 
14-4). The output port is tied to the data bus and some control lines. 
At the right moment (determined by a combination of memory read, 
Nl, and TPB) the port moves into actioa It takes the data on the bus 
and puts it on the output lines, latching it at the output Latching the 
data simply means that the output will be set and remain in that state 
regardless of the data bus until the control lines from the correct 
combination agaia It must be remembered that all the instructions 
from the memory and many other information transactions are 
conducted on the data bus. This port will handle up to eight outputs, 
though only five are wired The one labeled "output 0" is the least 
significant bit of an output byte. This output port does not have the 
capability of handling much power; it cannot even turn a small light 
on or oft To amplify this signal, a small transistor (2N222) is used 
(Fig. 14-5). The output of the 1852 circuit is connected directly to 
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Fig. 14-5. Output drive circuit and power supply. 

the base of the transistor. The emitter is tied to ground (negative). 
The collector is tied to the cathode of a light emitting diode and the 
anode of the diode is connected through a 270 ohm (Vfc-watt) resistor 
to the positive 5-volt supply. 

If the voltage at the base of the transistor is the same as that 
found at the emitter (negative), then the transistor acts like an open 
switch; it does not conduct and does not allow the diode to light If 
voltage applied to the base is significantly more positive than the 
voltage found at the emitter, the transistor will conduct, allowing 
the diode to light Using the transistor this way causes it to function 
as a switch in which the power controlled is much greater than the 
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power required to control. The light emitting diode cannot tolerate 
more than about 2 volts across its leads, otherwise it will burn out 
To limit this voltage (and the current which will overheat it) a 270 
ohm resistor is placed in series with the supply. Each of the outputs 
is set up in the same fashioa The transistor can handle more load 
than the diode, therefore a relay coil can be placed in parallel with 
the diode-resistor combination, providing contacts for other activ- 
ity. 

The power supply shown is rather simple with 9 volts coming 
in through the jack supplied. This voltage is rectified (therefore it 
can be alternating or direct current, polarity does not matter) and is 
filtered with a capacitor; then it goes through diodes to the 7805 
regulator circuit. The 7805 circuit takes the input and provides a 
constant 5 volt output. The battery shown is a backup supply 
utilizing a 6 volt battery. The diodes prevent the battery from taking 
current from the normal source (which is at 9 volts), yet they allow 
it to provide the energy if the other source fails. The 7805 circuit 
generates a significant amount of heat and it must be mounted on 
metal (preferably a commercial heat sink) to prevent damage from 
overheating. Note that the heat sink will get rather warm to the 
touch. 
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Chapter 15 

Length for the Recognizer 



Utilizing the Length program with the Recognizer provides a sim- 
ple approach to sound recognitioa As established here, the learn- 
run switch has no function and the run-reset switch has limited use. 
Moving this switch to the reset position then to run fully enables the 
system. 

Upon operation of the run-reset switch, all lights will be oft 
After a sound is detected, there will always be a light on. Four 
words or phrases of varying length may be distinguished; for exam- 
ple, "go," "stop," "turn right," and "please turn to the left" work 
well Natural speech must be used here, meaning that no significant 
gap is allowed between words. When a sound is detected, one of the 
lights will be selected for illumination, regardless of what the sound 
or word may be. Using a processor and software for this type of 
function is clearly a case of overkill; a much simpler system could be 
devised without the need for filters, processor, and memories. 

This system can be effectively used for control at a distance 
from the microphone. Such a device can operate lights or a televi- 
sion without the necessity of having a sound pickup close to the lips 
of the operator. In order words ordinary room sounds could be 
eliminated with the volume control and only shouted commands 
used to exercise control The sound pickup (microphone) would 
best be placed on the ceiling or away from point where it might 
be triggered by ordinary talking. Be forewarned that loud laughter, 
like you find at parties can operate this type of system. 
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00,00 TURN ALL LIGHTS OFF] 



00,08 CLEAR REGISTERS 




00,18 COUNT AND STORE TIME 

THAT SOUND EXISTS. ADVANCE 

AFTER SOUND HAS CEASED 




00,52 POINT TO DESIRED 
OUTPUT FOR LONG WORD 



^ 



00,57 POINT TO DESIRED 
OUTPUT FOR MEDIUM LONG WORD 



~s 



00.5C POINT TO DESIRED 
OUTPUT FOR MEDIUM SHORT WORD 



a 



00, 0E JUMP TO "SET UP" 
FOR SHORT WORD 



00,61 POINT TO DESIRED 
OUTPUT FOR SHORT WORD 



s 



00,64 TURN ON LIGHT 
WHICH HAS BEEN SET UP 



| 00,69 TIME DELAY 



d> 



Fig. 15-1. Program flowchart of Length for The Recognizer. 
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More phrases could be accepted by changing the software, but 
the commands quickly become so long that the control delay be- 
comes serious. Using the commands listed with the Recognizer, it 
is possible to control (by using the relay contacts) a radio-controlled 
toy. Remember that the command "please turn to the left" con- 
sumes so much time that the toy can move about two feet while the 
command is being issued 

This program was written for purposes— it is a fairly 
simple machine-language creatioa It is good to use as a test upon 
the completion of Recognizer construction because of the limited 
likelihood of putting an error into the EPROM. 

Figure 15-1 shows the flowchart A commented listing of the 
machine code follows. After that comes a byte-by-byte description 
of the memory locations and what each step accomplishes. 

LENGTH PROGRAM LISTING WITH COMMENTS 

ADDRESS CODE COMMENTS 

00 1 00 F8 This group of instructions causes 00 to be output. 

00,01 79 

00,02 A9 

00,03 F8 

00,04 00 

00,05 B9 

00,06 E9 

00,07 62 

00 ,08 F8 This group of instructions causes 00,00 to be placed in 

00,09 00 register pairs four, five and six. 

00, 0A A4 

00, 0B B4 

00, 0C AS 

00, 0D B5 

00, 0E A6 

00, OF B6 

00 , 10 34 Heretheinputlinesaretested.Ifsoundispresent,thenthe 

00,11 18 program jumps to 00,18; otherwise it stays in this loop. 

00,12 35 

00,13 18 

00,14 36 

00,15 18 

00,16 30 

00,17 10 

00,18 F 8 Reaching this address requires escape from the loop which 

00,19 4 F began at 00,10. This block of code places the value 00,4F 

00 , 1 A A7 into the general register pair number seven. 

00, IB F8 
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ADDRESS CODE COMMENTS 



00, 1C 


00 


OO t lD 


B7 


00, IE 


34 


00, IF 


32 


00,20 


35 


00,21 


32 


00,22 


36 


00,23 


32 


00,24 


27 


00,25 


87 


00,26 


32 


00,27 


2A 


00,28 


30 


00,29 


IE 


00, 2A 


15 


00, 2B 


85 


00, 2C 


FD 


00, 2D 


10 


00, 2E 


32 


00, 2F 


3F 


00,30 


30 


00,31 


18 


00,32 


14 


00,33 


27 


00,34 


87 


00,35 


32 


00,36 


18 


00,37 


C4 


00,38 


C4 


00,39 


C4 


00, 3A 


C4 


00, 3B 


CA 


00, 3C 


C4 


00, 3D 


30 


00, 3E 


33 



These instructions test each input line for sound present or 
absent. If present, the program jumps to 00,32. If absent, it 
progresses without jumping. 



These instructions decrement the value contained in regis- 
ter seven and cause the program to jump to 00.2A if that 
value is equal to zero. Otherwise, the program jumps to 
00.1E. 



Reached from 00,27, these instructions first increment the 
value in register five. If that value is equal to 10, then the 
program jumps to 00,3F. Otherwise, the program returns 
to 00,18. 



Reached from 00.1F or 00,21 or 00,23, these instructions 
first increment the value contained by register four. Next, 
the value contained by register seven is decremented and 
then tested. If it equals zero, the program jumps to 00,18. 
If not equal to zero, this loop is run several times until it 
does. The C4 instructions are used to create about the 
same timing as occurs from 00, IE to 00,28. 



, 3 F 84 This instruction takes the value held in the low order byte 

of general register pair number four and places it into the D 
register for testing. This instruction is reached from 00,2F. 



If the value held in register four is equal to or greater than 
49 the program jumps to 00,52; otherwise it continues to 
00,44. 



If the value held in register four is equal to or greater than 
32 the program jumps to 00,57; otherwise it continues to 
00,49. 



00,40 


FD 


00,41 


49 


00,42 


3B 


00,43 


52 


00,44 


84 


00,45 


FD 


00,46 


32 


00,47 


3B 


00,48 


57 
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ADDRESS CODE COMMENTS 

00,49 84 If the value held in register four is equal to or greater than 

, 4 A F D 19 the program jumps to 00,5C; otherwise it continues to 

00, 4B 19 00,4E. 

00, 4C 3B 

00, 4D 5C 

00 , 4E C4 Since the value in register four is obviously less than 19, 

, 4 F C4 the program jumps to 00,61. 

00,50 30 

00,51 61 

00,52 F 8 Reached from 00,43, this instruction places 75 into the low 

00,53 75 order byte of the nine register and then jumps to 00,64. 

00,54 A9 

00,55 30 

00,56 64 

00,57 F 8 Reached from "00,48", this instruction places "76" into the 

00,58 76 low order byte of the nine register and then jumps to 00,64. 

00,59 A9 

00, 5A 30 

00, 5B 64 

, 5 C F 8 Reached from 00,4D, this instruction places 77 into the low 

00,50 77 order byte of the nine register and then jumps to 00,64. 

00, 5E A9 

00, 5F 30 

00,60 64 

00,61 F 8 Reached from 00,51, this instruction places 78 into the low 

AA £ * 78 order byte of the nine register. 



00,62 
00,63 



A9 



00,64 F 8 These instructions cause the memory byte addressed by 

00,65 00 the contents of register pair number nine to be output. 

00,66 B9 

00,67 E9 

00,68 62 

00 ,69 F8 This is a time delay loop which will jump to 00,08 upon 

, 6 A F F completion of the delay. 

00, 6B AA 

00, 6C F8 

00, 6D OF 

00, 6E BA 

00, 6F 2A 

00,70 9A 

00,71 32 

00,72 08 

00,73 30 

00,74 6F 



00 , 75 08 Indicates the longest word 
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ADDRESS CODE COMMENTS 

, 7 6 04 Indicates word next-to-longest 

f 7 7 02 Indicates word next-to-shortest 

00,78 01 Indicates the shortest word 

» 7 9 00 Indicates nothing recognized 
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DESCRIPTIONS OF MEMORY LOCATIONS 

MEMORY LOCATION (00,00) 



Instruction F8 


79 








Before Instruct 


ion 


After Instruct 


ion 








Register Pairs 






Register 


High 


Low 


Register 


High 


Low 





00 


00 





00 


02 


1 


9 


9 


1 


? 


9 


2 


9 


9 


2 


9 


9 


3 


? 


9 


3 


? 


? 


4 


9 


9 


4 


9 


? 


5 


9 


9 


5 


9 


9 


6 


? 


9 


6 


? 


? 


7 


? 


9 


7 


9 


9 


8 


? 


9 


8 


9 


? 


9 


9 


? 


9 


9 


? 


A 


9 


9 


A 


9 


9 


B 


9 


9 


B 


? 


? 


C 


? 


9 


C 


? 


? 


D 


9 


9 


D 


9 


9 


E 


9 


9 


E 


9 


? 


F 


? 


9 


F 


9 


9 






Eight Bit Register 






Register 


Contents 


Register 


Contents 


D 


? 




D 


79 








Four 


and One Bit Registers 




Register 


Contents 


Register 


Contents 


I 


F 




I 


7 




N 


8 




N 


9 




X 


9 




X 


9 




P 


6 




P 


6 




DF 


9 




DF 


? 





This instruction places 79 into the D register. This step is one 
of a series designed to force an output of 00 as soon as the program 
runs. The 00 will cause all output lines to be low, thus all light 
emitting diodes will be off and all relays will be in non-energized 
state. 



148 



MEMORY LOCATION (00,02) 



Instruction A9 










Before Instruction 


After Instruction 








Register Pairs 






Register 


High 


Low 


Register 


High 


Low 





00 


02 





00 


03 


1 


? 


9 


1 


? 


? 


2 


? 


? 


2 


9 


9 


3 


? 


? 


3 


? 


9 


4 


? 


? 


4 


? 


? 


5 


? 


? 


5 


9 


? 


6 


? 


? 


6 


? 


? 


7 


? 


9 


7 


? 


? 


8 


9 


? 


8 


? 


? 


9 


7 


? 


9 


? 


79 


A 


? 


? 


A 


? 


? 


B 


? 


? 


B 


? 


? 


C 


? 


? 


C 


? 


9 


D 


^ 


? 


D 


? 


9 


E 


? 


? 


E 


? 


9 


F 


7 


? 

] 


F 

Eight Bit Register 


? 


? 


Register 


Contents 


Register 


Contents 


D 


79 




D 


79 








Four 


and One Bit Registers 




Register 


Contents 


Register 


Contents 


I 


A 




I 


A 




N 


9 




N 


9 




X 


9 




X 


? 




P 







P 







DF 


9 




DF 


? 





Contents of the D register 79 are placed in the low order byte 
of the general register pair number nine. The 1802 microprocessor 
circuit will only output a byte from a memory location; therefore it is 
necessary to define which location (memory address 00 79) will 
contain the desired data. 
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MEMORY LOCATION (00,03) 



Instruction F8 


00 












Before Instruction 






After Instruction 








Regi 


ister Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


03 









00 


OS 


1 


7 


? 






1 


? 


7 


2 


7 


? 






2 


7 


7 


3 


7 


7 






3 


? 


7 


4 


7 


7 






4 


7 


7 


5 


7 


7 






S 


7 


7 


6 


7 


7 






6 


7 


7 


7 


7 


7 






7 


7 


7 


8 


7 


7 






8 


7 


7 


9 


7 


79 






9 


7 


79 


A 


7 


7 






A 


7 


7 


B 


7 


7 






B 


7 


7 


C 


7 


7 






C 


7 


7 


D 


7 


7 






D 


7 


7 


E 


7 


7 






E 


7 


7 


F 


? 


7 






F 


7 


7 






1 


Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


79 








D 


00 








Four 


and One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 







N 


8 








N 







X 


? 








X 


7 




P 











P 


6 




DF 


? 








DF 


7 





The high-order byte of general register pair number nine is set 
to 00. Although that may be the contents of that location on power- 
up of the microprocessor, it is a good programming habit to assume 
that data is correct only if placed there under program control. 
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MEMORY LOCATION (00,05) 



Instruction B9 














Before Instruct 


ion 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


05 









00 


06 


1 


? 


? 






1 


9 


9 


2 


? 


? 






2 


9 


9 


3 


9 


9 






3 


? 


? 


4 


? 


? 






4 


9 


9 


5 


? 


? 






5 


? 


9 


6 


9 


9 






6 


? 


? 


7 


? 


? 






7 


7 


9 


8 


9 


? 






8 


9 


? 


9 


? 


79 






9 


00 


79 


A 


9 


? 






A 


? 


? 


B 


? 


9 






B 


9 


? 


C 


? 


? 






C 


9 


9 


D 


9 


? 






D 


9 


9 


E 


? 


? 






E 


9 


? 


F 


? 


? 






F 


9 


? 






Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


B 








I 


B 




N 


9 








N 


9 




X 


9 








X 


9 




P 


6 








P 


6 




DF 


9 








DF 


9 





Again the contents of the D register (now 00) are being moved; 
this time to the high order byte of general register pair number nine. 
The D register is the common place through which most data is 
moved. This completes the loading of a general register pair with an 
address. 
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MEMORY LOCATION (00,06) 



Instructi 


on E9 














Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


06 









00 


07 


1 




? 






1 




? 


2 




? 






2 




? 


3 




? 






3 




'? 


4 




•> 






4 




? 


5 




i 






S 




1 


6 




? 






6 




7 


7 




? 






7 




? 


8 




? 






8 




? 


9 


00 


79 






9 


00 


79 


A 




? 






A 




f 


B 




? 






B 




? 


C 




? 






C 




? 


D 




? 






D 




? 


E 




? 






E 




? 


F 




? 






F 




? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


E 








I 


E 




N 


9 








K 


9 




X 


? 








X 


9 




P 











P 







DF 


? 








DF 


? 





In the instruction E9 the E is the instruction itself while the 
second number (9 in this case) is the data being moved. The 
contents of the X register are changed to the same thing as the 
number following the E. 
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MEMORY LOCATION (00,07) 
Instruction 62 



Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


07 









00 


08 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


9 


? 


3 


? 


? 






3 


7 


? 


4 


7 


? 






4 


? 


? 


5 


? 


? 






5 


9 


? 


6 


? 


? 






6 


9 


? 


7 


7 


? 






7 


9 


? 


8 


9 


? 






8 


7 


7 


9 


00 


79 






9 


00 


79 


A 


-> 


? 






A 


7 


? 


B 


7 


? 






B 


? 


7 


C 


? 


9 






C 


7 


? 


D 


? 


7 






D 


7 


7 


E 


? 


? 






E 


? 


7 


F 


? 


? 






F 


7 


7 






Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


6 








I 


6 




N 


2 








N 


2 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





The 62 causes the memory byte addressed by the general 
register pair pointed to by X to be placed on the bus for output on 
port number two. What this means is that the contents of X (9) point 
to general register pair number nine. General register pair number 
nine contains the number 00,79 which is the address of the memory 
byte to be output. Examine memory location 00,79 to see that 00 is 
the data being output. 
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MEMORY LOCATION (00,08) 



Instruction F8 00 
Before Instruction 



Register 


High 


Low 





00 


08 


1 


7 


7 


2 


7 


7 


3 


7 


? 


4 


7 


? 


5 


7 


» 


6 


7 


7 


7 


7 


? 


8 


7 


? 


9 


00 


79 


A 


7 


? 


B 


7 


7 


C 


1 


7 


D 


7 


? 


E 


? 


? 


F 


? 


? 


Register 


Contents 


D 


00 


Cm 


Register 


Contents 


I 


F 




N 


8 




X 


9 




P 







DF 


7 





After Instruction 
Register Pairs 

Register High 




1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 

E 
F 



00 

9 



00 



Low 

0A 

? 

? 

? 

7 

? 

? 

? 

? 

79 

7 

? 

? 

? 

? 



Eight Bit Register 

Register Contents 

D 00 
Four and One Bit Registers 

Register Contents 

I 

N 

X 9 

P 

DF ? 



This instruction places 00 in the D register. Why was this 
done, considering the fact that 00 is the number already contained in 
D? The answer is programming inefficiency; I did not know what the 
contents of D might be when I was writing this step. 
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MEMORY LOCATION (00, OA) 



Instruction A4 














Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


0A 









00 


0B 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


» 


4 


? 


? 






4 


? 


00 


5 


? 


? 






5 


? 


? 


6 


? 


? 






6 


<t 


? 


7 


? 


1 






7 


? 


? 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


A 








I 


A 




N 


4 








N 


4 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





The purpose of this and the next five instructions is to insure 
that register pairs, four, five, and six start with a value of 00,00. This 
is a preliminary part of the program, establishing empty registers 
for possible future use. The low order byte of general purpose 
register pair number four is set to 00 with this step. 
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MEMORY LOCATION (00, OB) 



Before Instruction 






After Instruction 








Regi 


ster Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


0B 









00 


0C 


1 


? 


1 






1 


? 


? 


2 


1 


? 






2 


? 


? 


3 


? 


7 






3 


i 


? 


4 


? 


00 






4 


00 


00 


5 


9 


? 






5 


? 


? 


6 


t 


? 






6 


? 


? 


7 


? 


? 






7 


? 


? 


8 


1 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


h 


? 






B 


? 


? 


C 


h 


? 






C 


? 


7 


D 


•> 


•> 






D 


•t 


? 


E 


1 


1 






E 


? 


? 


F 


? 


7 






F 


? 


? 






Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


B 








I 


B 




N 


4 








N 


4 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





Here the high order byte of general register pair number four is 
given the value 00. 
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MEMORY LOCATION (00,0c) 

Instruction AS 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 






00 


OC 









00 


0D 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


9 


9 


3 


9 


? 






3 


9 


? 


4 


00 


00 






4 


00 


00 


5 


? 


? 






5 


? 


00 


6 


9 


? 






6 


9 


? 


7 


9 


? 






7 


? 


? 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


9 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


9 


7 






C 


9 


7 


D 


9 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


9 


? 






F 


9 


? 






] 


Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and ' 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


A 








I 


A 




N 


5 








N 


5 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


9 





Here the low order byte of general register pair number five is 
given the value 00. 
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MEMORY LOCATION (00, OD) 



Before Ir 


istruct 


:ion 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


0D 









00 


0E 


1 


? 


? 






1 


? 


9 


2 


? 


? 






2 


? 


j 


3 


? 


? 






3 


? 


? 


4 


00 


00 






4 


00 


00 


S 


? 


00 






5 


00 


00 


6 


? 


? 






6 


? 


? 


7 


? 


? 






7 


? 


? 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


•> 


? 






A 


? 


? 


B 


? 


? 






B 


7 


? 


C 


? 


? 






C 


? 


? 


D 


9 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 






] 


Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


B 








I 


B 




N 


5 








N 


5 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





The high order byte of general register pair number five is 
given the value 00. 
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MEMORY LOCATION (00 f 0E) 

Instruction A6 

Before Instruction After Instruction 

Register Pairs 

Register High Low Register High Low 

00 OE 00 OF 

1 ? ? 1 ? ? 

2 ? ? 2 ? ? 

3 ? ? 3 ? ? 

4 00 00 4 00 00 

5 00 00 5 00 00 

6 ? ? 6 ? 00 

7 ? ? 7 ? ? 

8 ? ? 8 ? * 

9 00 79 9 00 79 
A ? ? A ? ? 
B ? ? B ? * 
C ? ? C ? ? 

? ? D ? ? 
E ? ? E ? ? 
F T f F ? ? 

Eight Bit Register 

Register Contents Register Contents 

D 00 D 00 
Four and One Bit Registers 

Register Contents Register Contents 

1 A I A 
N 6 N 6 
X 9 X 9 
P P 
DF ? DF ? 



The low order byte of general register pair number six is given 
the value 00. 



159 



MEMORY LOCATION (00 f 0F) 

Instruction B6 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 


1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 
Eight Bit Register 

Register Contents 
D 00 
Four and One Bit Registers 
Register Contents Register Contents 

IB IB 

N 6 N 6 

X 9 X 9 

P P 

DF ? DF ? 



The high order byte of general register pair number six is 
given the value 00. 






00 


OF 


1 


? 


? 


2 


9 


9 


3 


? 


? 


4 


00 


00 


5 


00 


00 


6 


9 


00 


7 


? 


? 


8 


? 


9 


9 


00 


79 


A 


? 


? 


B 


9 


? 


C 


? 


9 


D 


9 


9 


E 


9 


? 


F 


9 


? 


Register 


Contents 


D 


00 





00 


10 


9 


9 


? 


? 


? 


9 


00 


00 


00 


00 


00 


00 


9 


? 


9 


? 


00 


79 


? 


? 


? 


9 


9 


? 


9 


9 


9 


9 


9 


9 
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MEMORY LOCATION (00,10) 



Instruction 34 


18 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


10 









00 


12 


1 


? 


? 






1 


9 


? 


2 


? 


9 






2 


? 


9 


3 


9 


9 






3 


9 


? 


4 


00 


00 






4 


00 


00 


S 


00 


00 






5 


00 


00 


6 


00 


00 






6 


00 


00 


7 





? 






7 


9 


9 


8 


? 


9 






8 


9 


? 


9 


00 


79 






9 


00 


79 


A 


? 


7 






A 


? 


9 


B 


9 


9 






B 


? 


9 


C 


? 


? 






C 


9 


? 


D 


9 


? 






D 


9 


9 


E 


O 


? 






E 


9 


? 


F 


? 


? 






F 


9 


? 






Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


1 




N 


4 








N 


8 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


9 





This instruction tests the input line, EF1. If EF1 is low (re- 
member that an electrical low is a 1 for the EF lines) then the 
program counter is changed to 18. This segment of the program is 
testing the input lines to determine if sound is present or not. No 
sound results in a high input to the EF line which results in the 
program testing the next EF line as indicated above. If sound were 
present and affecting the above line, then general register pair 
number zero (low byte) would be changed to the value 18 and that 
would be the next instruction used. 



161 



MEMORY LOCATION (00,12) 



Instruction 35 


18 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


12 









00 


14 


1 


? 


? 






1 


? 


•} 


2 


? 


•> 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


00 






4 


00 


00 


5 


00 


00 






5 


00 


00 


6 


00 


00 






6 


00 


00 


7 


1 


? 






7 


? 


? 


8 


9 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


9 


? 


D 


? 


? 






D 


? 


» 


E 


? 


» 






E 


? 


? 


F 


? 


? 






F 


? 


? 






1 


Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


1 




\' 


S 








N 


8 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





Similar to the previous instruction, this one tests the EF2 line. 
K sound is present (electrical low on EF2) then the program counter 
is relocated to memory byte location 00,18. The register contents 
above assume that no sound was found, thus the program continues 
to the next step. 
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MEMORY LOCATION (00,14) 



Instruction 36 


18 












Before Instruct 


ion 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


14 









00 


16 


1 


•> 


? 






1 


9 


9 


2 


•> 


9 






2 


9 


9 


3 


? 


9 






3 


9 


? 


4 


00 


00 






4 


00 


00 


5 


00 


00 






S 


00 


00 


6 


00 


00 






6 


00 


00 


7 


? 


? 






7 


9 


9 


8 


9 


9 






8 


9 


? 


9 


00 


79 






9 


00 


79 


A 


? 


9 






A 


9 


? 


B 


9 


9 






B 


? 


? 


C 


9 


? 






C 


9 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 






Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


1 




N 


6 








N 


8 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





Again the instruction is a test of an external line, EF3. If sound 
is present (remember that sound being present causes an electrical 
low in this hardware system; sound present could cause an electri- 
cal high— calling for a different instruction— if the hardware were 
put together differently) then the program moves to byte 00, 18. The 
register contents listed assume no sound, thus the program ad- 
vances to byte 00,16. 
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MEMORY LOCATION (00,16) 

Instruction 30 10 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 






00 


16 







00 


10 


1 


? 


9 




1 


•> 


•t 


2 


•? 


? 




2 


1 


? 


3 


1 


? 




3 


7 


? 


4 


00 


00 




4 


00 


00 


5 


00 


00 




5 


00 


00 


6 


00 


00 




6 


00 


00 


7 


? 


1 




7 


? 


? 


8 





? 




8 


? 


9 


9 


00 


79 




9 


00 


79 


A 


? 


? 




A 


? 


? 


B 


? 


? 




B 


7 


? 


C 


? 


? 




C 


? 


? 


D 


7 


? 




D 


? 


? 


E 


? 


? 




E 


? 


? 


F 


? 


? 

1 


Eight 


F 
Bit Register 


1 


? 


Register 


Contents 




Register 


Contents 


D 


00 






D 


00 








Four 


and 


One Bit Registers 




Register 


Contents 




Register 


Contents 


I 


3 






I 


1 




N 









N 







X 


9 






X 


9 




P 









P 







DF 


? 






DF 


? 





Reaching this point in the program means that the outputs of 
the three filters have been tested and found to indicate no sound 
present. Logically, what must be done is to continue testing these 
filter outputs until sound occurs. This instruction causes the pro- 
gram counter (register pair number zero) to hold a value 00, 10. The 
next instruction to be executed will be the one at memory location 
00,10. The program will remain in this loop until a sound occurs. 
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00 


1A 


? 


9 


? 


? 


9 


» 


00 


00 


00 


00 


00 


00 


9 


? 


? 


? 


00 


79 


? 


? 


9 


? 


? 


? 


? 


? 


? 


? 



MEMORY LOCATION (00,18) 

Instruction F8 4F 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 

1 

2 

3 

4 

5 

6 

7 

8 

9 

A 

B 

C 

D 

E 

F ? ? 
Eight Bit Register 

Register Contents 

D 4F 
Four and One Bit Registers 
Register Contents Register Contents 

IF 14 

N 8 N F 

X 9 X 9 

P P 

DF ? DF ? 



The only way to reach this point is to find a sound at instruction 
00,10; 00,12; or 00,14. The program has determined that a sound 
exists, it now must figure out how long it exists and based upon that 
cause the appropriate output line to become active. Because the 
microprocessor executes instructions so rapidly and words occur so 
slowly, time delays must be introduced into the program This step 
places 4F into the D register. 4F is a number that will be placed in a 
register and decreased one count at a time to achieve a timing goaL 






00 


18 


1 


9 


9 


2 


9 


9 


3 


9 


9 


4 


00 


00 


S 


00 


00 


6 


00 


00 


7 


? 


? 


8 


9 


9 


9 


00 


79 


A 


? 


9 


B 


? 


9 


C 


9 


? 


D 


9 


9 


E 


9 


? 


F 


9 


? 


Register 


Contents 


D 


00 
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MEMORY LOCATION (00 t lA) 

Instruction A7 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 






00 


1A 





00 


IB 


1 


? 


? 


1 


? 


? 


2 


? 


? 


2 


? 


? 


3 


? 


? 


3 


? 


? 


4 


00 


00 


4 


00 


00 


5 


00 


00 


S 


00 


00 


6 


00 


00 


6 


00 


00 


7 


? 


? 


7 


? 


4F 


8 


? 


? 


8 


? 


? 


9 


00 


79 


9 


00 


79 


A 


? 


•> 


A 


? 


? 


B 


? 


? 


B 


? 


? 


C 


? 


? 


C 


? 


9 


D 


? 


? 


D 


? 


? 


E 


? 


? 


E 


? 


? 


F 


? 


? 


F 


? 


? 






Eight Bit Register 






Register 


Contents 


Register 


Contents 


D 


4F 




D 


4F 








Four 


and One Bit Registers 




Register 


Contents 


Register 


Contents 


I 


A 




I 


A 




N 


7 




N 


7 




X 


9 




X 


9 




P 







P 







DF 


? 




DF 


? 





The value in the D register (4F) is placed into register 7, low 
byte, where it may be accessed later in the program. 
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MEMORY LOCATION (00,18) 



Instructi 


on F8 


00 












Before Instruct 


ion 






After Instruct 


ion 








Regist 


er Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


IB 









00 


ID 


1 


? 


? 






1 


9 


? 


2 


9 


9 






2 


7 


» 


3 


9 


? 






3 


? 


? 


4 


00 


00 






4 


00 


00 


5 


00 


00 






5 


00 


00 


6 


00 


00 






6 


00 


00 


7 


? 


4F 






7 


9 


4F 


8 


? 


? 






8 


? 


9 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


9 


? 






B 


9 


? 


C 


? 


? 






C 


? 


? 


D 


9 


? 






D 


? 


9 


E 


9 


? 






E 


? 


9 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


4F 








D 


00 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 







N 


8 








N 







X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





This instruction is used to insure that the value 00 is present in 
the high order byte of register pair number seven. As the program 
turns out, it is not necessary that this step and the following one be 
performed Although I reworked this program several times, it 
seems to be possible to continue finding better and shorter ways the 
program could have been writtea To remove these bytes would 
require changing addresses throughout the program, an effort not 
worth the time involved 
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MEMORY LOCATION (00, ID) 

Instruction B7 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 






00 


ID 







00 


IE 


1 


? 


? 




1 


? 


? 


2 


? 


? 




2 


9 


? 


3 


? 


? 




3 


? 


? 


4 


00 


00 




4 


00 


00 


5 


00 


00 




S 


00 


00 


6 


00 


00 




6 


00 


00 


7 


? 


4F 




7 


00 


4F 


8 


? 


? 




8 


? 


1 


9 


00 


79 




9 


00 


79 


A 


9 


? 




A 


? 


? 


B 


9 


9 




B 


? 


? 


C 


? 


? 




C 


? 


? 


D 


? 


? 




D 


? 


? 


E 


9 


? 




E 


? 


? 


F 


9 


? 




F 


? 


? 






Eight 


Bit Register 






Register 


Contents 




Register 


Contents 


D 


00 






D 


00 








Four 


and 


One Bit Registers 




Register 


Contents 




Register 


Contents 


I 


B 






I 


B 




N 


7 






N 


7 




X 


9 






X 


9 




P 









P 







DF 


9 






DF 


9 





This step takes the value in the D register (00) and places it in 
the high order byte of general register pair number seven. 
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MEMORY LOCATION (00, IE) 

Instruction 34 32 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 

1 
2 

3 

4 

5 

6 

7 

8 

9 

A 

B 

C 

D 

E 

F 
Eight Bit Register 

Register Contents 

D 00 
Four and One Bit Registers 
Register Contents Register Contents 

13 13 

N 4 N 2 

X 9 X 9 

P P 

DF ? DF ? 



Again the EF lines (EF1 in this case) are being tested to see if 
sound is present. If sound is present, the program will proceed to 
the instruction at location 00,32; otherwise it will continue. 






00 


IE 


1 


? 


? 


2 


? 


? 


3 


9 


? 


4 


00 


00 


5 


00 


00 


6 


00 


00 


7 


00 


4F 


8 


? 


? 


9 


00 


79 


A 


? 


? 


B 


•> 


? 


C 


? 


? 


D 


•> 


? 


E 


i 


1 


F 


? 


9 


Register 


Contents 


D 


00 





00 


20 


? 


? 


7 


? 


? 


? 


00 


00 


00 


00 


00 


00 


00 


4F 


? 


? 


00 


79 


•> 


? 


•> 


f 


? 


? 


? 


? 


•> 


? 


9 


? 
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MEMORY LOCATION (00,20) 



Instructi 


on 35 


32 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


20 









00 


22 


1 


1 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


00 






4 


00 


00 


5 


00 


00 






5 


00 


00 


6 


00 


00 






6 


00 


00 


7 


00 


4F 






7 


00 


4F 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


9 


? 






A 


? 


? 


B 


? 


? 






B 


1 


? 


C 


? 


i 






C 


? 


? 


D 


7 


? 






D 


? 


? 


E 


7 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


3 




N 


5 








N 


2 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





The input line, EF2 is tested by this instruction. If the line is 
electrically low the program counter is set to 00,32; otherwise it 
continues to 00,22. The register contents shown above indicate a 
high input on EF2, no sound present. 
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MEMORY LOCATION (00 f 22) 



Instruction 36 32 
Before Instruction 

Register High Low 






00 


22 


1 


7 


? 


2 


7 


? 


3 


7 


7 


4 


00 


00 


5 


00 


00 


6 


00 


00 


7 


00 


4F 


8 


7 


7 


9 


00 


79 


A 


7 


? 


B 


7 


? 


C 


7 


? 


D 


7 


7 


E 


7 


? 


F 


7 


7 


Register 


Contents 


D 


00 





After Instruction 
Register Pairs 

Register High Low 






00 


24 


1 


7 


7 


2 


* 


7 


3 


7 


7 


4 


00 


00 


5 


00 


00 


6 


00 


00 


7 


00 


4F 


8 


7 


7 


9 


00 


79 


A 


7 


7 


B 


? 


? 


C 


7 


7 


D 


7 


7 


E 


? 


7 


F 


7 


7 



Eight Bit Register 

Register Contents 
D 00 
Four and One Bit Registers 
Register Contents Register Contents 

13 13 

N 6 N 2 

X 9 X 9 

P P 

DF ? DF ? 



If the input line EF3 is electrically low, then program control is 
transferred to the instruction byte at location 00,32; otherwise, the 
program continues at byte 00,24. The assumption used above is that 
EF3 remains electrically high. 
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MEMORY LOCATION (00,24) 
Instruction 27 



Before In 


istruct 


;ion 






After Instruction 








Register Pairs 






Register 


U^ h 


Low 






Register 


High 


Low 





00 


24 









00 


25 


1 


1 


7 






1 


? 


? 


2 


? 


? 






2 


? 


7 


3 


? 


? 






3 


? 


? 


4 


00 


00 






4 


00 


00 


5 


00 


00 






5 


00 


00 


6 


00 


00 






6 


00 


00 


7 


00 


4F 






7 


00 


4E 


8 


? 


? 






8 


i 


9 


9 


00 


79 






9 


00 


79 


A 


7 


? 






A 


? 


1 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


7 


D 


7 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 






] 


Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


2 








I 


2 




N 


7 








N 


7 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





The only way to reach this point in the program is to have 
detected a sound and then fail to detect sound on a following test 
(00, IE; 00,20; 00,22). This instruction decreases the value held in 
register number seven by one count (note the value 4E instead of 
4F). Remember that the next time the program comes through this 
point it will subtract one from the value held in register seven, but 
the value held in register seven can be 4F or any smaller quantity 
(depending on how many times the program has been through this 
loop). 
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MEMORY LOCATION (00,25) 

Instruction 87 

Before Instruction After Instruction 

Register Puirs 

Register High Low Register High Low 

00 26 

1 ? ? 

2 ? ? 

3 ? ? 

4 00 00 

5 00 00 

6 00 00 

7 00 4E 

8 ? ? 

9 00 79 
A ? ? 
B ? ? 
C ? ? 
D ? ? 
E ? ? 
F ? ? 

Eight Bit Register 

Register Contents Register Contents 

D 00 D 4E 
Four and One Bit Registers 

Register Contents Register Contents 

18 18 

N 7 N 7 

X 9 X 9 

P P 

DF ? DF ? 



This instruction moves the low order byte of general register 
pair number seven into the D register. In other words, the number 
found in the low order byte of register pair seven can now be found 
in the D register. 






00 


25 


1 


? 


? 


2 


? 


? 


3 


? 


? 


4 


00 


00 


S 


00 


00 


6 


00 


00 


7 


00 


4E 


8 


? 


? 


9 


00 


79 


A 


9 


? 


B 


? 


7 


C 


? 


1 


D 


? 


9 


E 


? 


? 


F 


? 


? 
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MEMORY LOCATION (00,26) 



Instruction 32 2A 
Before Instruction 



After Instruction 
Register Pairs 



Register 


High 


Low 




Register 


High 


Loi 





00 


26 







00 


28 


1 


? 


? 




1 


? 


? 


2 


? 


? 




2 


? 


? 


3 


? 


? 




3 


* 


? 


4 


00 


00 




4 


00 


00 


S 


00 


00 




5 


00 


00 


6 


00 


00 




6 


00 


00 


7 


00 


4E 




7 


00 


4E 


8 


? 


? 




8 


? 


? 


9 


00 


79 




9 


00 


79 


A 


? 


? 




A 


9 


? 


B 


? 


? 




B 


? 


? 


C 


? 


? 




C 


? 


? 


D 


? 


? 




D 


? 


? 


E 


? 


? 




E 


? 


? 


F 


? 


? 




F 


? 


7 






Eight 


Bit Register 






Register 


Contents 




Register 


Contents 


D 


4E 






D 


4E 








Four 


and 


One Bit Registers 




Register 


Contents 




Register 


Contents 


I 


3 






I 


2 




N 


2 






N 


A 




X 


9 






X 


9 




P 









P 







DF 


? 






DF 


? 





This instruction tests the contents of the D register. If the 
contents of D equal zero, then the program counter would change to 
00,2A and that is where the next instruction would be found. Be- 
cause the contents of register D equal 4E, the program advances to 
the next instruction in sequence, 00,28. 
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MEMORY LOCATION (00,28) 



Instructi 


on 30 


IE 












Before Instruction 






After Instruct 


ion 








Reg 


ister Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


28 









00 


IE 


1 


7 


7 






1 


? 


? 


2 


7 


7 






2 


? 


? 


3 


7 


? 






3 


7 


? 


4 


00 


00 






4 


00 


00 


S 


00 


00 






5 


00 


00 


6 


00 


00 






6 


00 


00 


7 


00 


4E 






7 


00 


4E 


8 


7 


7 






8 


7 


7 


9 


00 


79 






9 


00 


79 


A 


7 


? 






A 


? 


? 


B 


7 


? 






B 


7 


? 


C 


7 


? 






C 


1 


7 


D 


7 


? 






D 


7 


1 


E 


7 


? 






E 


7 


7 


F 


7 


? 






F 


7 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


4E 








D 


4E 








Four and l 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


1 




N 











N 


E 




X 


9 








X 


9 




P 











P 







DF 


7 








DF 


? 





This instruction defines the end of a loop. It causes the pro- 
gram to jump back to the instruction at 00.1E. This is accomplished 
by changing the low order byte of general register pair zero. There 
are two ways to escape this loop; if a sound is recognized, the 
program will advance to 00,32; if silence continues until register 
seven is decreased to the value zero then the program will move to 
00,2A. 
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MEMORY LOCATION (00, 2A) 



Instructi 


on 15 














Before Instruction 






After Instruct 


ion 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


2A 









00 


2B 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


•t 


? 






3 


7 


? 


4 


00 


00 






4 


00 


00 


5 


00 


00 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4E 






7 


00 


4E 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


7 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


9 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 






1 


Bight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


4E 








D 


4E 








Four 


and ( 


Dne 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


1 








I 


1 




N 


5 








N 


5 




X 


9 








X 


9 




P 











P 







DF 


? 








DF 


? 





The only way to reach this point is to go through the loop 
(00, IE through 00,28) without recognizing a sound 79 times con- 
secutively (79 equal 4F in bias 16 numbering system). This instruc- 
tion increases the value found in register pair number five by one 
count. The count of 79 must occur 16 times before enough silence 
has elapsed to consider the word finished. 
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MEMORY LOCATION (00 f 2B) 

Instruction 85 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 

"" 

1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 
Eight Bit Register 

Register Contents 
D 01 
Four and One Bit Registers 
Register Contents Register Contents 

18 18 

N 5 N 5 

X 9 X 9 

P P 

DF ? DF ? 



This instruction moves the value found in the low order regis- 
ter of general pair number five into the D register. 






00 


2B 


1 


? 


? 


2 


? 


? 


3 


9 


? 


4 


00 


00 


5 


00 


01 


6 


00 


00 


7 


00 


4E 


8 


? 


? 


9 


00 


79 


A 


? 


? 


B 


? 


? 


C 


? 


? 


D 


? 


? 


E 


? 


? 


F 


? 


? 


Register 


Contents 


D 


4E 





00 


2C 


? 


? 


? 


? 


•> 


? 


00 


00 


00 


01 


00 


00 


00 


4E 


1 


? 


00 


79 


? 


? 


? 


? 


? 


? 


? 


? 


? 


? 


? 


? 
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MEMORY LOCATION (00, 2C) 



Instruction FD 


10 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


2C 









00 


2E 


1 


? 


? 






1 


? 


? 


2 


1 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


00 






4 


00 


00 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4E 






7 


00 


4E 


8 


? 


? 






8 


? 


9 


9 


00 


79 






9 


00 


79 


^ 


? 


1 






A 


? 


? 


B 


7 


? 






B 


? 


? 


C 


'l 


? 






C 


1 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


01 








D 


OF 








Four and ' 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 


1 




N 


D 








N 







X 


9 








X 


9 




P 











P 







DF 


? 








DF 


1 





This instruction subtracts the contents of register D form lb, 
the result of which is "OF." This result is placed in register D. The 
value "1" is placed in register DF to indicate that the result of this 
subtraction is a true positive number. 
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MEMORY LOCATION (00, 2E) 



Instructi 
Before In 

Register 

1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 

Register 


Register 
I 
N 
X 
P 
DF 



on 32 3F 
struction 



High 
00 

9 

? 
? 

00 
00 
00 
00 
9 

00 

? 
? 

9 
9 

9 

? 



Low 

2E 

? 

? 

? 

00 

01 

00 

4E 

? 

79 

9 

? 
? 
9 
9 
9 



After Instruction 
Register Pairs 
Register 




1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 



High 
00 

? 

? 

00 

00 

00 

00 

? 

00 

? 
? 
? 

9 
9 

? 



Low 
30 
? 
? 

? 

00 
01 
00 

4E 

9 

79 
? 

9 
? 
? 
? 
? 



Eight Bit Register 
Contents Register Contents 

OF D OF 

Four and One Bit Registers 
Contents Register Contents 

3 I 3 

2 N F 

9 X 9 

P 

1 DF 1 



This instruction tests the contents of the D register and 
changes the program counter to 00, 3F if those contents happen to be 
equal to zero. Since they are not, the program counter moves to 
00,30. The location 00, 3F is the address where a determination is 
made to the length of the spoken word 
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MEMORY LOCATION (00,30) 



Instruction 30 


18 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


30 









00 


18 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


1 


? 






3 


? 


? 


4 


00 


00 






4 


00 


00 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4E 






7 


00 


4E 


8 


? 


? 






8 


i 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


8 


? 


? 






B 


? 


? 


C 


? 


» 






C 


? 


? 


D 


? 


? 






D 


9 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


OF 








D 


OF 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


1 




N 











N 


8 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





This instruction is found at the end of a loop and it changes the 
program counter (register pair zero) to 00,18. 
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MEMORY LOCATION (00,32) 



Instruction 14 














Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


32 









00 


33 


1 


? 


? 






1 


? 


? 


2 


7 


7 






2 


? 


7 


3 


? 


? 






3 


? 


7 


4 


00 


00 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4E 






7 


00 


4E 


8 


9 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


7 


? 






A 


•> 


? 


B 


? 


? 






B 


? 


7 


C 


7 


7 






C 


? 


? 


D 


7 


? 






D 


? 


? 


E 


? 


7 






E 


? 


? 


F 


? 


7 






F 


? 


? 






1 


Sight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


OF 








D 


OF 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


1 








I 


1 




N 


4 








N 


4 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





This step increases the value contained in register pair number 
four by one count The count in register number four will be used to 
determine the length of the word. 



181 



MEMORY LOCATION (00,33) 
Instruction 27 



Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


33 









00 


34 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4E 






7 


00 


4D 


8 


•> 


? 






8 


1 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


1 






C 


9 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


V 


? 


F 


7 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


OF 








D 


OF 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


2 








I 


2 




N 


7 








N 


7 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





This instruction decreases the value contained in register pair 
number seven by one count. Consider the instructions at 00.1E; 
00,20; and 00,22. One of those transferred the program to 00,32 
therefore bypassing the timing loop instructions which commence 
at 00,24. This and the next group of instructions are used for timing. 
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MEMORY LOCATION (00,34) 



Instruction 87 














Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


34 









00 


35 


1 


? 


? 






1 


? 


•> 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


7 


? 


4 


00 


01 






4 


00 


01 


5 


00 


0] 






S 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


9 


1 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


OF 








D 


4D 








Four and < 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


8 








I 


8 




N 


7 








N 


7 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





The contents of the low order byte of general register pair 
number seven are placed into the D register. 
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MEMORY LOCATION (00,35) 

Instruction 32 18 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 


1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 
Eight Bit Register 

Register Contents 
D 4D 
Four and One Bit Registers 
Register Contents Register Contents 

13 II 

N 2 N 8 

X 9 X 9 

p P 

DF 1 DF 1 



Should the contents of the D register equal zero, program 
execution would continue at location 00,18. 






00 


35 


1 


? 


? 


2 


7 


? 


3 


? 


7 


4 


00 


01 


S 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


? 


? 


9 


00 


79 


A 


9 


? 


B 


9 


? 


C 


9 


? 


D 


? 


? 


E 


? 


7 


F 


? 


9 


Register 


Contents 


D 


4D 





00 


37 


? 


? 


? 


7 


? 


? 


00 


01 


00 


01 


00 


00 


00 


4D 


7 


7 


00 


79 


? 


? 


7 


? 


? 


? 


7 


? 


? 


? 


? 


? 
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MEMORY LOCATION (00,37) 

Instruction C4 

Before Instruction After Instruction 

Register Pairs 
Register High Low Register High Low 


1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 
Eight Bit Register 

Register Contents 
D 4D 
Four and One Bit Registers 
Register Contents Register Contents 

I C I C 

N 4 N 4 

X 9 X 9 

P P 

DF 1 DF 1 



This and the five C4 instructions which follow do nothing but 
pass time. This portion of the program is a timing loop and those six 
"do nothing" commands correspond roughly to the time spent mov- 
ing from 00, IE to 00,24 The idea is that the same timing loop time 
occur whether sound or silence initiates the timing. 






00 


37 


1 


? 


9 


2 


? 


9 


3 


9 


? 


4 


00 


01 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


? 


? 


9 


00 


79 


A 


9 


? 


B 


? 


? 


C 


9 


? 


D 


9 


? 


E 


9 


? 


F 


? 


? 


Register 


Contents 


D 


4D 





00 


38 


•> 


? 


? 


? 


? 


? 


00 


01 


00 


01 


00 


00 


00 


4D 


? 


9 


00 


79 


9 


9 


? 


9 


? 


? 


? 


? 


? 


? 


? 


9 
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MEMORY LOCATION (00 # 3D) 



Instruction 30 33 
Before Instruction 

Register High Low 



After Instruction 
Register Pairs 

Register High Low 






00 


3D 







00 


33 


1 


? 


? 




1 


? 


? 


2 


? 


? 




2 


? 


? 


3 


V 


? 




3 


? 


? 


4 


00 


01 




4 


00 


01 


5 


00 


01 




5 


00 


01 


6 


00 


00 




6 


00 


00 


7 


00 


4D 




7 


00 


4D 


8 


1 


? 




8 


9 


9 


9 


00 


79 




9 


00 


79 


A 


? 


? 




A 


? 


? 


B 


? 


? 




B 


1 


? 


C 


? 


? 




C 


? 


? 


D 


? 


? 




D 


? 


? 


E 


? 


? 




E 


? 


» 


F 


? 


? 


Eight 


F 
Bit Register 


? 


? 


lister 


Contents 




Register 


Contents 


D 


4D 






D 


4D 








Four and i 


One Bit Registers 




lister 


Contents 




Register 


Contents 


I 


3 






I 


3 




N 









N 


3 




X 


9 






X 


9 




P 









P 







DF 


1 






DF 


1 





This instruction marks the end of a timing loop. It returns 
program control to location 00,33. The only way to escape the loop 
occurs at 00,35 when the contents of register number seven have 
been decreased to zero. 
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MEMORY LOCATION (Q0,3F) 



Instruction 84 
Before Instruction 

Register High Low 






00 


3F 


1 


7 


7 


2 


7 


7 


3 


7 


7 


4 


00 


01 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


7 


? 


9 


00 


79 


A 


•> 


? 


B 


'? 


7 


C 


7 


? 


D 


7 


7 


E 


9 


» 


F 


7 


7 


Register 


Contents 


D 


00 





After Instruction 
Register Pairs 

Register High Low 






00 


40 


1 


? 


7 


2 


7 


7 


3 


7 


7 


4 


00 


01 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


1 


7 


9 


00 


79 


A 


7 


7 


B 


•> 


7 


C 


7 


7 


D 


7 


7 


E 


7 


7 


F 


7 


7 



Eight Bit Register 

Register Contents 
D 01 
Four and One Bit Registers 
Register Contents Register Contents 

18 18 

N 4 N 4 

X 9 X 9 

P P 

DF 1 DF 1 



The only way to get to this instruction is to jump from 00,2E 
and this only occurs when the contents of the D register equal zero. 
In physical terms, it means that a sound has occurred and has been 
followed by a sufficient period of silence. The contents of register 
four (low order byte) are not placed into the D register for examina- 
tion. 
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MEMORY LOCATION (00,40) 



Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


40 









00 


42 


1 


? 


? 






1 


? 


? 


2 


* 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


1 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


9 






A 


? 


1 


B 


? 


? 






B 


? 


9 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


01 








D 


48 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 


4 




N 


D 








N 


9 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





Contents of register D are subtracted from 49. The results of 
this subtraction are placed in the D register and the DF flag is also 
set; the 1 indicating that no borrow occurred 
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MEMORY LOCATION (00,42) 



Instruction 3B 


52 










Before Instruct 


ion 




After Instruction 


Register 


High 


Low 


Register Pairs 
Register 


High 


Low 





00 


42 







00 


44 


1 


? 


? 




1 


? 


? 


2 


? 


? 




2 


? 


? 


3 


9 


? 




3 


? 


? 


4 


00 


01 




4 


00 


01 


5 


00 


01 




5 


00 


01 


6 


00 


00 




6 


00 


00 


7 


00 


4D 




7 


00 


4D 


8 


? 


? 




8 


? 


9 


9 


00 


79 




9 


00 


79 


A 


? 


? 




A 


9 


? 


B 


9 


? 




B 


9 


? 


C 


? 


? 




C 


? 


? 


D 


9 


9 




D 


? 


? 


E 


? 


? 




E 


? 


9 


F 


7 


? 




F 


? 


? 








Eight 


Bit Register 






Register 


Contents 




Register 


Contents 


D 


48 






D 


48 





Four and One Bit Registers 

Register Contents Register Contents 
13 IS 

N B N 2 

X 9 X 9 

P P 

DF 1 DF 1 



This instruction tests the contents of the DF register. If DF 
equaled zero (meaning a borrow had occurred in the previous 
operation) then program control would jump to 00,52. Since no 
borrow occurred in the previous operation, the sound identifier 
(number in register pair number four) is less than 49. 
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MEMORY LOCATION (00,44) 



Instruction 84 



Before Instruction 






After Instruction 








Registi 


er Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


44 









00 


45 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


9 


9 






C 


? 


? 


D 


? 


7 






D 


? 


» 


E 


1 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 






Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


48 








D 


01 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


8 








I 


8 




N 


4 








N 


4 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





This step takes the contents of register four (low order byte) 
and places those contents into the D register. 
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MEMORY LOCATION (00,45) 



Instruction FD 


32 












Before Instruction 






After Instruction 








Regist 


er Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


45 









00 


47 


1 


? 


? 






1 


9 


? 


2 


? 


? 






2 


9 


? 


3 


? 


9 






3 


? 


? 


4 


00 


01 






4 


00 


01 


S 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


1 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


9 






A 


? 


? 


B 


9 


? 






B 


9 


? 


C 


9 


9 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


» 






E 


? 


? 


F 


? 


? 






F 


9 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


01 








D 


31 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 


3 




N 


D 








N 


2 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





Contents of register D are subtracted from 32. The results of 
this subtraction are placed in the D register and the DF flag is also 
set, the 1 indicating that no borrow occurred 
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MEMORY LOCATION (00,47) 



Instruction 3B 


57 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


47 









00 


49 


1 


7 


7 






1 


7 


7 


2 


? 


7 






2 


7 


7 


3 


7 


7 






3 


7 


7 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


7 


7 






8 


7 


7 


9 


00 


79 






9 


00 


79 


A 


7 


7 






A 


7 


7 


B 


7 


7 






B 


7 


7 


C 


7 


7 






C 


7 


7 


D 


7 


7 






D 


7 


7 


E 


7 


? 






E 


7 


7 


F 


7 


* 






F 


7 


7 






1 


Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


31 








D 


31 








Four 


and One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


5 




N 


B 








N 


7 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





This instruction tests the value contained by register DF. If the 
result had been zero, the program counter would have advanced to 
00,57. The sound identifier (number contained in register four) is 
less than 32. 
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MEMORY LOCATION (00,40) 



Instruction 84 














Before Instruct 


ion 






After Instruction 








Re?. 


ister Fairs 






Register 


High 


Low 






Register 


High 


Low 





00 


49 









00 


4A 


1 


9 


9 






1 


9 


o 


2 


9 


9 






2 


9 


9 


3 


9 


9 






3 


*} 


9 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


40 






7 


00 


40 


8 


9 


9 






8 


9 


9 


9 


00 


79 






9 


00 


79 


A 


9 









A 


9 


o 


B 


9 


9 






B 


9 


9 


C 


9 


9 






C 


9 


o 


D 


9 


9 






D 


9 


9 


E 


9 


9 






E 


*> 


9 


F 


9 


9 






F 


o 


O 








F.ight 


Bit Register 






Register 


Contents 






Register 


Contents 


n 


31 








n 


01 








Four 


■ and 


One 


Bit D egisters 




Register 


Contents 






Register 


Contents 


I 


8 








I 


8 




N 


4 








N 


4 




X 


9 








X 


9 




P 











n 







DF 


1 








OF 


1 





The sound identifier (number contained in register four) is 
moved into the D register again. 
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MEMORY LOCATION (00, 4A) 



Instruct! 


on FD 


19 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


4A 









00 


4C 


1 


? 


? 






1 


? 


? 


2 


•t 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


f 


1 






A 


? 


» 


B 


? 


? 






& 


? 


? 


C 


? 


9 






C 


? 


» 


D 


7 


"} 






D 


? 


? 


E 


? 


? 






E 


? 


» 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


01 








D 


18 








Four and One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 


1 




N 


D 








N 


9 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





Contents of register D are subtracted from 19. The results of 
this subtraction are placed in the D register and the DF flag is also 
set, the 1 indicating that no borrow occurred. 
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MEMORY LOCATION (00, 4C) 



Before Instruction 






After Instruction 








Registt 


Br Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


4C 









00 


4E 


1 


9 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


9 


4 


00 


01 






4 


00 


01 
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00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


9 


? 






B 


? 


? 


C 


9 


7 






C 


? 


? 


D 


? 


? 






D 


9 


? 


E 


? 


? 






E 


9 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


18 








D 


18 








Four and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


5 




N 


B 








N 


C 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





This instruction tests the value contained by register DF. If the 
result had been zero, program counter would have advanced to 
00, 5C. The sound identifier (number contained in register four) is 
less than 19. 
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MEMORY LOCATION (00, 4E) 



Instructi 


on C4 














Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


4E 









00 


4F 


1 


•> 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


1 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


18 








D 


18 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


C 








I 


C 




N 


4 








N 


4 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





This instruction and the one following it (C4 at location 00.4F) 
do nothing but consume time. They exist because the previous 
version of the program contained an incorrect two-byte instruction; 
it was easier to delete the incorrect instruction and replace it with 
"do nothing" commands than to relocate addresses before and after 
this instruction. 
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MEMORY LOCATION (00,50) 



Instruct! 


ton 30 


i 61 












Before Instruction 






AfteT Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


50 









00 


61 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


01 






4 


00 


01 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


79 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


r 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


18 








D 


18 








Four) and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


6 




N 











N 


1 




X 


9 








X 


9 




P 











P 







DF 


1 








DF 


1 





Because this sound had not proven to be one of the three 
possible longer sounds tested above, it must be the shortest sound 
of the four; therefore the program counter is set to 00,61 which is 
the address to commence an appropriate output This instruction 
merely changes the low order byte of general register pair zero to 
61. 
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MEMORY LOCATION (00,52) 



Instructi 


on F8 


75 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


52 









00 


54 


1 


7 


? 






1 


7 


7 


2 


7 


7 






2 


7 


7 


3 


? 


7 






3 


7 


7 


4 


00 


50 






4 


00 


SO 


S 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


7 


? 






8 


? 


7 


9 


00 


79 






9 


00 


79 


A 


7 


? 






A 


7 


7 


B 


7 


? 






B 


7 


7 


C 


7 


? 






C 


7 


7 


D 


7 


7 






D 


7 


7 


E 


7 


7 






E 


? 


7 


F 


7 


1 






F 


7 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


F9 








D 


75 








Four and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 


7 




K 


8 








N 


5 




X 


9 








X 


9 




P 











P 







DF 











DF 








The only way to reach this point would be to have a sound 
identifier (number in register four) that is greater than 48. After the 
subtraction the DF register would contain and program control 
would be transferred to this point This instruction places 75 into 
the D register; 75 is the low order byte of the memory address 
which contains the output data for a long word 
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MEMORY LOCATION (00,54) 



Instruction A9 



Before In 


istruct 


ion 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


54 









00 


55 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


50 






4 


00 


50 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


79 






9 


00 


75 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


7 


? 


E- 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 






1 


Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


75 








D 


75 








Four 


and One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


A 








I 


A 




N 


9 








N 


9 




X 


9 








X 


9 




P 











P 







DF 











DF 








This instruction takes the value found in register D and trans- 
fers that value to the low order byte of general register pair number 
nine. 
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MEMORY LOCATION (00 f 55) 



Instruction A9 
Before Instruction 

Register High Low 






00 55 


1 


7 7 


2 


7 7 


3 


7 7 


4 


00 50 


5 


00 01 


6 


00 00 


7 


00 4D 


8 


7 7 


9 


00 75 


A 


7 ? 


B 


? ? 


C 


? ? 


D 


? 7 


E 


7 7 


F 


7 7 


Register 


Contents 





75 



After Instruction 
Register Pairs 

Register High Low 






00 


64 


1 


7 


7 


2 


7 


7 


3 


7 


7 


4 


00 


50 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


7 


7 


9 


00 


75 


A 


7 


7 


B 


7 


7 


C 


7 


7 


D 


7 


7 


E 


7 


7 


F 


7 


7 



Eight Bit Register 

Register Contents 
D 75 
Four and One Bit Registers 
Register Contents Register Contents 

13 16 

NO N 4 

X 9 X 9 

P P 

DF OF 



Control of the program is transferred to 00,64 by this instruc- 
tion. This instruction completes the setup necessary for the output 
of a byte indicating that a long word has occurred. 
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MEMORY LOCATION (00,57) 



Instruction F8 


76 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


57 









00 


59 


1 


? 


? 






1 


? 


7 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


7 


? 


4 


00 


33 






4 


00 


33 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


9 






8 


? 


7 


9 


00 


75 






9 


00 


7S 


A 


? 


? 






A 


? 


? 


B 


9 


? 






B 


7 


7 


C 


? 


? 






C 


7 


7 


D 


7 


? 






D 


7 


7 


E 


7 


? 






E 


7 


7 


F 


? 


? 






F 


? 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


FF 








D 


76 








Four and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 


7 




N 


8 








N 


6 




X 


9 








X 


9 




P 











P 







DF 











DF 








To reach this point in the program requires that the sound 
identifier (number in register four) be greater than 31 and less than 
4A (49 subtracted from 49 at location 00,40 would leave the DF 
register holding one). This step places 76 into the D register. 76 is 
the low order byte of the memory address for a data byte which will 
be the output of the word which is the third longest. 
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MEMORY LOCATION (00,59) 



Instruction A9 
Before Instruction 

Register High Low 






00 


59 


1 


? 


? 


2 


? 


? 


3 


? 


? 


4 


00 


33 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


? 


? 


9 


00 


75 


A 


? 


? 


B 


? 


? 


C 


? 


? 


D 


? 


? 


E 


? 


? 


F 


? 


? 


Register 


Contents 


D 


76 





After Instruction 
Register Pairs 

Register High Low 






00 


5A 


1 


? 


? 


2 


? 


» 


3 


? 


? 


4 


00 


33 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


? 


? 


9 


00 


76 


A 


? 


? 


B 


7 


? 


C 


? 


? 


D 


? 


? 


E 


? 


? 


F 


? 


? 



Eight Bit Register 

Register Contents 
D 76 
Four and One Bit Registers 
Register Contents Register Contents 
I A I A 

N 9 N 9 

X 9 X 9 

p P 

DF DF 



This instruction places the value 76 into the D register. 
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MEMORY LOCATION (00, SA) 



Instruction 30 64 
Before Instruction 



After Instruction 
Register Pairs 
Register 




Register High Low 

00 5A 

1 ? ? 

2 7? 

3 7? 

4 00 33 

5 00 01 

6 00 00 

7 00 40 

8 ? ? 

9 00 76 
A ? ? 
B ? ? 
C ? ? 
D ? ? 
E 7 7 
F 7 7 

Eight Bit Register 

Register Contents Register Contents 

D 76 D 76 

Four and One Bit Registers 

Register Contents Register Contents 

13 16 

NO N 4 

X 9 X 9 

P P 

OF DF 



1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 



High 

00 

7 

7 

7 

00 

00 

00 

00 

7 

00 

7 

7 

7 

7 

7 

7 



Low 

64 

? 

7 

? 

33 

01 

00 

4D 

7 

76 

7 

7 

7 

7 

7 

7 



This instruction transfers control of the program to 00,64 
where an output operation will occur. This is accomplished by 
moving the contents of the D register into the low order byte of 
general register pair zero. 
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MEMORY LOCATION (00, SC) 



Instruction F8 


77 












Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


SC 









00 


SE 


1 


7 


? 






1 


7 


7 


2 


7 


7 






2 


7 


7 


3 


7 


? 






3 


7 


7 


4 


00 


1A 






4 


00 


1A 


5 


00 


01 






S 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


7 


7 


9 


00 


76 






9 


00 


76 


A 


? 


7 






A 


7 


7 


B 


7 


7 






B 


7 


7 


e 


7 


7 






C 


7 


7 


D 


7 


* 






D 


7 


7 


E 


7 


7 






E 


7 


7 


F 


? 


7 






F 


7 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


FF 








D 


77 








Four and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 


7 




N 


8 








N 


7 




X 


9 








X 


9 




P 











P 







DF 











DF 








Reaching this place in the program requires that the sound 
identifier (number in register four) be greater than 18 and less than 
32. The instruction here places 77 into the D register because 77 is 
the location of the data byte to be output as a representation of the 
word just longer than the shortest one. 
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MEMORY LOCATION (00, 5E) 



Instruction A9 
Before Instruction 

Register High Low 



00 

? 

? 

7 

00 

00 

00 

00 

? 

00 

7 
7 
7 
7 
? 
7 



SE 

7 

? 

? 

1A 

01 

00 

4D 

? 

76 

? 

? 

? 



After Instruction 
Register Pairs 

Register High 
00 



Low 
5F 
7 
7 



Register Contents 

D 77 

Four 

Register Contents 

I A 

N 9 

X 9 

P 

DF 



1 7 

2 7 

3 ? ? 

4 00 1A 

5 00 01 

6 00 00 

7 00 4D 

8 ? ? 

9 00 77 
A ? ? 
B 7 ? 
C ? ? 
D 7 ? 
E 7 ? 
F ? 7 

Eight Bit Register 
Register 



Contents 
77 
and One Bit Registers 

Register Contents 
I A 
N 9 
X 9 
P 
DF 



This instruction places the contents of the D register into the 
low order byte of general register pair number nine. 
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MEMORY LOCATION (00,5F) 



Instruction 30 64 
Before Instruction 

Register High Low 






00 


SF 


1 


7 


7 


2 


7 


? 


3 


7 


? 


4 


00 


1A 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


7 


? 


9 


00 


77 


A 


7 


7 


B 


7 


? 


C 


7 


7 





7 


7 


E 


7 


7 


F 


7 


7 


lister 


Contents 


D 


77 





After Instruction 
Register Pairs 

Register High Low 






00 


64 


1 


7 


7 


2 


? 


7 


3 


7 


7 


4 


00 


1A 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


7 


7 


9 


00 


77 


A 


7 


7 


B 


7 


7 


C 


7 


7 


D 


7 


7 


E 


7 


7 


F 


? 


1 



Eight Bit Register 

Register Contents 
D 77 
Four and One Bit Registers 
Register Contents Register Contents 
13 16 

NO N 4 

X 9 X 9 

P P 

DF DF 



This instruction transfers control of the program to 00,64 
where an output operation will occur. This is accomplished by 
moving the contents of the D register into the low order byte of 
general register pair zero. 
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MEMORY LOCATION (00,61) 



Instruction F8 78 
Before Instruction 



Register 

1 
2 
3 
4 
S 
6 
7 
8 
9 
A 
B 
C 

E 
F 

Register 
D 

Register 
I 
N 
X 
P 
DF 



High 

00 

? 

? 

7 

00 

00 

00 

00 

? 

00 

? 
? 

7 

9 

7 
7 



Low 

61 

7 

7 

7 

05 

01 

00 

4D 

•> 

77 

7 

7 

7 

7 

7 

7 



After Instruction 
Register Pairs 

Register High 
00 



1 

2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 



7 
7 
7 

00 

00 

00 

00 

7 

00 

7 

? 

7 
? 
? 

7 



Low 

63 

? 

7 

7 

05 

01 

00 

4D 

? 

77 

7 

? 

7 

? 

7 

7 



Eight Bit Register 
Contents Register Contents 

77 d 78 

Four and One Bit Registers 
Contents Register Contents 

F *l 7 

8 N 8 

9 X 9 
P 
DF 



Reaching this place in the program requires that the sound 
identifier (number in register four) be less than 19. This instruction 
places 78 into the D register because the contents of the memory 
byte at location 00,78 represent the shortest word possible. 
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MEMORY LOCATION (00,63) 



Instruction A9 














Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


63 









00 


64 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


9 


? 


3 


? 


? 






3 


? 


? 


4 


00 


OS 






4 


00 


OS 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


77 






9 


00 


78 


A 


9 


? 






A 


? 


? 


B 


? 


? 






B 


? 


7 


C 


? 


? 






C 


9 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


7 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


78 








D 


78 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


A 








I 


A 




N 


9 








N 


9 




X 


9 








X 


9 




P 











P 







DF 











DF 








This instruction places the contents of the D register into the 
low order byte of general register pair number nine. 
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MEMORY LOCATION (00,64) 



Instruction F8 


00 












Before Instruction 






After Instruction 








Regist 


er Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


64 









00 


66 


1 


7 


? 






1 


7 


? 


2 


7 


? 






2 


7 


? 


3 


7 


7 






3 


? 


? 


4 


00 


05 






4 


00 


05 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


7 






8 


? 


? 


9 


00 


78 






9 


00 


78 


A 


? 


? 






A 


7 


? 


B 


7 


? 






B 


? 


7 


C 


? 


? 






C 


? 


? 


D 


7 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


78 








D 


00 








Four 


and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 







N 


8 








N 







X 


9 








X 


9 




P 











P 







DF 











DF 








This is the output section of the program, used to illuminate 
the appropriate light emitting diode after a sound has been decoded 
Getting to this point requires either a jump from 00, 55; 00, 5A; 00, 5F 
or falling through from 00,63. This instruction places 00 into the D 
register for transfer in the next step to another register. 
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MEMORY LOCATION (00,66) 



Instruction B9 
Before Instruction 



After Instruction 
Register Pairs 



Register 


High 


Low 




Register 


High 


Lot 





00 


66 







00 


67 


1 


9 


? 




1 


? 


? 


2 


? 


? 




2 


? 


? 


3 


? 


? 




3 


? 


? 


4 


00 


05 




4 


00 


05 


5 


00 


01 




5 


00 


01 


6 


00 


00 




6 


00 


00 


7 


00 


4D 




7 


00 


4D 


8 


? 


? 




8 


? 


? 


9 


00 


78 




9 


00 


78 


A 


? 


? 




A 


? 


? 


B 


? 


? 




B 


? 


? 


C 


? 


? 




C 


? 


? 


D 


? 


? 




D 


? 


? 


E 


? 


? 




E 


? 


? 


F 


? 


? 




F 


? 


? 






Eight 


Bit Register 






Register 


Contents 




Register 


Contents 


D 


00 






D 


00 








Four 


and 


One Bit Registers 




Register 


Contents 




Register 


Contents 


I 


B 






I 


B 




N 


9 






N 


9 




X 


9 






X 


9 




P 









P 







DF 









DF 








The contents of D (00) are placed in the high order byte of 
general register pair number nine. As a programmer, it is not 
always obvious just what happens to be residing within a register; 
therefore, the safe thing to do is insert the desired value when 
needed rather than take a chance that things may work out. Even a 
chart like this one can be deceptive in a longer program; the 
contents of the registers may vary at any given point, depending 
upon the program path taken to arrive at that point. 
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MEMORY LOCATION (00,67) 



Instruct! 


ion E9 


i 












Before Instruct 


ion 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


67 









00 


68 


1 


? 


7 






1 


? 


? 


2 


? 


? 






2 


7 


? 


3 


? 


7 






3 


7 


? 


4 


00 


05 






4 


00 


OS 


5 


00 


01 






S 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


78 






9 


00 


78 


A 


? 


7 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


7 


? 






D 


7 


? 


E 


7 


7 






E 


7 


7 


F 


? 


? 






F 


? 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Four 


and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


E 








I 


E 




N 


9 








N 


9 




X 


9 








X 


9 




P 











P 







DF 











DF 








This instruction sets the value within the X register to 9. This 
instruction, like the last one, is not necessary in this program; but is 
part of a good practice; assuring that the pointer is pointing to the 
desired register pair. Remember that errors in software can be very 
difficult to find unless all code is written in understandable logical 
groupings. 
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MEMORY LOCATION (00,68) 



Instruction 62 



Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


68 









00 


69 


1 


? 


? 






1 


? 


? 


2 


t 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


05 






4 


00 


05 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


78 






9 


00 


78 


A 


? 


? 






A 


? 


7 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 








Pour and ' 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


6 








I 


6 




N 


2 








N 


2 




X 


9 








X 


9 




P 











P 







DP 











DF 








The instruction causes the memory byte addressed by the 
general register pair pointed to by the X register to be placed on the 
output bus for output port number two. The X register points to 
register pair number nine. Pair number nine addresses location 
00,78. The contents of 00,78 (01) will be output Port number two 
refers to a hardware configuration which is wired to respond to an 
"output port number two" instruction. 
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MEMORY LOCATION (00,69) 



Instruction F8 FF 
Before Instruction 



Register 

1 
2 
3 
4 
S 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 

Register 
D 

Register 
I 
N 
X 
P 
DF 



High 

00 

? 

? 

? 

00 

00 

00 

00 

? 

00 

? 
? 
? 
? 
? 
? 



Low 

69 

? 

? 

? 

05 

01 

00 

4D 

? 

78 

9 

? 
? 
? 
? 
? 



After Instruction 
Register Pairs 
Register 




1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 



High 

00 

? 

? 

? 

00 

00 

00 

00 

? 

00 

? 

? 

? 

? 

? 

? 



Low 

6B 

? 

? 

? 

05 

01 

00 

4D 

? 

78 

? 

? 

? 

? 

? 

? 



Eight Bit Register 
Contents Register Contents 

00 D FF 

Four and One Bit Registers 
Contents Register Contents 

F IF 

8 N F 

9 X 9 
P 
DF 



This instruction is the first in a group designed to cause a time 
delay. After a word has been heard and decoded some time elapses 
before the system is allowed to listen for another word The pur- 
pose of this is to prevent a long word (with a gap in the middle) from 
being interpreted two or three times. This particular instruction 
places FF into the D register. 
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MEMORY LOCATION (00, 6B) 



Instruction AA 
Before Instruction 

Register High Low 






00 


6B 


1 


7 


7 


2 


7 


? 


3 


7 


? 


4 


00 


OS 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


7 


7 


9 


00 


78 


A 


7 


? 


B 


7 


7 


C 


? 


? 


D 


7 


? 


E 


7 


7 


F 


7 


7 


Register 


Contents 


D 


FF 





After Instruction 
Register Pairs 

Register High Low 



1 


7 


7 


2 


7 


7 


3 


7 


7 


4 


00 


05 


5 


00 


01 


6 


00 


00 


7 


00 


4D 


8 


7 


7 


9 


00 


78 


A 


7 


FF 


B 


7 


7 


C 


7 


? 


D 


7 


7 


E 


7 


? 


F 


7 


7 



Eight Bit Register 

Register Contents 
D FF 
Four and One Bit Registers 
Register Contents Register Contents 

I A I A 

N A N A 

X 9 X 9 

P P 

DF DF 



The low order byte of register pair A has been loaded with the 
value FF by this instruction. 
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MEMORY LOCATION (00, 6C) 



Instruct] 


on F8 


OF 












Before Instruction 






After Instruction 








Register Pairs 






Register 


i£ gh 


Low 






Register 


High 


Low 





00 


6C 









00 


6B 


1 


7 


7 






1 


? 


7 


2 


7 


7 






2 


7 


7 


3 


7 


7 






3 


7 


7 


4 


00 


05 






4 


00 


05 


S 


00 


01 






S 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


f 


7 






8 


7 


7 


9 


00 


78 






9 


00 


78 


A 


7 


FF 






A 


7 


FF 


B 


? 


7 






B 


7 


7 


C 


7 


? 






C 


7 


7 


D 


7 


? 






D 


7 


7 


E 


? 


? 






E 


7 


7 


F 


7 


7 






F 


7 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


FF 








D 


OF 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


F 








I 







N 


8 








N 


F 




X 


9 








X 


9 




P 











P 







DF 











DF 








This instruction places OF into the D register for transfer to 
another place later. 
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MEMORY LOCATION (00, 6E) 



Instruction BA 



Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


6E 









00 


6F 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


05 






4 


00 


OS 


S 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


78 






9 


00 


78 


A 


? 


FF 






A 


OF 


FF 


B 


? 


1 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


OF 








D 


OF 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


B 








I 


B 




N 


A 








N 


A 




X 


9 








X 


9 




P 











P 







DF 











DF 








The contents of the D register OF are transferred into the high 
order byte of register pair A with this instruction. 
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MEMORY LOCATION (00, 6F) 



Instruction 2A 
Before Instruction 

Register High Low 



00 
? 
? 
? 

00 
00 
00 
00 

? 

00 
OF 
? 
? 

? 
? 
? 



6F 

? 

? 

? 

OS 

01 

00 

4D 

? 

78 

FF 

? 

? 

? 



After Instruction 
Register Pairs 

Register High Low 




1 
2 
3 
4 
S 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 



00 

? 

? 

? 

00 

00 

00 

00 

? 

00 

OF 

? 

? 

? 

? 

? 



70 



? 

OS 

01 

00 

4D 

? 

78 

FE 

? 

? 

? 

? 

? 



Register Contents 
D OF 



Eight Bit Register 

Register Contents 
D OF 

„ . Four and One Bit Registers 

Register Contents Register Contents 

12 12 

N A N A 

n 2 X 9 

P P 

DF DF 



This instruction decreases the contents of register pair A by 
one count form 0F,FF to 0F,FE. The operation of this timing loop is 
straightforward A number (0F.FF) is placed into a register (A). 
The contents of that register are decreased by one count The 
contents of the A register are tested; if zero then escape is provided 
from the loop. If the contents are not zero then another count is 
taken from the contents. 
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MEMORY LOCATION (00,70) 



Instruction 9 A 



Before Instruction 




After Instruction 








Register Pairs 






Register 


High 


Low 




Register 


High 


Low 





00 


70 







00 


71 


1 


7 


7 




1 


7 


7 


2 


? 


7 




2 


7 


7 


3 


? 


7 




3 


7 


7 


4 


00 


05 




4 


00 


05 


5 


00 


01 




5 


00 


01 


6 


00 


00 




6 


00 


00 


7 


00 


4D 




7 


00 


4D 


8 


7 


7 




8 


7 


7 


9 


00 


78 




9 


00 


78 


A 


OF 


FE 




A 


OF 


FE 


B 


7 


7 




B 


7 


7 


C 


7 


7 




C 


7 


7 


D 


7 


? 




D 


7 


7 


E 


7 


7 




E 


7 


7 


F 


7 


7 

] 


Eight 


F 
Bit Register 


7 


7 


Register 


Contents 




Register 


Contents 


D 


OF 






D 


OF 








Four 


and i 


One Bit Registers 




Register 


Contents 




Register 


Contents 


I 


9 






I 


9 




N 


A 






N 


A 




X 


9 






X 


9 




P 









P 







DF 









DF 








This instruction moves the high order byte of general register 
pair A into the D register. At this point, the contents of D equal the 
contents of high register A but that will not be the case most of the 
time. As the rest of the loop is followed it will become obvious that 
register A is being decremented with each pass and the values 
therefore frequently changing. 
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MEMORY LOCATION (00,71) 



Instructi 


on 32 


: 08 












Before Instruction 






After Instruction 








Register Pairs 






Register 


Hi gh 


Low 






Register 


High 


Low 





00 


71 









00 


73 


1 


7 


7 






1 


7 


7 


2 


? 


7 






2 


7 


7 


3 


7 


7 






3 


7 


7 


4 


00 


05 






4 


00 


OS 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


7 


7 






8 


7 


7 


9 


00 


78 






9 


00 


78 


A 


OF 


FE 






A 


OF 


FE 


B 


? 


7 






B 


7 


7 


C 


? 


7 






C 


7 


? 


D 


7 


7 






D 


7 


7 


E 


7 


7 






E 


7 


7 


F 


7 


7 






F 


7 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


OF 








D 


OF 








Four and i 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 







N 


2 








N 


8 




X 


9 








X 


9 




P 











P 







DF 











DF 








This instruction tests the contents of the D register. Were the 
results equal to zero (indicating that the loop had been run many 
times) the program would return to 00, 08. Since that is not the case, 
the program counter advances to 00,73. 
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MEMORY LOCATION (00,73) 



Instruction 30 


6F 












Before Instruction 






After In 


struction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Lo' 





00 


73 









00 


6F 


1 


? 


? 






1 


? 


? 


2 


? 


? 






2 


* 


? 


3 


? 


? 






3 


? 


? 


4 


00 


OS 






4 


00 


OS 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


78 






9 


00 


78 


A 


OF 


FE 






A 


OF 


FE 


B 




? 






B 


? 


? 


C 




? 






C 


? 


•> 


D 




? 






D 


? 


? 


E 




? 






E 


? 


? 


F 




7 






F 


? 


? 






] 


sight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


OF 








D 


OF 








Four 


and ( 


Dne 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


3 








I 


6 




N 











N 


F 




X 


9 








X 


9 




P 











P 







OF 











OF 








Reaching this place in the program indicates that the timing 
loop is in progress, but not finished. This instruction returns pro- 
gram control to 00.6F where the contents of register A are de- 
cremented and then tested again. 



220 



MEMORY LOCATION (00, 7S) 
Instruction 08 (Data) 



Before Instruct 


:ion 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


68 









00 


69 


1 


1 


? 






1 


? 


? 


2 


? 


? 






2 


? 


? 


3 


? 


? 






3 


? 


? 


4 


00 


05 






4 


00 


05 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


? 






8 


? 


? 


9 


00 


75 






9 


00 


75 


A 


? 


? 






A 


? 


? 


B 


? 


? 






B 


? 


? 


C 


? 


? 






C 


? 


? 


D 


? 


? 






D 


? 


? 


E 


? 


? 






E 


? 


? 


F 


? 


? 






F 


? 


? 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 











00 








Four and 


One 


Bit Registers 




Register 


Contents 






Register 


Contents 


I 


6 








I 


6 




N 


2 








N 


2 




X 


9 








X 


9 




P 











P 







DF 











DF 








This is a data byte and it is only addressed as part of the 
instruction 62 found at location 00,68. Note that the program area 
starting at 00,52 sets up this data byte to be the one addressed by 
the 62 instruction. This byte is "output" causing one line to be 
electrically high (and one light-emitting diode lit), the one repre- 
senting the longest word 
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MEMORY LOCATION (00,76) 



Instruction 04 (Data) 
Before Instruction 



Register 

1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 

Register 
D 

Register 
I 
N 
X 
P 
DF 



High 

00 

7 

7 

7 

00 

00 

00 

00 

7 

00 

7 

7 

7 

7 

7 

7 



Low 

68 

7 

7 

7 

05 

01 

00 

40 

7 

76 

7 

7 

7 

7 

7 

7 



After Instruction 
Register Pairs 

Register High 
00 



1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
C 
D 
E 
F 



7 

7 

7 

00 

00 

00 

00 

7 

00 



Low 

69 

7 

7 

7 

05 

01 

00 

4D 

7 

76 

7 

7 

7 

7 

7 

7 



Eight Bit Register 
Contents Register Contents 

00 D 00 

Four and One Bit Registers 
Contents Register Contents 

6 16 

2 N 2 

9 X 9 

P 

DF 



This is a data byte and it is only addressed as part of the 
instruction 62 found at location 00,68. Note that the program area 
starting at 00,57 sets up this data byte to be the one addressed by 
the "62" instruction. This byte is "output" causing one line to be 
electrically high (and one light-emitting diode lit), the one repre- 
senting the word next in length to the longest. 
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MEMORY LOCATION (00,77) 



Instruction 02 


(Data) 








Before Instruction 


After Instruction 








Register Pairs 






Register 


High 


Low 


Register 


High 


Low 





00 


68 





00 


69 


1 


? 


7 


1 


? 


? 


2 


? 


? 


2 


? 


? 


3 


? 


7 


3 


? 


? 


4 


00 


05 


4 


00 


05 


5 


00 


01 


5 


00 


01 


6 


00 


00 


6 


00 


00 


7 


00 


4D 


7 


00 


4D 


8 


? 


? 


8 


? 


? 


9 


00 


77 


9 


00 


77 


A 


? 


? 


A 


? 


? 


B 


9 


? 


B 


? 


? 


C 


? 


? 


C 


? 


? 


D 


? 


? 


D 


? 


? 


E 


? 


? 


E 


? 


7 


F 


? 


? 


F 


? 


7 



Register Contents 
D 00 



Eight Bit Register 

Register Contents 
D 00 
Four and One Bit Registers 
Register Contents Register Contents 
16 16 

N 2 N 2 

X 9 X 9 

P P 

DF DF 



This is a data byte and it is only addressed as part of the 
instruction 62 found at location 00,68. Note that the program area 
starting at 00,5C sets up this data byte to be the one addressed by 
the 62 instruction. This byte is "output" causing one line to be 
electrically high (and one light emitting diode lit), the one repre- 
senting the word next in length to the shortest. 
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MEMORY LOCATION (00,78) 



Instructi 


on 01 


(Data) 










Before Instruction 






After Instruction 










Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


68 









00 


69 


1 


? 


? 






1 


7 


7 


2 


? 


? 






2 


7 


7 


3 


? 


7 






3 


7 


7 


4 


00 


OS 






4 


00 


05 


5 


00 


01 






5 


00 


01 


6 


00 


00 






6 


00 


00 


7 


00 


4D 






7 


00 


4D 


8 


? 


7 






8 


7 


7 


9 


00 


78 






9 


00 


78 


A 


? 


7 






A 


7 


7 


B 


? 


7 






B 


7 


7 


C 


? 


7 






C 


7 


7 


D 


f 


7 






D 


7 


7 


E 


7 


7 






E 


7 


7 


F 


? 


7 






F 


7 


7 








Eight 


Bit Register 






Register 


Contents 






Register 


Contents 


D 


00 








D 


00 





Four and One Bit Registers 

Register Contents Register Contents 
16 16 

N 2 N 2 

X 9 X 9 

P P 

DF OF 



This is a data byte and it is only addressed as part of the 
instruction 62 found at location 00,68. Note that the program area 
starting at 00,61 sets up this data byte to be the one addressed by 
the 62 instructioa This byte is "output" causing one line to be 
electrically high (and one light emitting diode lit), the one repre- 
senting the shortest length word 
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MEMORY LOCATION (00,79) 



Instruct^ 


.on 00 


(Data) 










Before Instruction 






After Instruction 








Register Pairs 






Register 


High 


Low 






Register 


High 


Low 





00 


07 









00 


08 


1 


7 


? 






1 


7 




2 


? 


? 






2 


7 




3 


7 


? 






3 


7 




4 


7 


? 






4 


7 




5 


7 


7 






5 


7 




6 


7 


7 






6 


7 




7 


7 


? 






7 


7 




8 


7 


7 
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Conten 
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P 







DF 


7 








DF 


7 





This is a data byte and it is only addressed as part of the 
instruction 62 found at location 00.07. Note that the program area 
starting at 00.00 sets up this data byte to be the one addressed by 
the 62 instruction. This byte is "output" causing all lines to be 
electrically low and all light-emitting diodes to be off. 
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Chapter 16 

Frequency for the Recognizer 



With the Frequency program the Recognizer becomes a powerful 
device for the deciphering of verbal sounds. With this program the 
system is speaker-dependent, meaning that the person using the 
device must also train it To operate the system, you must first set 
the run-reset switch to the reset position, and then place the 
learn-run switch in the learn positioa Set the amplifier to a loud (not 
distorted) positioa Upon moving the run-reset switch to the run 
position, one light will be illuminated This represents the first 
word, and it is wise to mark on a sheet of paper taped to the system 
which light represents which word Upon detection of a sound, the 
Recognizer will illuminate an additional light (two lights on) indicat- 
ing that sound is being input If the input sound is too long (more 
than about 1,5 seconds) then it will be rejected and the light for the 
first word will be lit alone. If the learning process was successful, 
then the second light (alone) will be illuminated after the sound 
indicated (two lights on) situation has passed Upon detection of the 
next sound, an additional light will come on (two lights lit) until the 
successful or unsuccessful completion of the learning for that word 
Successful completion will be noted by illumination of the third light 
alone. Unsuccessful completion will be noted by the illumination 
again of the second position light alone. This process will be com- 
pleted through the five words until the last word is learned, at which 
point all the lights will come oa 

After the learning process has been completed, it is time to go 
into the run mode. First move the run-reset switch into the reset 
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positioa Next move the learn-run switch into the run positioa 
Finally, move the reset-run switch back to the run positioa All the 
lights should go out When a sound is heard that the Recognizer 
determines to be one of the learned words, it will illuminate the 



00,00 TURN ALL LIGHTS OFF 




RUN 



KD 



LEARN 



00,1 CLEAR MEMORY AND PREPARE 
TO LEARN WORD NUMBER ONE 



00,28 OUTPUT WORD NUMBER 
ONE READY LIGHT 




00,38 OUTPUT WORD NUMBER 
ONE "LEARNING IN PROGRESS" LIGHTS 



00,40 PREPARE FOR LEARN SUBROUTINE] 




Fig. 16-1. Program flowchart of Frequency for The Recognizer. 
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00,54 CLEAR MEMORY AND PREPARE 
TO LEARN WORD NUMBER TWO 



00.6A OUTPUT WORD NUMBER 
TWO READY LIGHT 




00,A1 OUTPUT WORD NUMBER 
TWO "LEARNING IN PROGRESS" LIGHTS 



00.AC PREPARE FOR LEARN SUBROUTINE 



s 



00,BB CLEAR MEMORY AND PREPARE 
TO LEARN WORD NUMBER THREE 



00.D0 OUTPUT WORD NUMBER 
THREE READY LIGHT 




00,E0 OUTPUT WORD NUMBER THREE 
"LEARNING IN PROGRESS" LIGHTS 



00,E8 PREPARE FOR LEARN SUBROUTINE 



Fig. 16-1. Continued from page 227. 
228 



OO.FA CLEAR MEMORY AND PREPARE 
TO LEARN WORD NUMBER FOUR 



01, OF OUTPUT WORD NUMBER 
FOUR READY LIGHT 




T)1,17\ l N0 
SOUND \ V fr 



01, 1F OUTPUT WORD NUMBER FOUR 
"LEARNING IN PROGRESS" LIGHTS 



03, 70 PREPARE FOR LEARN SUBROUTINE 



03, 82 CLEAR MEMORY AND PREPARE 
TO LEARN WORD NUMBER FIVE 



03,97 OUTPUT WORD NUMBER 
FIVE READY LIGHT 




03, 9F 

SOUND "s "^ fr 
^PRESENT?, <S W 



NO 



03, A7 OUTPUT WORD NUMBER FIVE 
"LEARNING IN PROGRESS" LIGHTS 



03,AF PREPARE FOR LEARN SUBROUTINE 



i 



Fig. 16-1. Continued from page 228. 
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03, C1 OUTPUT FIVE LIGHTS TO 
INDICATE LEARNING COMPLETED 



03, C9 STAY HERE UNTIL RESET 
SWITCH IS OPERATED 



£ 



00,90 JUMP 




02.FB PREPARE FOR COMPARISON 
AGAINST WORD NUMBER ONE 



5 



03,10 PREPARE FOR COMPARISON 
AGAINST WORD NUMBER TWO 



s 



Fig. 16-1. Continued from page 229. 
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03,25 PREPARE FOR COMPARISON 
AGAINST WORD NUMBER THREE 



S 



03.3A PREPARE FOR COMPARISON 
AGAINST WORD NUMBER FOUR 



03.4F PREPARE FOR COMPARISON 
AGAINST WORD NUMBER FIVE 



$ 



04,00 TIME DELAY THEN LISTEN AGAIN 



S 



05,00 TURN ON "WORD NUMBER 
ONE RECOGNIZED" LIGHT 



5 



05,20 TURN ON "WORD NUMBER 
TWO RECOGNIZED" LIGHT 



Fig. 16-1. Continued from page 230. 
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05,40 TURN ON "WORD NUMBER 
THREE RECOGNIZED" LIGHT 



§ 



05,60 TURN ON "WORD NUMBER 
FOUR RECOGNIZED" LIGHT 



®~ 



05,80 TURN ON "WORD NUMBER 
FIVE RECOGNIZED" LIGHT 






01 ,2C STORE SOUND IN MEMORY LOCATION 

WHICH HAS BEEN PREPARED. IF 

SOUND LASTS TOO LONG, GO TO 

PREPARED LOCATION FOR UNSUCCESSFUL 

RETURN; OTHERWISE GO TO PREPARED 

LOCATION FOR SUCCESSFUL RETURN 



i 



Q RETURN^ 



01 ,F4 COMPARISON IS MADE BETWEEN 

THE UNKNOWN WORD AND ONE KNOWN 

WORD. IF THE WORDS ARE SIMILAR, A 

SUCCESS IS DECLARED AND THE PROGRAM 

GOES TO ONE OF THE "TURN ON WORD 

RECOGNIZED" AREAS 



± 



^ RETURN ) 
Fig. 16-1. Continued from page 231. 
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appropriate light (and operate the relay if one is wired). The light 
will stay illuminated until the Recognizer recognizes another word 

At memory location 02, 16 is the validity parameter, 57. By trial 
and error this seems to be a number which works welL A higher 
number (up to 63) will result in greater accuracy but less likelihood 
of making a match at alL A lower number will result in more 
matches, but lower ability to distinguish between words. 

The Recognizer works well when compared to devices avail- 
able at this time. Room for improvement in software alone is 
tremendous. Each word is learned only one time; two or three 
patterns per word would better cover differences in an individual's 
speech. Also, 100 bytes of RAM are used for each pattern, and only 
three bits of each byte are filled. Nearly three times the resolution 
presently obtained could be gained by filling this unused space. 
Good use of memory space and increased memory supply could 
greatly enhance the information available for comparisons. The 
algorithm used here is very simple; store a pattern and compare it to 
the unknown pattern, and declare a match if the two are close 
enough. More sophisticated programs (which compensate for speed 
of speaking for example) could enhance the system potential. 

Hardware improvements are possible, too. The new Electri- 
cally Alterable Programmable Read Only Memories could be 
trained and have the capability of remembering what was taught 
after the power has failed and returned The cost is quite high now, 
but it is likely to fall rapidly on this new technology. More filters 
would provide more informatioa Multiple microprocessors can be 
placed under parallel control for rapid comparison to a large known 
vocabulary. 

Figures 16-1 shows how the program progresses. Following is 
a commented listing that explains the operation of the software. 

FREQUENCY PROGRAM LISTING WITH COMMENTS 

» F 8 These instructions cause the contents of a memory byte to 

00)01 80 be output. The address 00,80 is placed in register pair 

00,02 A6 number six. The contents of register six 00,80 are used to 

00,03 F8 address a memory byte, contents of which are 00. 00 

00,04 00 causes all output lights to be off (00 means all off in this 

00,05 B 6 hardware system). 

00,06 E6 

00,07 62 

00,08 C4 These instructions merely pass time and serve no useful 

00 ,09 C4 purpose. Should one desire to do something else before 

, A C 4 continuing this program, jump instructions could be substi- 

00, 0B C4 tutedhere. 
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00, OC C4 

00 f 0D C4 

f E 3 F These instructions test the learn-run switch. If the switch 

00 t 0F 90 is in the learn mode, then the program goes to address 

00,10. If the switch is in the run mode then the program 
goes to address 00,90. Position of the switch is determined 
by examining the state of the EF4 line (high or low) , for the 
switch is physically tied to the EF4 line on the processor 
circuit. 

00,10 F 8 This sequence places the address 08,00 into register pair 

, 1 1 00 number two and then it places the value 00 into the memory 

, 1 2 A 2 location addressed by register two. In other words, mem- 

00 1 1 3 F8 ory location 08,00 is filled with the value 00. 

00,14 08 

00,15 B2 

00,16 F8 

00,17 00 

00,18 52 

00 , 19 12 This group increments the number contained in register 

, 1 A 82 pair two by one count. Next it checks the low order byte to 

, IB FD see if it is equal to 63 (63 is not a base ten number). If equal 

, 1 C 63 to 63, then the program jumps to 00,21; otherwise it re- 

00 , ID 32 turns to 00,16 at which it will zero out another memory 

, IE 21 location and increment pair two again. 

00, IF 30 

00,20 16 

00,21 F 8 The contents of the low order byte of register pair number 

00,22 00 two are set to 00. The Q flip-flop is set to zero. 

00,23 A2 

00,24 C4 

00,25 C4 

00,26 C4 

00,27 7A 

00,28 F8 The contents of memory location 00,81 are output, the 

00,29 81 result being 01 on the output lines. This causes one LED to 

, 2 A A6 be illuminated. 

00,23 F8 



00, 2C 00 

00, 2D B6 

00, 2E E6 

00, 2F 62 



00 ,30 34 These instructions test the input lines from the three 

00,31 38 frequency fillers. If sound is present on any of the lines, the 

00,32 35 program will progress to location 00,38; otherwise it will 

00,33 38 run a loop from 00,30 to 00,37 until a sound is detected. 

00,34 36 

00,35 38 

00,36 30 

00,37 30 
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00,38 F8 These instructions cause the memory byte at location 

00 1 39 82 00,83 to be output. 11 is output, indicating that word 

00 , 3 A A6 number one is being trained. 

00, 3B F8 

00, 3C 00 

00, 3D B6 

00, 3E E6 

00, 3F 62 

00,40 C 4 00,54 is placed in register pair number three. This is set up 

00,41 C4 as a return address if the soon to be attempted subroutine 

00,42 C 4 is successful in detecting a word. 

00,43 C4 

00,44 C4 

00,45 F8 

00,46 54 

00,47 A3 

00,48 F8 

00,49 00 

00,4A 63 

, 4 B F 8 00,10 is set in register pair number four as a return address 

, 4C 10 if the soon to be attempted subroutine is unsuccessful. 

00, 4D A4 

00, 4E F8 

00, 4F 00 

00,50 B4 

00,51 CO This jumps to the subroutine which stores the word "pic- 

00,52 01 ture" in memory. 

00,53 2C 

00,54 F8 This sets 08,64 as the address which will define the start- 

00,55 64 ing point for the block of memory used to store word 



A 2 number two's "picture." 

F8 



00,56 

00,57 ro 

00,58 08 

00,59 B2 

, 5 A F 8 These instructions place 00 in the memory locations to be 

, 5 B 00 used for word number two storage. They also assure that 

00, 5 C 52 theQ flip-flop is in the low state. 

00, 5D 12 

00, 5E 82 

00, 5F FD 

00,60 C7 

00,61 32 

00,62 65 

00,63 30 

00,64 5A 

00,65 F8 

00,66 64 

00,67 A2 

00,68 C4 

00,69 7A 
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,6A 


F8 


,6B 


83 


,6C 


A6 


,60 


F8 


,6E 


00 


,6F 


B6 


• 70 


E6 


>71 


62 


• 72 


34 


• 73 


Al 


• 74 


35 


,75 


Al 


»76 


36 


• 77 


Al 


• 78 


30 


»79 


72 


• 7A 


00 


• 7B 


00 


»7C 


00 


• 7D 


00 


• 7E 


00 


»7F 


08 


,80 


00 


• 81 


01 


»82 


11 


,83 


02 


• 84 


12 


,85 


04 


,86 


14 


,87 


08 


,88 


18 


,89 


10 


,8A 


IS 


,8B 


IF 


,8C 


FF 


,8D 


FF 


,8E 


FF 


,8F 


FF 


,90 


CO 


• 91 


02 


,92 


BC 


,93 


FF 


,94 


FF 


,95 


FF 


,96 


FF 


,97 


FF 


• 98 


FF 


,99 


FF 


,9A 


FF 


,9B 


FF 



This block of instructions causes 02 to be output. 02 is only 
one line, thus one LED will be illuminated. 



This is a loop from which escape is possible only if sound is 
detected. Upon detection of sound, the program jumps to 
00.A1. 



These bytes are mere "filler" and will never be executed; 
therefore it matters not what information they contain. 



These are "data" bytes used for output. When an output is 
required, one of these locations is selected for output. 



This is unused memory space upon which this program will 
never operate. 



If the learn-run switch is in the run mode (00,0E); the 
program jumps here. This is a long jump, moving to 02,BC. 

These bytes are "fillers." Nothing happens here because 
this area is always jumped over. 
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00, 9C FF 

00, 9D FF 

00, 9E FF 

00, 9F FF 

00, A0 FF 

, A 1 F 8 This block of instructions causes 12 to be output. 12 causes 

00 , A 2 84 two lines to be active. 

00, A3 A6 

00, A4 F8 

00, AS 00 

00, A6 B6 

00, A7 E6 

00, A8 62 

00, A9 C4 

00, AA C4 

00, AB C4 

, AC F 8 This sets the successful return address for the 01.2C sub- 

00, AD BB routine. 

00, AE A3 

00, AF F8 

00, B0 00 

00,B1 B3 

, B 2 F 8 This sets the address for an unsuccessful return from the 

00,B3 54 01.2C subroutine. 

00, B4 A4 

00, B5 F8 

00, B6 00 

00, B7 B4 

, B 8 CO This jumps to the subroutine which stores the word "pic- 

, B 9 01 ture" in memory. 

00, BA 2C 

00 , BB F8 This sets 08,C8 as the address which will define the start- 

00,BC C8 ing point for the block of memory used to store word 

00 ,BD A 2 number three's picture. 

00, BE F8 

00, BF 08 

00,C0 B2 

, C 1 F8 These instructions place 00 in the memory locations to be 

, C 2 00 used for word number three storage. They also assure that 

00, C 3 52 theQ flip-flop is in the low state. 

00, C4 12 

00, C5 82 

00, C6 FD 

00, C7 2B 

00, C8 32 

00, C9 CC 

00, CA 30 

00, CB CI 

00, CC F8 
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00, CD C8 

00, CE A2 

00, CF 7 A 

, D F 8 This block of instructions causes 04 to be output. 04 is only 

00,01 85 one line, thus one LED will be illuminated. 

00, D2 A6 

00, D3 F8 

00, D4 00 

00 f D5 B6 

00 f D6 E6 

00, D7 62 

1 D 8 34 This is a loop from which escape is possible only if sound is 

, D 9 E detected. Upon detection of sound, the program jumps to 

00, DA 35 00,E0. 

00, DB E0 

00, DC 36 

00, DD E0 

00. DE 30 

00, DF D8 

, E F 8 This block of instructions causes 14 to be output. 14 causes 

, E 1 86 two lines to be active. 

00, E2 A6 

00, E3 F8 

00,E4 00 

00, E5 B6 

00, E6 E6 

00, E7 62 

00, E 8 F8 This group assures that the contents of high order register 

, E 9 08 of pair number two contains the value 08. 

00, EA B2 

, E B F 8 This sets the successful return address for the 01,2C sub- 

00, EC FA routine. 

00, ED A3 

00, EE F8 

00, EF 00 

00, F0 B3 

, F 1 F 8 This sets the address for an unsuccessful return from the 

00,F2 BB 01,2C subroutine. 

00, F3 A4 

00, F4 F8 

00, F5 00 

00, F6 B4 

, F 7 CO This jumps to the subroutine which stores the word picture 

00, F8 01 in memory. 

00, F9 2C 

, F A F 8 This sets 09,2C as the address which will define the start- 

00 , FB 2C ing point for the block of memory used to store word 

00 , FC A 2 number four's picture. 
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00, FD FS 

00, FE 09 

00, FF B2 

01,00 F 8 These instructions place 00 in the memory locations to be 

1 » 1 00 used for word number four storage. They also assure that 

01.02 52 theQ flip-flop is in the low state. 

01.03 12 

01.04 82 

01.05 FD 

01.06 8F 

01.07 32 

01.08 0B 

01.09 30 
01, 0A 00 
01, 0B F8 
01, 0C 2C 
01,0D A2 
01, 0E 7A 

1 , F F8 This block of instructions causes 08 to be output. 08 is only 

1 1 1 87 one line, thus one LED will be illuminated. 

01.11 A6 

01.12 F8 

01.13 00 

01.14 B6 

01.15 E6 

01.16 62 

01.17 34 This is a loop from which escape is possible only if sound is 

01.18 IF detected. Upon detection of sound, the program jumps to 

01.19 35 OUF. 
01, 1A IF 

01, IB 36 

01, 1C IF 

01, ID 30 

01.1E 17 

1 , 1 F F 8 18 is output by these commands. 18 causes two lines to be 

01 f 20 88 active. 

01.21 A6 

01.22 F8 

01.23 00 

01.24 B6 

01.25 E6 

01.26 62 

01.27 CO This causes program control to jump to 03,70 and is the 

01.28 03 result of hand assembly, not good programming 

01.29 70 techniques. 

1 , 2 A FF These locations are unused. 

01,2B FF 

1 , 2C F8 This marks the starting point of a subroutine. 

1 , 2 D 00 This routine fills the block of memory which is pointed to 
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01 9 2E A8 by register pair number two. A representation of the fre- 

1 1 2 F C4 quencies present is stored by these instructions within that 

memory. This routine also tests the length of time that 
sound is heard; if it is too long to store in the alotted 
memory, the sequence is considered to be unsuccessful 
and program control is returned to the address defined by 
the contents of register pair number four. If successful, 
program control is returned to the address defined by the 
contents of register pair number three. The four instruc- 
tions listed here; 01 ,2C through 01 ,2F merely place 00 into 
the low order byte of register pair number eight. 

All contents of register pair number five are set to zero. 



01| 


,30 


F8 


Oli 


► 31 


00 


01, 


► 32 


A5 


Oli 


,33 


F8 


01, 


► 34 


00 


Oli 


,35 


B5 


01, 


,36 


F8 


01, 


,37 


4F 


01, 


,38 


A7 


01, 


,39 


F8 


01, 


,3A 


00 


01, 


,3B 


B7 


01, 


,3C 


34 


Oli 


>3D 


59 


01, 


,3E 


35 


01 


>3F 


61 


01 


»40 


36 


.01 


>41 


69 


01 


>42 


27 


01 


>43 


87 


01 


>44 


32 


01 


,45 


48 


01 


>46 


30 


01 


»47 


3C 


01, 


,48 


12 


01, 


i49 


18 



A number 4F is set in register pair seven. This number 
defines the number of attempts to detect sound which will 
be made for each memory location. 



These instructions test the input lines to determine if 
sound is present. If present, the program jumps to a sub- 
routine at 01,59 or 01,61 or 01,69. Each of these sub- 
routines return control to this loop. Each pass through this 
loop decrements the number stored in register pair seven. 
When the low order byte contains the value 00, escape is 
made to 01,48. 



These instructions increment registers two and eight. 
Register two addresses the memory location being filled. 
Register eight is used to store a number which represents 
the length of the sound heard thus far. 



1 » 4 A 39 This tests to see if the Q flip-flop is low. 

01 , 4B 71 If low, then no sound was detected during the 01,3C to 

31,47 loop. If no sound was detected, then control of the 
program moves to a short subroutine at 01,71. 

1 f 4 C 85 These instructions take the contents of the low order byte 

01|4D FD of register pair number five and subtract that number from 

1 $ 4E 10 10. If the results are zero, then program control goes to 

01 f 4F 32 01,74. Contents of register five indicate the number of 

1 1 5 74 times that no sound has been detected by the loop 01,3C to 
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01 ,51 


88 


01,52 


FD 


01,53 


63 


01,54 


32 


01,55 


95 


01,56 


7A 


01,57 


30 


01,58 


36 


01,59 


7B 


01, 5A 


F8 


01, SB 


01 


01, 5C 


E2 


01, 5D 


Fl 


01, 5E 


52 


01, 5F 


30 


01,60 


3E 


01,61 


7B 


01,62 


F8 


01,63 


02 


01,64 


E2 


01,65 


Fl 


01,66 


52 


01,67 


30 


01,68 


40 


01,69 


7B 


01, 6A 


F8 


01, 6B 


04 


01, 6C 


E2 


01, 6D 


Fl 


01, 6E 


52 


01, 6F 


30 


01,70 


4C 


01,71 


15 


01,72 


30 


01,73 


4C 


01,74 


F8 


01,75 


80 


01,76 


A9 


01,77 


F8 


01,78 


01 


01,79 


B9 


01, 7A 


D9 



01,47. Moving to 01,74 is the only way to escape this 
subroutine successfully. This test determines that a suffi- 
cient period of silence has passed (the 1 in 01,4E) to 
indicate that the spoken word has ended. 

This tests the contents of low order register eight. If the 
loop has been passed too many times (loop starting at 
01, 3C) then the word is too long and the program jumps to 
01,95. 



If the tests above have failed (not enough silence to end or 
not so much sound as to force an end) then the Q flip-flop is 
set to a low value and the program returns to 01,36. 



This subroutine can only be reached from 01, 3D. It sets a 
high value into the Q flip-flop. It forces the least significant 
bit in a memory location to contain the value 1. The mem- 
ory location affected is the one addressed by the contents 
of register pair number two. Control is returned to 01,3E. 



This subroutine can only be reached from 01, 3F. It sets a 
high value into the Q flip-flop. It forces the second bit from 
the right in a memory location to contain the value 1. The 
memory location affected is the one addressed by the 
contents of register pair number two. Control is returned 
to 01,40. 



This subroutine can only be reached from 01,41. It sets a 
high value into the Q flip-flop. It forces the third bit from 
the right in a memory location to contain the value 1. The 
memory location affected is the one addressed by the 
contents of register pair number two. Control is returned 
to 01,42. 



This subroutine can be reached from 01, 4B. It increments 
the value held in register pair number five when no sound 
has been detected in the loop 01,3C to 01,47. 



These instructions place 01,80 in register pair number 
nine. Pair number nine then becomes the program counter, 
thus the program jumps to 01,80 at the end of this block of 
instructions. This point in the program is reached by jump- 
ing from 01,50. 
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1 1 7 B 00 This is an unused block of memory which this program will 

1 , 7C 00 never operate upon. 

01, 7D 00 

01, 7E 00 

01, 7F 00 

01.80 83 This moves the contents of register pair number three 

01.81 A0 (address for a successful return) into register pair number 

01.82 93 zero. Register pair number zero is then made the program 

01.83 B0 counter, thus the program jumps to the address which 

01.84 DO corresponds to the number which is held in pairs zero and 

three. 



01.85 F 8 This block of instructions is reached from 01,9E, a timing 

01.86 90 loop. This block changes the program counter from regis- 

01.87 A9 ter zero to register nine after the address 01,90 has been 

01.88 F 8 placed in register pair number nine. The program jumps to 

01.89 01 01,90. 
01, 8A B9 

01, 8B D9 

1 , 8C FF This is an unused block of memory which this program will 

1 , 8D FF never execute. 

01, 8E FF 

01, 8F FF 

01.90 84 This moves the contents of register pair four into register 

01.91 A0 pair zero. Register pair four, one may recall, contains the 

01.92 94 address for an unsuccessful subroutine return. The pro- 

01.93 B0 gram will jump to whatever address is represented by the 

01.94 DO contents of register pair number four, which now is also the 

contents of pair zero, the program counter again. 



01.95 F 8 This timing loop, reached from 01,55 is used to generate a 

01.96 FF delay after a sound has proven to be too long to store in 

01.97 AF memory. This is used to keep the program from taking the 

01.98 F8 last portion of a long sound and storing it as if it were a 

01.99 F F complete word. 
01, 9A BF 

01, 9B 2F 

01, 9C 9F 

01, 9D 32 

01, 9E 85 

01, 9F 30 

01, A0 9B 

1 , A 1 00 Unused memory; developing a program by hand often re- 

to 00 suits in such gaps as this. 

01, F3 00 

1 , F 4 F 8 These instructions insure tha the value contained by regis- 

1 , FS 00 ter pair number five is now equal to 00,00. This block of 

1 , F6 AS instructions marks the beginning of the subroutine which 

1 , F7 F8 compares the unknown sound against known sounds. 
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01, F8 00 
01, F9 B5 

1 , FA F8 These instructions place the value 09,F4 into the B regis- 

1 , FB F4 ter pair. 09 r F4 is the starting address for the memory block 

1 1 FC AB which contains the unknown word (word being recog- 

01, FD F8 nized). 

01, FE 09 

01, FF BB 

02 1 4B This instruction takes a type of information from the mem- 

ory location addressed by register pair B and places that 
information into the D register. The value contained in the 
B register pair (address) is incremented by one count. 

2 1 1 E A These instructions compare one byte of the known word 

02 1 02 F3 (found in register pair A) to the byte in register D (un- 

known word). 

02.03 32 After the above comparison, register D will either contain 

02.04 D zero (an exact match) or some other value (meaning the 

bytes compared were different). If an exact match was 
found, then the program jumps to location 02,0D; other- 
wise it continues to 02,05. 



2 1 5 1 A These instructions increment the count in register pair A 

02,06 33 (address of memory of known word). They also test the 

2 1 7 FD value found in the B register. If the low order byte of B is 

2 , 8 57 found to contain 57, then all bytes have been compared and 

02,09 32 the program jumps to 02,14. 

02, 0A 14 



2 f B 30 This causes the program to jump back to 02,00 where the 

2 1 C 00 loop will be run again. 

2 , D 15 This point is reached by a jump from 02,04. 

2 , E 30 These instructions increment the count contained in regis- 

2 , F 05 ter pair number five (this count is equal to the number of 

matching memory bytes found during the test). The pro- 
gram then jumps to 02,05. 

02.10 C4 These bytes of memory are unused by this program. 

02.11 C4 

02.12 C4 

02.13 C4 

02.14 85 These instructions compare the number of matching bytes 

02.15 FD found to the validity parameter, 57 found at location 02,16. 

02.16 57 Decreasing 57 would result in more matches but less 

02.17 3B accuracy. Increasing 57 (up to the limit of 63) would in- 

02.18 30 crease accuracy but decrease the number of successful 
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finds. If this comparison is deemed successful, then the 
program jumps to 02,30; otherwise is continues to the next 
byte in sequence. 

02 1 19 F8 These instructions cause the program to jump to 02,23. 

02,1 A 23 They also cause register pair nine to be the program 

2 , 1 B A9 counter rather than pair zero. 

02, 1C F8 

02, ID 02 

02, IE B9 

02, IF D9 

02.20 F F These locations are unused by this program. 

02.21 FF 

02.22 FF 

02.23 8D Contents of the D register (address for an unsuccessful 

02.24 A0 return from this subroutine) are placed in the zero register 

02.25 9 D pair and the zero pair is again made the program counter. 

02.26 B0 

02.27 DO 

02.28 FF These locations are unused by this program. 
to FF 

02, 2F FF 

02.30 F 8 This location is reached by a jump from 02,18 upon deter- 

02.31 40 mination that the sound heard matches the sound being 

02.32 A9 compared from memory. These bytes cause the program to 

02.33 F8 jump to 02,40 and they case register pair nine to be the 

02.34 02 program counter. 

02.35 B9 

02.36 D9 

02.37 FF These bytes are unused by this program. 
to FF 

02, 3F FF 

02 .40 8C The address for a successful return, contained in the C 

02.41 A0 register pair, is loaded into the zero register pair and then 

02.42 9 C the program jumps to that location because the zero regis- 

02.43 B0 ter is again made program counter. 



02,45 FF These locations are unused by this program. 

to FF 



02^44 DO 

02,45 FF 

to FF 

02, BB FF 

2 , B C F 8 Reached from 00,92; this group of instructions causes 00 to 

2 , B D 80 be output (all LEDs off). This mark the start of the RUN 

02 , BE A 6 section of the program. 

02, BF F8 

02, CO 00 

02, CI B6 

02,C2 E6 

02,C3 62 



2 , C 4 F 8 This places the starting address for the unknown word into 

2 , C 5 F 4 register pair two. 

02, C6 A2 

02, C7 F8 

02, C8 09 

02, C9 B2 

2 , C A F 8 The block of memory to be used for storage of the unknown 

2 , CB 00 word is filled with the value 00. 

02 f CC 52 

02, CD 12 

02, CE 82 

02, CF FD 

02 f D0 57 

02, Dl 32 

02, D2 D5 

02, D3 30 

02, D4 CA 

2 , D 5 34 This loop tests for sound and jumps to 02,DD whenever a 

2 , D6 DD sound is detected. 

02, D7 35 

02, D8 DD 

02, D9 36 

02, DA DD 

02, DB 30 

02, DC D5 

2 , D D C 4 This block of instructions is used to set register pair three 

2 1 DE C4 with an address which will be used for successful return 

2 , D F C 4 from a subroutine. 

02 f E0 C4 

02,E1 C4 

02, E2 C4 

02,E3 F8 

02, E4 FB 

02, E5 A3 

02, E6 F8 

02, E7 02 

02, E8 B3 

2 , E 9 F 8 This sets an address in register pair four which will be used 

2 , E A BC for an unsuccessful return from a subroutine. 

02, EB A4 

02, EC F8 

02, ED 02 

02, EE B4 

2 , E F F8 This sets the address of a memory location which will be 

2 , F0 F4 filled by the upcoming subroutine. 

02, Fl A2 

02, F2 F8 

02, F3 09 

02, F4 B2 

2 , F5 C4 This causes a jump to the subroutine at 01,2C. This sub- 
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02,F6 C4 routine will fill a memory block with a sound picture, 

02 , F7 C4 unless the sound is too long. It will return to either the 

02 , F8 CO successful or unsuccessful location. 

02, F9 01 

02, FA 2C 

2 1 FB F8 Reached by a successful return from the 01.2C subroutine, 

02 f FC 00 arriving at this point means that an unknown sound has 

2 , F D A A been placed into memory. Whether or not that sound is one 

02 1 FE F8 of the learned words remains to be determined. 

02, FF 08 

3 , B A These instructions place 08,00 into the A register pair. 



03,01 F8 The D register is filled with the address for an unsuccessful 

03*02 10 return from the next subroutine. 

03.03 AD 

03.04 F8 
03 f 05 03 

03.06 BD 

03.07 F 8 Register pair C is filled with an address which will be used 

03.08 00 for a successful return from the next subroutine encoun- 

03.09 AC tered. 
03, 0A F8 

03, 0B 05 

03, 0C BC 

3 , D CO This jumps to the subroutine which compares the unknown 

3 , 0E 01 sound with a known sound. 

03, OF F4 

03.10 F8 This sets a starting address in register A which will be 

03.11 64 used for comparison in an upcoming subroutine. 

03.12 AA 

03.13 F8 

03.14 08 

03.15 BA 

03 , 16 F8 This fills the D register with 03,25 for an unsuccessful 

03.17 25 subroutine return. 

03.18 AD 

03.19 F8 
03, 1A 03 
03, IB BD 

03, 1 C F8 This places 05,20 in the C register for a successful return 

3 , 1 D 20 from the upcoming subroutine. 

03, IE AC 

03, IF F8 

03.20 05 

03.21 BC 

03.22 CO This jumps to 01,F4, the location of the comparison sub- 

03.23 01 routine. 
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03.24 F4 

03.25 F8 This places 08,C8 into the A register pair. 

03.26 C8 

03.27 AA 

03.28 F8 

03.29 08 
03, 2A BA 

3 , 2B F8 This places 03,3A into the D register pair. 

03, 2C 3A 

03, 2D AD 

03, 2E F8 

03,2F 03 

03.30 BD 

03.31 F 8 This places 05,40 into the C register pair. 

03.32 40 

03.33 AC 

03.34 F8 

03.35 05 

03.36 BC 

03.37 CO This jumps to 01,C4, the comparison subroutine. 

03.38 01 

03.39 F4 

3 , 3 A F8 This places 09,2C into the A register pair. 

03, 3B 2C 

03, 3C AA 

03, 3D F8 

03, 3E 09 

03, 3F BA 

03.40 F8 This places 03,4F into the D register pair. 

03.41 4F 

03.42 AD 

03.43 F8 

03.44 03 

03.45 BD 

03.46 F8 This places 05,60 into the C register pair. 

03.47 60 
03 f 48 AC 



03,49 F8 
03, 4A 05 
03, 4B BC 



3 , 4 C CO This jumps to 01,F4, the comparison subroutine. 

03, 4D 01 

03, 4E F4 

3 , 4 F F 8 This places 09,90 into the A register pair. 

03.50 90 

03.51 AA 
03 t 52 F8 
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03.53 09 

03.54 BA 

03.55 F 8 This places 04,00 into the D register pair. 

03. 56 00 

03.57 AD 

03.58 F8 

03.59 04 
03, 5A BD 

3 , 5 B F8 This places 05,80 into the C register pair. 

03, SC 80 

03, 5D AC 

03, 5E F8 

03, SF 05 

03.60 BC 

03.61 CO This jumps to 01,F4, the comparison subroutine. 

03.62 01 

03.63 F4 

03.64 00 These locations are not used by this program. 
to 00 

03, 6F 00 

03.70 C4 This sets the address for a successful return from the 

03.71 C4 01.2C subroutine. 

03.72 C4 

03.73 F8 

03.74 82 

03.75 A3 

03.76 F8 

03.77 03 

03.78 B3 

03.79 F 8 This places 00,FA in the number four register pair. 
03, 7A FA 

03, 7B A4 

03, 7C F8 

03, 7D 00 

03, 7E B4 

3 , 7 F CO This jumps to 01, 2C, the subroutine which stores the word 

03.80 01 "picture" in memory. 

03.81 2C 

03.82 F8 This places 09.90 in the number two register pair. 

03.83 90 

03.84 A2 

03.85 F8 

03.86 09 

03.87 B2 

03.88 F8 These instructions place 00 in the block of memory ad- 
03 89 00 dressed by the contents of general register pair number 
3 ' 8 A 52 tw0 - T& s is the s P ace usec * for word number five storage. 

1 They also assure that the Q flip-flop is in the low state. 
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03, 8B 12 

03, 8C 82 

03, 8D FD 

03, 8E F3 

03, 8F 32 

03.90 93 

03.91 30 

03.92 88 

03.93 F8 

03.94 90 

03.95 A2 

03.96 7A 

03.97 F8 These instructions cause 10 to be output. 10 represents 

03.98 89 one line, thus one LED will be illuminated. 

03.99 A6 
03, 9A F8 
03, 9B 00 
03, 9C B6 
03.9D E6 
03, 9E 62 

3 , 9 F 34 This is a loop from which escape is possible only if sound is 

3 , A0 A7 detected. Upon detection of sound, the program jumps to 

03,A1 35 03,A7. 

03, A2 A7 

03, A3 36 

03, A4 A7 

03, AS 30 

03, A6 9F 

3 , A7 F 8 15 is output by these commands. 15 causes two lines to be 

03,A8 8 A active. 

03, A9 A6 

03, AA F8 

03, AB 00 

03, AC B6 

03, AD E6 

03, AE 62 

03 , AF C4 This sets 03,C1 in the number three register pair. 

03, B0 C4 

03, Bl C4 

03, B2 F8 

03, B3 CI 

03, B4 A3 

03, B5 F8 

03, B6 03 

03, B7 B3 

3 , B 8 F 8 This places 03,93 in general register pair number four. 

03, B9 93 

03, BA A4 

03, BB F8 

03, BC 03 

03, BD B4 
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3 , BE CO This causes the program to jump to 01,2C. 

03, BF 01 

03, CO 2C 

3 f C 1 F 8 This causes IF to be output. IF illuminates five LED's. 

03 t C2 8B 

03, C3 A6 

03, C4 F8 

03, C5 00 

03, C6 B6 

03, C7 E6 

03, C8 62 

3 , C9 30 This marks the end of the learning sequence. 

3 , C A C9 The program will remain here, looping until some external 

activity occurs (reset switch is operated). 



03 ,CB 00 These locations are not used by this program, 

to 00 

03, FF 00 

04.00 F 8 These instructions form a time delay and they are reached 

04.01 OF from various places after a successful recognition se- 

04.02 AE quence. The time delay assures that the "recognized" light 

04.03 F8 for the appropriate word will remain lit for a brief time 

04.04 F F before the unit commences searching for another word. 

04.05 Al 

04.06 21 

04.07 81 

04.08 32 

04.09 0C 
04, 0A 30 
04, 0B 06 
04, 0C 2E 
04, 0D 8E 
04, 0E 32 
04, OF 12 

04.10 30 

04.11 03 

04.12 CO This jumps to 02,C4, the place where the RUN part of the 

04.13 02 program starts listening. 

04.14 C4 

04.15 00 These locations are not used by this program. 
to 00 

04, FF 00 

05.00 F 8 This causes 01 to be output then it jumps to 04,00. 

05.01 81 



05.02 A6 

05.03 F8 

05.04 00 

05.05 B6 

05.06 E6 
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05.07 62 

05.08 CO 

05.09 04 
05, OA 00 

5 , B 00 These locations are unused in this program. 

to 00 

05, IF 00 

05.20 F8 This causes 02 to be output and the program jumps to 

05.21 83 04,00. 

05.22 A6 

05.23 F8 

05.24 00 

05.25 B6 

05.26 E6 

05.27 62 

05.28 CO 

05.29 04 
05, 2A 00 

05 , 2B 00 These locations are unused in this program, 

to 00 

05, 3F 00 

05.40 F8 This causes 04 to be output. The program then jumps to 

05.41 85 04,00. 

05.42 A6 

05.43 F8 

35.44 00 

05.45 B6 

05.46 E6 

05.47 62 

05.48 CO 

05.49 04 
05 t 4A 00 

5 , 4B 00 These locations are unused in this program. 

to 00 

05, 5F 00 

05.60 F8 This causes 08 to be output. The program then jumps to 

05.61 87 04,00. 

05.62 A6 

05.63 F8 

05.64 00 

05.65 B6 

05.66 E6 

05.67 62 

05.68 CO 

05.69 04 
05, 6A 00 

5 , 6 B 00 These locations are unused in this program. 

to 00 

05, 7F 00 
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5 , 8 F 8 This causes 10 to be output. The program jumps to 04,00. 

05 f 81 89 

05.82 A6 

05.83 F8 

05.84 00 

05.85 B6 

05.86 E6 

05.87 62 

05.88 CO 

05.89 04 
05, 8A 00 
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Chapter 17 
The Z-80 Recognizer 



More people are familiar with Z-80-based computers than with 
processors such as the previously discussed 1802. This chapter 
illustrates a fully developed and tested microcomputer system for 
voice recognition utilizing the Z-80 circuit. The computer described 
here may be easily built by following the detailed assembly instruc- 
tions given. The input stage does not utilize filters, thus the verbal 
command must be processed solely upon the basis of a squared-up 
waveform. Software listed is similar to the Length program for the 
1802 and it does not support any learning techniques or pattern 
comparison. The system shown here does not utilize the Random 
Access Memory or memory select circuits. Why then, you may ask, 
should I bother to build them? The emphasis here is upon construc- 
tion of a working microcomputer for verbal recognition. The input 
port will accept eight bits of information, though only one is being 
used. The same filter shown in an earlier chapter could be built to 
provide three bits of input data; remember that this unit will readily 
accept up to eight channels of data. More sophisticated software can 
be written (or purchased; see Table 17-1) to utilize the Random 
Access Memory provided. 

Figure 17-1 illustrates the major functions performed by this 
unit. Sound comes through a microphone, is amplified by an 
amplifier, and is sent to an input port of the computer. The computer 
processes this information according to the instructions received 
from the memory (software). Under software control, lights are 
illuminated to represent recognition of a word or phrase. 
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This computer is battery powered and can be built for less than 
$100. With the software provided, it will respond to sound of 
varying length, the shortest sound being word number one and the 
longest being word number five. The same hardware (physical 
device described in detail in this chapter) can have a learn and run 
mode with different software. Recall that software is the set of 
instructions placed in the Erasable Programmable Read Only 
Memory (EPROM). A 2716 (EPROM) purchased from any 
source will not contain software. You, the user must have the desired 
program set in the EPROM. Obtain programming equipment and set 
the EPROM yourself send the program listing and EPROM to 
someone who provides such service, or purchase a programmed 
EPROM from the source listed in this chapter. The computer will 
do nothing without software. 

Figures 17-2 through 17-5 are the schematic diagrams of the 
Z-80 based recognition computer. The 80-ohm resistor in the upper 
left-hand corner of Fig. 17-2 is used as a load for the audio amplifier. 
The ohmic value must be greater than 8 ohms (typical load for an 
amplifier) in order that voltage developed across the resistor can 
achieve logic highs. Do not use an amplifier from a home entertain- 
ment system, as this high impedance load could cause the amplifier 
to damage itsel£ The input to pin 11 of IC3 is held low (by the 
ground on the 80 ohm resistor) until a sound of sufficient magnitude 
is amplified This high-level sound is inverted (and squared) by IC3 
leaving a low output on pin 10 of IC3. This low-level signal goes to 
pin three of the 8212 input IC. When the proper software request 
occurs, this low signal is passed through the 8212 IC to pin 4 and 
ultimately to the Z-80, pin 14. Reviewing this action, a high level 
sound produces a low level on the DO data line of the processor 
when the processor requests an input 

Pins 16 and 25 of the Z-80 are input lines related to interrupt 
handling (something not used in this system configuration); there- 
fore they must be connected to a logic "high" signal to prevent them 
from becoming active. Pins 17 and 24 of the Z-80 likewise must be 
tied to the positive supply to prevent unwanted processor activity. 
Pin six of the Z-80 is the clock (oscillator) input to the processor. A 
high speed square wave is developed by the crystal, capacitor, gates 
and resistors connected to pin six. This clock signal goes to pin 
11 of the 8212 output IC where it is used for synchronizing the 
output informatioa Recall that the computer data bus can contain 
input information, software instructions, memory data, or output 
information; it is necessary to let the output circuit know exactly 
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when it is to respond lest it output garbage. Pins 29 and 11 are the 
power supply pins of the Z-80. Pin 26 of the Z-80 is tied to the 
run-reset switch. A positive voltage applied on this pin will allow 
the processor to run; a negative voltage will reset it (placing the 
program counter back to the zero position). Pins five, six, nine, and 
eight of IC3 are used to debounce the operation of the switch. R8 is 
used to additionally insure that transients do not occur while the 
run-reset switch is between positions. 

Pins 30 through 40 and pin one of the Z-80 are address lines A0 
through All. These lines determine which memory location is 
being selected for operation by the processor. (They can be used to 
select from numerous input output port combinations, though the 
system is not constructed for such here). Pin one of the Z-80, All, is 
used (along with other logic) to select either the EPROM or RAM 
memory. To expand the memory beyond the level established in 
this system would require additional logic to insure proper memory 
selection at all times. R7 is used to aid in this selestion process by 
assuring that the output of pin one of the Z-80 will always be high 
unless pulled low by the Z-80. 

Pins 14, 15, 12, 8, 7, 9, 10, and 13 of the Z-80 represent the data 
bus, DO through D7. Information flows to and from memories and 
port on this bus. 

Pin 27 of the Z-80 is not used in this application and it does not 
need to be connected to anything. Pins 19 through 22 are control 
lines used to aid in the establishment of proper timing for various 
devices in the computer system. An input signal is generated by a 
combination of RD and IORQ. An output signal is generated by a 
combination of WR and IORQ. Note that a system with more than 
one input or more than one output port would require more sophis- 
ticated logic because of select information placed on the address 
lines. 

The EPROM (first 2048 bytes of memory) is enabled when 
All is low, RD is high and MREQ is low. The RAM is enabled when 
All is high, MREQ is low and RD or WR are low. The 8212 output 
IC will drive the light-emitting diodes without the aid of external 
transistors. R9 through R13 are required in series with the LEDs to 
prevent high voltage damage to the LEDs. The 7805 regulator 
circuit provides the proper supply voltage to power the circuitry. 

Construction of this computer is not difficult, though it will 
require eight to ten hours of labor. Acquire all the parts needed and 
lay them out on the perfboard as shown in Fig. 17-6. This is a top 
view of the computer; only the regulator circuit will be wired from 
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this side. Fasten the regulator through its heatsink to the perfboard 
with a nut and bolt. Turn the board over. All parts should stay in 
place (the sockets will stay; the other components may have to be 
temporarily taped until they are wired). After the components are 
wired, the wires will hold them down; external methods of securing 
the devices are not necessary. 

Figures 17-7 through 17-46 indicate which wires to place in 
which location. Each figure shows five or six connections. Make 
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5 of 21 14 left. Connect 6 of 21 14 right to 6 of 21 14 left. Connect 17 of 271 6 to 13 
of Z-80. Attach 12 of IC1 to 2 of IC5. 

these connections and check them carefully. The figures represent 
the bottom view and indicate exactly where the wires must go. One 
incorrect connection can cause improper operation of the computer. 
A flowchart of the software is given in Fig. 17-47. Initially, all 
lights are off (after the run-reset switch has been moved from the 
reset position to the run position). When a sound is detected, the 
program goes through a delay (half a second) then checks for sound 
again. Because the processor is very fast and because many highs 
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Fig. 1 7-1 2. Connect 9 of 821 2 Input to 1 6 of 821 2 Input. Connect 6 of IC1 to 3 of 
IC4. Connect 9 of IC1 to 1 of IC5. Attach 4 of IC5 to 12 of IC5. 

and lows occur within a vocalized sound, the computer checks for 
sound 256 times before declaring that no sound exists. If no sound is 
found then the position one light is illuminated, a time delay occurs, 
and the computer awaits the next sound If sound is detected in this 
loop, a time delay occurs and the computer checks for sound further 
down the flowchart The lights will not go out again unless the 
computer is reset 

Table 17-2 is an assembly and machine code listing of software 
for the Z-80 computer. 
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266 





iici: 


lC2l— 


* f 




:iC4- 




J_l 



IC3 



1^11 



:ic 
:6 



1 



Fig. 17-14. Connect 14 of IC1 to 14 of IC2. Connect 7 of IC1 to 7 of IC2. Attach 7 
of IC4 to 7 of IC5. Attach 14 of IC4 to 14 of IC5. Attach 14 of IC6 to 14 of IC3. 
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As in the other recognition devices, proximity of the micro- 
phone to the mouth of the speaker is a significant factor in the 
functioning of the system. 
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Fig. 17-1 5. Connect 13 of 821 2 Output to 14 of 8212 Output. Connect 6 of 8212 
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I ALL LIGHTS OFF \ 

~< r— ^ 1 TIME delay} 





Fig. 17-47. Flow diagram of Length program for Z-80 based computer. 
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Table 17-2. Assembly and Machine Code Listing of Software for Z-80 Computer. 



MEMORY 


Z80 


ASSEMBLY 






ADDRESS 


CODE 


LINE # 


LABEL 


ASSEMBLY 


CODE 


0000 




00100 




ORG 


00 


0000 


3EFF 


00110 




LD 


A,0FFH 


0002 


D301 


00120 




OUT 


COD, A 


0004 


DB01 


00130 


SND 


IN 


A,C0D 


0006 


IF 


00140 




RRA 




0007 


DA0400 


00150 




UP 


C,SND 


000A 


21FF60 


00160 


Dl 


LD 


HL,60FFH 


000D 


2B 


00170 


D2 


DEC 


HL 


OOOE 


3E00 


00180 




LD 


A,00 


0010 


B4 


00190 




OR 


H 


0011 


CA1700 


00200 




JP 


Z,CONT 


0014 


C30D00 


00210 




JP 


D2 


0017 


06FF 


00220 


CONT 


LD 


B,0FFH 


0019 


DB01 


00230 


INI 


IN 


A,C01) 


001B 


IF 


00240 




RRA 




001C 


D22A00 


00250 




JP 


NC,D? 


001F 


05 


00260 




DEC 


B 


0020 


C21900 


00270 




JP 


N7,IN1 


0023 


3EFE 


00280 




LD 


A,0FrH 


0025 


D301 


00290 




OUT 


COD, A 


0027 


C38E00 


00300 




JP 


DFLAY 


002A 


21FF60 


00310 


D3 


LD 


HL,60FFH 


002D 


2B 


00320 


D4 


DEC 


HL 


002E 


3E00 


00330 




LD 


A,00 


0030 


B4 


00340 




OR 


H 


0031 


CA3700 


00350 




JP 


Z,C0NT1 


0034 


C32D00 


00360 




JP 


D4 


0037 


06FF 


00370 


C0NT1 


LD 


B,0FFH 


0039 


DB01 


00380 


IN2 


IN 


A,C0D 


003B 


IF 


00390 




RRA 




003C 


D24A00 


00400 




JP 


NC,D5 


003F 


05 


00410 




DFC 


B 


0040 


C23900 


00420 




JP 


NZ,IN2 


0043 


3EFD 


00430 




LD 


A,0FDH 


0045 


D301 


00440 




OUT 


COD, A 


0047 


C38E00 


00450 




JP 


DFLAY 


004A 


21FF60 


00460 


D5 


LD 


HL,60FFH 


004D 


2B 


00470 


D6 


DEC 


HL 


004E 


3E00 


00480 




LD 


A,00 


0050 


B4 


00490 




OR 


H 


0051 


CA5700 


00500 




JP 


Z,COMT2 


0054 


C34D00 


00510 




JP 


D6 


0057 


06FF 


00520 


C0NT2 


LD 


B,0FFH 


0059 


DB01 


00530 


IN3 


IN 


A,C0D 


005B 


IF 


00540 




RRA 




005C 


D26A00 


00550 




JP 


NC,D7 


005F 


05 


00560 




DEC 


B 


0060 


C25900 


00570 




JP 


NZ,IN3 


0063 


3EFB 


00580 




LD 


A,0FBH 



294 



Table 17-2. Continued from page 294. 



MEMORY 


Z80 


ASSEMBLY 






ADDRESS 


CODE 


LINE# 


LABEL 


ASSEMBLY 


CODE 


0065 


D301 


00590 




OUT 


COD, A* 


0067 


C38E00 


00600 




JP 


DELAY 


006A 


21FF60 


00610 


D7 


LD 


HL,60FFH 


006D 


2B 


00620 


D8 


DEC 


HL 


006B 


3E00 


00630 




LD 


A,00 


0070 


B4 


00640 




OR 


H 


0071 


CA7700 


00650 




JP 


Z,CONT3 


0074 


C36D00 


00660 




JP 


D8 


0077 


06FF 


00670 


C0NT3 


LD 


B,0FFH 


0079 


DB01 


00680 


IN4 


IN 


A, C01) 


007B 


IF 


00690 




RRA 




007C 


D28A00 


00700 




JP 


NC,D9 


007F 


05 


00710 




DEC 


B 


0080 


C27900 


00720 




JP 


NZ,IN4 


0083 


3EF7 


00730 




LD 


A,0F7H 


0085 


D301 


00740 




OUT 


COO, A 


0087 


C38E00 


00750 




JP 


DFLAY 


008A 


3EEF 


00760 


D9 


LD 


A,0EFH 


008C 


D301 


00770 




OUT 


COD, A 


008E 


21FFFF 


00780 


DELAY 


LD 


HL,0FFFFH 


0091 


2B 


00790 


DELAY 1 


DEC 


HL 


0092 


3E00 


00800 




LD 


A, 00 


0094 


B4 


00810 




OR 


H 


0095 


CA0400 


00820 




JP 


Z,SND 


0098 


C39100 


00830 




JP 


DELAY1 


0000 




00840 




END 




00000 


' TOTAL ERRORS 








DELAY1 0091 










D9 


008A 










IN4 


0079 










CONT3 


0077 










D8 


006D 










D7 


006A 










IN3 


0059 










CONT2 


0057 










D6 


004D 










D5 


004A 










IN2 


0039 










CONT1 


0037 










D4 


002D 










DELAY 


008E 










D3 


002A 










INI 


0019 










CONT 


0017 










D2 


000D 










Dl 


000A 










SND 


0004 
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Chapter 18 
The Future 



Is it possible to build a typewriter that accepts normal speech and 
converts it into written words. In my opinion the answer is yes; but 
today's technology imposes some restrictions. In the system en- 
visioned (Fig. 18- 1) the operator must train the system to a selected 
group of phonemes (sounds), probably about 200. The filter and 
digital converter section would be more elaborate than any laid out 
in this book (examine more frequencies, signal strength, etc.). This 
would involve greater memory and slower operation as the com- 
parisons involve mountains of data possibilities. A single mi- 
crocomputer would get lost in the onslaught of data. The largest 
most powerful computer would rapidly fall behind. There are too 
many comparisons. Parallel processing is the answer. After digitiz- 
ing the data, a "select" computer would pass about one second 
worth of speech to an available recognition computer. The recogni- 
tion computer would attempt to decipher the phonemes used. It and 
the recognition computer handling "before" and "after" data would 
often have to get together (via the select computer) to assess 
overlapping phonemes. Completed phonemes would be passed to 
the spelling computers where they would be converted into words. 
Difficult cases would be passed back to the control computer which 
would take raw data representing the same time period and convert 
it with different filters and try on the "tough case" recognizers. 
Successful chunks of data would be passed to the buffer as spelled 
words. The control computer must keep up the gaps and hold the 
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data from the printer until the long sounds and the tough sounds 
have been processed. 

It might take 40 microcomputers, maybe 60. The delay from 
voice input to printed output should be one minute or less. 

Would this system cost too much for the small office? Perhaps 
the first machines would, but that shouldn't prevent their develop- 
ment. Such a computer in a central location could accept tapes over 
phone lines and return data via phone to a local printer. With such a 
system, a computer could serve many small users. An enterprising 
soul could establish such a business now, using human typists at 
word processing computers to handle letters and reports via phone. 

Will the ultimate computer language be a native human lan- 
guage? Eventually machines will utilize such an interface to make 
the devices "friendly" to more people. Use of the same language 
(English for example) will not help in machine-to-machine com- 
munication—not if people-to-people communication in English is to 
be used as an example of harmonious communication and under- 
standing. 
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Sources 



PARTS SUPPLIERS 

Advanced Computer Products 
P.O. Box 17329 
Irvine, CA 92713 

Digi-Key Corp. 

Highway 32 South 

Thief River Falls, MN 56701 

Jameco Electronics 
1355 Shoreway Road 
Belmont, CA 94002 

RECOGNITION DEVICES 

Audio Signal Processor 

Design Solution Inc. 

1608 Huntsville Road 

Fayetteville, AR 72702 

Tel: (501) 521-0281 

$99.95 without necessary connecting cable. Works with TRS-80 

Model I Level II. Ask Design Solution about Model III. Provides for 

voice input and output 

Cognivox 

Voicetek 
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P.O. Box 388 
Goleta, CA 93116 

$119.00 to $249.00 depending on unit selected. Works with AIM-65, 
PET, Apple, Sorcerer, Z-80 based systems. TRS-80III, 16K. Pro- 
vides voice input and output 32-word vocabulary. 
VET-2 

Scott Instruments 
815 North Elm 
Denton, TX 76201 
Tel: (817) 387-9514 

$895.00. Requires Apple II, 48K, and at least one disk drive or 
TRS-80 Model with 32K and two disk drives. 98% accuracy; multiple 
user capability; 40-word vocabulary with overlay feature allowing for 
additional groups of 40 words; rapid response time; can be used as 
substitute keyboard with Apple computer. Handicapped persons are 
using these units; for details contact Scott Instruments. 

ROBOT ARMS 

RHINO XR-1, (RS232C interface) 

16 ounce lift at extension 

$2400.00 in 1981 

Sandhu Machine Design, Inc. Sales Dept 

308 South State 

Champaign, IL 61820 

Tel: (217) 352-8485 

THE RHCROBOT MINIMOVER-5 

8 ounce lift extended 

$1695.00 in 1981 

Advanced Computer Products 

P.O. Box 17239 

Irvine, CA 92713 

(714) 558-8813 

Doring Associates 

1744 Route 9 

Clifton Park, NY 

12065-2497 

Tel: (518) 371-9499 

Arm complete with interface 

$1995.00 in 1981 

Sorrento Valley Associates, Inc. 
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11722 Sorrento Valley Road 
San Diego, CA 92121 

HIGH TECHNOLOGY MAGAZINES 

Robotics Age 

P.O. Box 512 

Tujunga, CA 91042 

Articles and ads related to robots, arms, and sensors; 60 pages of 

very high quality information. 

Radio-Electronics 
Subscription Service 
Box 2520 

Boulder, CO 80322 

Articles, projects, ads, equipment reports; 150 pages about elec- 
tronics and the newest happenings. Recent series included "How to 
Build a Home Robot" and "How to Build a Home Satellite Receiv- 
er." Articles are written very clearly; this is a good place to learn 
about electronics. Ads include many suppliers of electronic compo- 
nent. 

BYTE 

P.O. Box 590 
Martinsville, NJ 08836 

Articles, ads, reviews; 500 pages about various microcomputer 
topics. Excellent ads, many articles are rather advanced, though the 
novice can find some things of interest 
80 Microcomputing 
P.O. Box 981 
Farmingdale, NY 11737 

Articles, ads, reviews; 425 pages dedicated to topics relating to 
Radio Shack computers. Most articles are clear and practical. Al- 
though it covers only one manufacturer's product, this is an excel- 
lent publication form which to learn what microcomputing is all 
about 

RECOGNITION LITERATURE 

Teaching Your Computer to Talk by Edward R. Teja. Published 
by TAB Books, Inc., Blue Ridge Summit, PA 17214. 
Voice News (newsletter). Published by Stoneridge Technical Ser- 
vices, P.O. Box 1891, Rockville, MD 20850. Tel: (301) 424-0114. 
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Index 



Algorithms, 13 
Amplifiers, 9, 12, 127, 129 
Amplifier with automatic level control, 

2 
Apple II system, 18 
Arithmetic instructions, 118 
Assembly code for Z-80 computer, 

295 
Assembly language, 106 

B 

Batteries, 97, 128 
Bit, 107 

Black-box devices, 95 
Boards for circuitry, 102 



Capacitors, 104, 129 

Circuit construction aids, 100 

Circuit diagrams, 98 

Circuitry, output, 138 

Circuit symbols, 96 

CMOS logic, 100 

Cognivox recognizer, 17 

Coil symbols, 23 

Computer, Z-80, 253 

Computer use for noise removal, 2 

Contact symbols, 23 

Control instructions, 124 

Current, 103 

Cycle, 12 



Darlington transistor, 21 
Design Solution, Inc., 16 
Digital electronics, 12 
Digital Speech Processor, 16 
Dual inline packages, 98 



Electricity, formulas for working with, 

103 
Electricity, static, 102 
EPROM, 127, 135 
Exidy Sorcerer system, 18 



Filter, bandpass, 12 
Filters, 11,127,129 
Formulas, 103 
Frequencies of speech, 1 1 
Frequency program listing, 233 

G 

Game, sound-controlled, 54 
Game, voice-independent recogni- 
tion, 70 
Graphics characters, 72 

H 

Handicapped, aids for, 19 
Hertz, 12 

Hexidecimal numbers, 107 
High-Speed Recognition program list- 
ing, 53 
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I 

ICs, 95 

Inflection, 2 

Input-output instructions, 126 

Instruction set, 1802, 114 

Integrated circuits, 95 



Languages, computer, 106 
Length program listing, 144 
Limited test group instructions, 121 
Listening Typewriter program listing, 

42 
Logic, adding to switches, 22 
Logic families, 99 
Logic operations, 117 
Long branch instructions, 122 

M 

Machine code for Z-80 computer, 295 

Machine language, 106 

Memory, erasable programmable 

read-only (EPROM), 127 
Memory, random access, (RAM), 135 
Memory, read-only (ROM), 106, 127 
Memory, The Recognizer, 132 
Memory locations, descriptions of, 

148-225 
Memory reference group, 1 1 1 
Microphones, vii, 1, 12, 127, 129 
Microprocessors, 108 
Microprocessor, 1802; 100, 107, 253 
Microprocessor, 1802 register ar- 
rangement, 110 
Microprocessor, 8080; 100 
Microprocessor, Z-80, 18, 100 

N 

Noise, 1 

Noise removal, 1 

Numbering systems, 107, 108 



Ohm's law, 103 
Operating program, 1 1 1 



PET/CBM system, 18 
Phonemes, 13 

Pins of The Recognizer, 132, 234 
Power supply, 20, 97, 128 
Processor stage, 131 
Program, operating, 111 



Programs, computer requirements 

for, vii 
Program using 5 words, 30 



Radio Control program listing, 49 

Radio Shack, 15,17 

RAM, 127, 135 

Recognition, continuous, 13 

Recognition, high-speed, 52, 71 

Recognizer, hardware improvements 
for The, 233 

Recognizer, speaker-trained, voice- 
dependent, 10 

Recongizer, Z-80, 253 

Recorder, cassette, vii, 26 

Registers, general-purpose, 116 

Resistance, 103 

Resistors, 104, 129 

Rockwell AIM-65 system, 18 

ROM, 106 

S 

Schmitt trigger circuit, 12 

Schmitt trigger gate, 129 

Scott Instruments, 18 

Short branch instruction, 121 

Skip instructions, 123 

Slurring of words, 8, 13 

Sockets, 100 

Software, 106 

Software for Z-80 computer, 294 

Soldering, 105 

Sound, duration of, 8, 9 

Sound amplification, 9 

Sound Plot program listing, 29 

Sound waveforms, 5-7 

Speech, 1, 2 

Speech conversion to written words, 

296 
Speech frequencies, 11 
Speech recognition devices, 1 1 
Speech recognition device, units of, 

127 
Speech recognizer, 3 
Squaring apparatus, 127 
Stomper graphic elements, 74 
Stomper program listing, 80 
Sun Research, Inc., 20 
Switch, sound controlled, 10 
Switch, voice-operated, 21 

T 

Tools for circuit building, 101, 102 
Toy, radio-operated, 47 
TTL logic, 100 
Typewriter, keyless, 297 
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Typewriter to convert speech to writ- Voxbox recognizer, 15, 87 

ten words, 296 Voxbox software, 16 

Voxbox Typewriter program, 90 
U 
UPS, 20 w 

U.S.A. program listing, 58 WattSj 1 Q4 

v Waveform, voice, 12 

VET-2 voice terminal, 18 ^K' 1°° 

v£^¥ W ° rkSheet ' 7Z Words SKishing similar, 31 

yo ceteK, ir Worksheet, video display, 72 

Voice waveform, 12 ' K '' 

Voltage, 103 

Volume, 1,2, 9 Z 

Volume drop, 4 Zero crossings, 13 
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Verbal Control with Microcomputers 

by Mike Rigsby 












You don't have to own a lot of expensive equipment or be an 
electronics wizard to get your computer to recognize and respond to 
voice commands. This unique guidebook shows you how simple and 
inexpensive it really is to use verbal control to accomplish a wide 
range of tasks from TV or appliance control to educational and game 
applications! You'll learn how to apply speech recognition using a 
software approach and your TRS-80 Model I Level II machine or any 
standard BASIC microcomputer; by using off-the-shelf commercial 
peripherals; or with a stand-alone recognizer unit that you can build 

yourself for less than $100! 

Written in easy-to-follow style and non-technical language, this 
book begins with a look at speech and the problems it presents for 
machine recognition. There's also an overview of the commercially 
available add-ons or peripherals you can use for verbal control. The 
primary emphasis of the book, however, is on software control- 
simple recognition routines you can use with your BASIC computer, 
instead of the normal INPUT or IN commands. Written for the TRS-80 
Model I with Level I! BASIC and 16K of RAM, the programs are easily 
adaptable to any computer that uses an input port. Seven software 
examples are included, each written in standard BASIC and fully 
annotated and mapped so you can easily make changes for your 
special application needs. 

If your computer happens to be one without a user port, this book 
shows you how to build a Z-80 microprocessor based system capable 
of recognizing words. Plus, you'll get all the software you need to put it 

to work! 

Mike Rigsby is an electrical engineer with the Georgia Power 
Company. A computer hobbyist, he has written programs and articles 
for several leading computer magazines. 
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